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SECTION: INVITATION TO TENDER
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SECTION I: INVITATION TO TENDER

The Kenya Urban Roads Authority (KURA) is a State Corporation established under the
Ministry of Roads by the Kenya Roads Act, 2007 with the core mandate of Management,
Development, Rehabilitation and Maintenanckeall Public Roads in Cities and Municipalities

in Kenya except where those Roads are National Roads or County Roads.

The Authority invites bids from eligible construction companies registered with the National
Construction Authority (NCA) or equivalent ithe categories mentioned in the tender notice:
PERIODIC MAINTENANCE OF ON BABARACHMENYINKWA BYPASSLOT 44 (KISII
URBAN AREAKURA/RMLF/NZ/301/2019-2020 to be funded througtRMLF BUDGET.

SCOPE OF WORK
The scope of works shall be as described sténder document.

QUALIFICATION FOR TENDERING Mandatory Requirements
The following must be submitted together with bid:

(@) Certified copy ofCertificate of incorporation

(b) Certified Copy ofVALID Registration Certificate with the National Construction
Authority in the classes specified above

(c) A copy of VALID Tax Compliance Certificate (Will be verified on the KRA TCC
Checker)

(d) Certified copy oRECENT CR12 forril2 months) from Registrar of Companies

(e) A copy of VALID certificate of registration in a target groupsued by the National
Treasury or the respective County Treasury in the relevant Category for those tenders
reserved for Youth, Women and Persons with Disability.

(f) Biddersshall serializeall pages for each tender document submitted; failure to which
the bidder shall be disqualified.

NB:The certification must be by @ommissioner for Oaths.

Other Requirements are as specified in the tender Notice and this tender document. There shall
be a mandatory prdender site visit as specified in the detailed Tendetice in the KURA
website.

Interested eligible bidders may obtain further information and inspect tender documents from
the Supply Chain Managemer®dffice, Kenya Urban Roads Authority (KUR&yound Floor,
Barabara Plaza Block @ Mazao Roadluring norma working hours.

Completed tender documents enclosed in separate plain sealed envelopes and clearly marked
with the respective Tender Number and Tender Name should be addressed and sent to:

The Director General,
Kenya Urban Roads Authority,
C/O Deputy Director
Supply Chain Management

or deposited in the respective KURA tender boxes locatdtkURAHEAD OFFICES AT
BARABARA PLAZA, GROUND FLOOR, EAST WING; NAIR@Biefore as indicated in the
table above. Tenders will be opened immediately thereaftethen presence of tenderers or
their representatives who choose to attend. Late bids will not be accepted.
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Deputy Director, Supply Chain Management
FOR: DIRECTOR GENERAL
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INSTRUCTIONS TEENDERERS AND CONDITIONS OF TENDER

A. GENERAL

1 SCOPE OF BID
1.1 The Employer, as defined in the Conditions of Cona c t Part (I her e
Empl oyer” wishes to receive bids for the <c
1, clause 102 of the Special SpecificatiestfsLocat i on and extent of

1.2 The works are urgent and the successful bidder will hetiucted to carry out works
within strict timelines so as to complete the Works within the period stated in the
Appendix to Form of Bid from the date of commencement of the Works. Bidders shall
demonstrate having previous experience in carrying out emeryeworks.

1.3 Throughout these bidding documents, the terms bid and tender and their derivatives
(bidder/tenderer, bid/tendered, bidding/tenderingetc) are synonymous, and day
means calendar day. Singular also means plural.

2 SOURCE OF FUNDS

2.1 The source of funithg is the Government of Kenya through tReoad Maintenance Levy
Fund.

3 CORRUPT PRACTICES
3.1 The government requires that the bidders, suppliessb contractorsand supervisors
observe the highest standards of ethics during the execution of such contradtsisin
pursuit of this policy, the government;

Defines for the purpose of this provision, the terms set forth below as follows:

i) “corrupt practic¢ me ans t gweng, oetefviagror soligiting of anything of
value to influence the action of the publiofficial in the procurement process or in
the execution, and

i) “fraudul ent practice” means a misreprese
procurement process orthe execution of a contract to the detriment of the
employer, and includes collusive priwes among bidders (prior to or after bid
submission) designed to establish bid prices at artificial, -mompetitive levels and
to deprive the employer the benefits of free and open competition

Will reject a proposal for award if it determines that th@dder recommended for
award has engaged in corrupt or fraudulent practices in competing for the contract,
and

Will declare a firm ineligible, eitherindefinitely or for a stated period of timep be
awarded a government contract if it at any time it determined that the firm has
engaged in corrupt or fraudulent practices in competing for, or in executing, a
government financed contract
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4 ELIGIBLE BIDDERS
4.1 This invitation to bid is open to all bidders who are legally registered or incorporated in
the Repblic of Kenya as of the time of bid submission. Registration \W#tional
Construction Authority(NCA)as aroad works contractor is mandatory.

4.2 Bidders shall not have a conflict of interest. Bidders shall be considered to have conflict
of interest, if tley participated as a consultant in the preparation of the design,
documentation or technical specifications of the works that are the subject of this
bidding other than as far as required by the Employer.

4.3 A firm that is under a declaration of eligibility yothe Employer in accordance with
clause 3, at the date of submission of the Bid or thereafter, shall be disqualified.

4.4 Bidders shall provide such evidence of their continued eligibility satisfactory to the
Employer as the Employer shall reasonably request.

5 QUALIFICATION OF THEDDER
5.1 Bidders shall as part of their bid:

€) Submit a written power of attorney authorizing the signatory of the bid to commit the
bidder; and

(b) Update any information submitted with their bids and update in any case the
information indicated in the schedules and continue to meet the minimum threshold
criteria set out in the bid documents.

5.2 As a minimum, bidders shall update the following information:

(@) evidence of access to lines of crdditm a bankand availability of other financial
resources

(b)  financial predictions for the current year and the two subsequent years, including the
effect of known commitments

(c) work commitments

(d)  current litigation information; and

(e) availability of critical equipment

5.3 Bidders shall also submit proposals of wanethods and schedule in sufficient detail to
demonstrate the adequacy of the bidders’
and the completion time referred to in Clause2 above.

6 ONE BID PER BIDDER
6.1 Each bidder shall submit only one bid. A bidder who submits or participates in more than one
bid will be disqualified.
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7 COST OF BIDDING
7.1 The bidder shall bear all costs associated with the preparation and submission of his
bid and the Employer will in n@ase be responsible or liable for those costs, regardless
of the conduct or outcome of the bidding process.

8 SITE VISIT

8.1 The tenderer is adsed to visit and examine thete and its surroundings and obtain for
himself on his own responsibility, alhformation that may be necessary for preparing
the tender and entering into a contract. The costs of visiting site shall be the
tenderer’s own responsibility

8.2 The tenderer and any of his personnel or agents will be granted permission by the
Employer 6 enter upon premises and lands for the purpose of such inspection, but only
upon the express condition that the tenderer, his personnel or agents, will release and
indemnify the Employer from and against all liability in respect of, and will be
responsibé for personal injury (whether fatal or otherwise), loss of or damage to
property and any other loss, damage, costs and expenses however caused, which but
for the exercise of such permission, would not have arisen.

8.3 A Mandatory pretender site meeting shatle held as specified in the tender notice. A
representative of the Employer will be available to meet the intending tenderers at the
venue.

8.4 The Employer will conduct a Site Visit concurrently with the gdvl meeting referred
to in Clausel9, attendance for which is necessary for all biddefégtendance by the
tenderers shall be as specified in the tender notice.

8.5 Tenderers must provide their own transport. The representative will not be available at
any oher time for site inspection visits.

86 Each tenderer shal/l compl ete the Certifica
in fact visits the Site at the time of the organized site visit or by himself at some other
time.

B. BIDDING DOCUMENTS

9 CONTENTS OFMEDING DOCUMENTS
9.1 The set of documents comprising the tender includes the following together with any
addenda issued in accordance with Cladude

(@) Invitation to Bid

(b) Instructions to Bldersand Conditions of &nder
(© Appendix to hstruction toTenderers

(d) Conditions ofContract- Partl

(e) Conditions ofContract- Partll

)] Roa Maintenance Manual (May 2010 dition)
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(9) Standard Specifications

(h) Special Specifications

0] Form of Bid, Appendix to Form of Bid and Bid Security
()] Bills of Quantities

(k) Schedules of Supplementary information

()] Form of Contract Agreement

(m)  Form of Performance Security

(n) Drawings

(0) BID Addenda (Bd Notices)

(p) Declaration Form

9.2 The bidder is expected to examine carefully all instructions, conditions, forms, terms,
specifiations and drawings in the bidding documents. Failure to comply with the
reqguirements of bid submission wild.l be at
substantially responsive to the requirements of the bidding documents will be rejected.

9.3 All recipients of the documents for the proposed Contract for the purpose of submitting
a tender (whether they submit a tender or not) shall treat the details of the documents
as “private and confidential”.

10 CLARIFICATION OF BMING DOCUMENTS
10.1 The prospective bidderequiring any clarification of the bidding documents may notify
the Employer in writing cableor by email (hereinafter the term cable is deemed to
i nclude telex and facsimile) at the Empl oy
Data.

10.2 The Employer Wl respond in writing to any request for clarification that he receives
earlier than 7 days prior to the deadline for the submission of bids. Copies of the
Empl oyer’s response to queries raised by
query but withou identifying the sources of the inquiry) will be sent to all prospective
bidders who will have purchased the bidding documents.

11 AMENDMENT OF BIDDINBOCUMENTS
11.1 At any time prior to the deadline for submission of bids, the Employer may, for any
reason, whdter at his own initiative or in response to a clarification requested by a
prospective bidder, modify the bidding documents by issuing subsequent Addenda.

11.2 The Addendum thus issued shall be part of the bidding documents pursuant to Sub
Clausel0.1 and shall be communicated in writing or cable to all purchasers of the
bidding documents. Prospective bidders shall promptly acknowledge receipt of each
Addendum in writing or bycable to the Employer.

11.3 In order to afford prospective bidders reasonable time in which to take an Addendum
into account in preparing their bids, the Employer may, at his discretion, extend the
deadline for the submission of bids in accordance with Clal&&.
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C. PREPARATION OF BIDS
12 LANGUAGE OF BID

12.1

The bid prepared by the bidder and all correspondences and documents relating to the
bid exchanged by the bidder and the Employer shall be written in the English
Language. Supporting documents and printed litewrat furnished by the bidder may

be in another language provided they are accompanied by an appropriate translation
of pertinent passages in the above stated language. For the purpose of interpretation of
the bid, the English language shall prevail.

13 DOCUMENTS COMPRISING THIDB

13.1 The bid to be prepared by the bidder shall comprise:
(@)  Duly filled-in Form of Bid and Appendix to form of bid;
(b) Bid security;
(c) Priced Bills of Quantities;
(d)  Schedules of information
(e)  Qualification criteria
) Any other materials requiretb be completed and submitted in accordance with the
Instructions to Bidders embodied in these bidding documents.

13.2 These Forms, Bills of Quantities and Schedules provided in these bidding documents
shall be used without exception (subject to extensiofighe Schedules in the same
format).

14 BID PRICES

14.1 Unless explicitly stated otherwise in the bidding documents, the contract shall be for
the whole works as described in S@lausel.1l, based on the basic unit tes and
prices in the Bill of Quantities submitted by the bidder.

14.2 The bidder shall fill in rates and prices for all items of Works described in the Bills of
Quantities, whether quantities are stated or not.

14.3 All duties, taxes (including VAT) and other leg payable by the Contractor under the
Contract, or for any other cause as of the date 7 days prior to the deadline for
submission of bids, shall be included in the rates and prices and the total Bid Price
submitted by the bidder.

14.4 Unless otherwise providei the Bidding Data and Conditions of Particular Application

the rates and prices quoted by the bidder are subject to adjustment during the
performance of the contract in accordance with the provisions of Clause 70 of the
Conditions of Contract.

15 CURRENCSEEOF BID AND PAYMENT

15.1

Bids shall be priced in Kenya Shillings.
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16 BID VALIDITY
16.1 The bid shall remain valid and open for acceptance for a perio@®fcalendardays
from the specified date of bid opening specified in Clause 22.

16.2 In exceptional circumstances pnicto expiry of the original bid validity period, the
Employer may request that the bidders extend the period of validity for a specified
additional period. The request and the responses thereto shall be made in writing or by
cable. A bidder may refuse threquest without forfeiting his bid security. A bidder
agreeing to the request will not be required nor permitted to modify his bid, but will be
required to extend the validity of his bid security for the period of the extension, and in
compliance with Causel7 in all respects.

17 BID SECURITY

17.1 The bidder shall furnish, as part of his bid, a bid security in the amount shown in the
Appendix toinstruction totenderers.The bid security must be in form of unconditial
Bank guarantee.

17.2 The bid security shall be in the form of unconditional bank guarantee from a reputable
bank selected by the bidder and located in Kenya. The format of the bank guarantee
shall be in accordance with bid security included in Section Be bid security shall
remain valid for a period of thirty (30) days beyond the original validity period for the
bid, and beyond any period of extension subsequently requested undeiCRulse
16.2.

17.3 Any bid nd accompanied by an acceptable bid security will be rejected by the
Employer as noiresponsive.

17.4 The bid securities of unsuccessful bidders will be discharged/ returned as promptly as
possible as but not later than 30 days after the expiration of the jgeabbid security
validity.

17.5 The bid security of the successful bidder will be discharged upon the bidder signing the
Contract Agreement and furnishing the required performance security.

17.6 The bid security may be forfeited:

@) if a bidder withdraws his bid, exqe as provided in SWClause24.2,
(b) if the bidder does not accept the correction of any errors, pursuant tc Slalise 28.2
or

(c) in the case of a successful bidder, if he fails within the specified time limit to:

0] sign the Contract Agreement or
(i) furnish the necessary performance security

18 NO ALTERNATIVE OFBER
18.1 The bidder shall submit one offer, which complies fully with the requirements of the
bidding documents.
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18.2 The bid submitted shall be solely on behalf of the brdde bidder who submits or
participates in more than one bid will be disqualified.

18.3 A price or rate shall be entered in indelible ink against every item in the Bills of
Quantities with the exception of items which already have Prime Cost or Provisional
suns affixedt her et o. The bidders are reminded tF
“1 u-mpm” di scounts wil/ badousaitents eslpotlce idclude Th e r
discounts if any. Bidders who fail to comply will be disqualified.

19 PREBID MEETING
19.1 The biddels designated representative is invited to attendandatorypre-bid meeting, which
will take placeas specified in the Tender notic&he purpose of the meeting will be to
clarify issues and to answer questions on any matter that may be raised atdbat st

19.2 The bidder is requested as far as possible to submit any questions in writing or by cable,
to reach the Employer not later than one week before the meeting. It may not be
practicable at the meeting to answer questions received late, but questions and
responses will be transmitted in accordance with the Minutes of the meeting, including
the text of the questions raised and the responses given together with any responses
prepared after the meeting, will be transmitted without delay to all purchaserthef
bidding documents. Any modification of the bidding documents listed in-Silduse
9.1, which may become necessary as a result of theljdemeeting shall be made by
the Employer exclusively through the issue of an Addendum pursuant to Clause 10 or
through the minutes of the prdid meeting.

20 FORMAT AND SIGNINGR®BIDS
20.1 The bidder shall prepare one original of the documents comprising the bid as described
in Clausel3 of these Instructions to Bidders, boumdth the section containing the
Form of Bid and Appendix to Bid, and cl ea
bidder shall submit another copy of the bi
the event of discrepancy between them, the original shadivaiil.

20.2 The original and copies of the bid shall be typed or written in indelible ink (in the case
of copies, photocopies are also acceptable) and shall be signed by a person or persons
duly authorized to sign on behalf of the bidder pursuant to Stlause5.1(a) OR 4.3
(c) as the case may b&he person or persons signing the bid shall initial all pages of
the bid where entries or amendments have been made.

20.3 The bid shall be without alterations, omissions apnditions except as necessary to
correct errors made by the bidder, in which case such corrections shall be initialled by
the person or persons signing the bid.

D. SUBMISSION OF BIDS
21 SEALING AND MARKINGF BIDS
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21.1 The bidder shall seal the original and eacbpy of the bid in separate envelopes duly
mar king the envel opes “ ORI GI NAL” and “ COPY
an outer separate envelope.

21.2 The inner and outer envelopes shall be:
(a) Addressedo the Employer at the address provided ie tAppendix to Form of Bid.

(b) Bearthe name and identification number of the contract. In addition to the
identification required in subClause?1.2, the inner envelopes shall indicate the
name and address of thedder to enable the bid to be returned unopened in case it

is declared “ | at22®1; angpfor matahiagptirposes un@el Glause e
24,

21.3 If the outer envadpe is not sealed and marked as instructed above, the Employer will
assume no responsibility for the misplacement or premature opening of the bid. If the
outer envelope discloses the bidder's identity the Employer will not guarantee the
anonymity of the Id submission, but this shall not constitute grounds for rejection of
the bid.

22 DEADLINE FOR SUBMISB OF BIDS
22.1 Bids must be received by the Employer at the address specified in Sub ZlaZset
later than the date indicated in the tender notice.

Tenders delivered by hand must be placed i
the employer.

Proof of posting will not be accepted as proof of delivery and any tenderedelivafter
the above stipulatetdme, from whatever cause arising will not be considered.

22.2 The Employer may, at his discretion, extend the deadline for the submission of bids
through the issue of an Addendum in accordance with Claddein which case all
rights and obligations of the Employer and the bidders previously subject to the
original deadline shall thereafter be subject to the new deadline as extended.

23 LATE BIDS

23.1 Any bid received by the Employer after the deadline for submission of bielscpbed
in Clause22 will be returned unopened to the bidder.

24 MODIFICATION, SUBSUTION AND WITHDRAWL OF BIDS
24.1 The bidder may modify, substitute or withdraw his bid after bid submission, provided
that written notice of modification or withdrawal is received by the Employer prior to
the prescribed deadline for submission of bids.

242 The bidder’s modification, Ssubstitution or
marked and delivered in accordance with theovisions of Claus@1, with the outer
and inner envelopes additionally marked *

appropriate.
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24.3 No bid may be modified subsequent to the deadline for submission of bids, @rcept
accordance with SulClause 29.2.

24.4 Any withdrawal of a bid during the interval between the deadline for submission of
bids and expiration of the period of bid validity specified in CladSemay result in the
forfeiture of the bid security pursuant to SuBlausel?.6.

E. BID OPENING AND EVALUATION

25 BID OPENING
25.1 The Employer will open the bids, including withdrawals and modifications made
pursuant to Clause 24, in therpsence of bidders' designated representatives who
choose to attend, at the time, date, and location stipulated in the letter of invitation. The
bidders' representatives who are present shall sign a register evidencing their
attendance.

25.2 Envelopes markedVITHDRAWALand “ SUBSTI TUTI ON” shall be
name of the bidder shall be read out. Bids for which an acceptable notice of
withdrawal has been submitted pursuant to Claugeshall not be opened.

25.3 The bidder's name, the Bid Prices, includiagy bid modifications and withdrawals,
the presence (or absence) of bid security, and any such details as the Employer may
consider appropriate, will be announced by the Employer at the opening. Subsequently,
alenvel opes mar ked *“ MODIFI CATI ON” shall be
read out in appropriate detail. No bid shall be rejected at bid opening except for late
bids pursuant to Clause 22.

25.4 The Employer shall prepare minutes of the bid opening, inalgdihe information
disclosed to those present in accordance with-&lause 24.3.

25.5 Bids not opened and read out at bid opening shall not be considered further for
evaluation, irrespective of the circumstances.

26 PROCESS TO BE CONENDIAL
26.1 Information relating to the examination, evaluation and comparison of bids, and
recommendations for the award of contract shall not be disclosed to bidders or any
other persons not officially concerned with such process until the award to the
successful bidder has been annaed. Any effort by a bidder to influence the
Employer's processing of bids or award decisions may result in the rejection of the
bidder's bid.

27 CLARIFICATION OF BBDAND CONTACTING QHE EMPLOYER
27.1 To assist in the examination, evaluation, and comparisbhids, the Employer may, at
its discretion, ask any bidder for clarification of its bid, including breakdowns of unit
rates. The request for clarification and the response shall be in writing or by cable, but
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no change in the price or substance of thelshall be sought, offered, or permitted
except as required to confirm the correction of arithmetic errors discovered by the
Employer in the evaluation of the bids in accordance with Clause 29.

27.2 Subject to SuiClause 26.1, no bidder shall contact the Emm@obyon any matter
relating to its bid from the time of the bid opening to the time the contract is awarded.
If the bidder wishes to bring additional information to the notice of the Employer,
should do so in writing.

27.3 Any effort by the bidder to influencene Employer in the Employer's bid evaluation, bid
comparison or contract award decisions may result in the rejection of the bidder's bid.

28 EXAMINATION OF BIDAND DETERMINATION GRESPONSIVENESS
28.1 Prior to the detailed evaluation of bids, the Employer wiltedenine whether each bid
(&) has been properly signed; (b) is accompanied by the required securities; (c) is
substantially responsive to the requirements of the bidding documents; and (d)
provides any clarification and/or substantiation that the Employemynrequire to
determine responsiveness pursuant to Stilause 28.2.

28.2 A substantially responsive bid is one that conforms to all the terms, conditions, and
specifications of the bidding documents without material deviation or reservation and
has a validender bank guarantee. A material deviation or reservation is one

(&) Which affects in any substantial way the scope, quality, or performance of the
works;

(b) Which limits in any substantial way, inconsistent with the bidding documents, the
Employer'sights or the bidder's obligations under the contract; or
(c) Whoserectification would affect unfairly the competitive position of other bidders
presenting substantially responsive bids.

28.3 If a bid is not substantially responsive, it will be rejected by Bmeployer and may not

subsequently be made responsive by correction or withdrawal of the nonconforming
deviation or reservation.

29 CORRECTION OF ERRORS

29.1 Tenders determined to be substantially responsive shall be checked by the Employer for
any arithmetic errors in the computations and summations. Errors WIDT be corrected
by the Employer. Any bid found to have arithmetic errors shall be disqualified. Where
there is adiscrepancy between the amount in figures and the amount in words, the
amount in wordswil| govern.

30 EVALUATION AND COMIPRASON OF BIDS
30.1 The Employer will carry out evaluation of details and information provided in post
Qualification Questionnaire and any bidder who does not qualify shall not have his/her
bid evaluated further.
16
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30.2 The Employer will hen evaluate and compare only the bids determined to be
substantially responsive in accordance with Clauses 27 and 28.

30.3 The procuring entity may at any time terminate procurement proceedings before
contract award and shall not be liable to any person foe termination.

30.4 A tenderer who gives false information in the tender document about its qualification
or who refuses to enter into a contract after notification of contract award shall be
considered for debarment from participating in future public procuremt.

31 QUALIFICATION AND BY.UATION CRITERIA

31.1 Postqualification will be based on meeting all of the following minimum point scale
criteria regarding the Applicant’s gener al
equipment capabilities as well as finaial position. The Employer reserves the right to
waive minor deviations, if they do not materially affect the capacity of an applicant to
perform the contract. Subcontractor’s expe
account in determiningthe Apl i cant’ s compliance with qual

31.2 General Experience
The Applicant shall meet the following minimum criteria:
(a) Average annual turnover for the last 2 year&Shs40,000,000.00 -.

(b) Successful completion as a prime contractor or-gumtractor in the execution of at
least three roads rehabilitation/new construction projects of a similar nature and
comparable in complexity to the proposed contract within the last three years, for
which at least one was located in an urban environmeanienya.

31.3 Personnel CapabilitiesThe Applicant should list down personnel of minimum

qualification of Higher National Diplomain Civil EngineeringHighway Engineering
for Site Agent, Ordinary Diploma for the surveyor and other supervisory staff.

31.4 Equipment Capabilities.  The Applicant should list down, the plants aeduipment
that are in his ownership and the ones proposed for hire which should be suitable for
executing contract works— Applicants must attaché evidence of ownership or hiring
arrangements.

31.5 Cash flow statementhe Applicant should demonstrate that the firm has access to or
has available, liquid assets, unencumbered real assets, lines or credit, and other
financial means sufficient to meet the construction cash flow foresigd of 2 months,
estimated at0% of the estimated tender sum

31.6 Balance SheetsSigned and stamped Audited balance sheets for the last two years should
besubmi tted and must demonstrate the soundn
availability of working capital and net worth

31.7 Financial position/RatiosT he appl i cant’s financi al i nf orn
of ROCE, current ratio and return on equity, and the point scale criteria on their
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financial position given on tls basis. Where necessary, the Employer may make
i nquiries with the Applicant’s bankers.

31.8 Litigation History. The Applicant should provide accurate information on any litigation
or arbitration resulting from contracts complete or under execution bynhover the
last five years. A consistent history of litigation against the Applicant may result in
failure of the application.

31.9 Postqualification criteria are as provided in the Appendix to instruction to tenderers.
The bidders who pass the techal criteria will be subjected to financial evaluation.

F. FINANCIAL EVALUATION
31.8 Comparison of major rates of items of construction & credibility of tenderers rates

The Employer wild/l compare the tenderers’
items d construction. If some bids are seriously unbalanced or front loaded in relation to
the Engineer's estimates for the major items of work to be performed under the contract,
the Employer may require the bidder to produce detailed price analyses for amaj or
items of the Bills of Quantities, to demonstrate the internal consistency of those prices
with the construction methods and schedule proposed. After evaluation of the price
analyses, taking into consideration the schedule of estimated contract pagmem
Employer may require that the amount of the Performance Security set forth in Clause 35
be increased at the expense of the bidder to a level sufficient to protect the Employer
against financial loss in the event of default of the successful bidddeuthe contract.

G. AWARD OF CONTRACT

32 AWARD
32.1 Subject tcClause 32, the Employer will award the contract to the bidder whose bid has
been determined to be substantially responsive to the bidding documents and who has
offered the lowest Evaluated Bid Priagrguant to Clause 29, provided that such bidder
has been determined to be (a) eligible in accordance with the provisions ciChalse
3.1, and (b) qualified in accordance with the provisions of Clause 4.

33 EMPLOYER'S RIGHT AOCEPT ANY BID ANIDREJECTNY OR ALL BIDS
33.1 The Employer reserves the right to accept or reject any bid, and to annul the bidding
process and reject all bids, at any time prior to award of contract, without thereby
incurring any liability to the affected bidder or bidders or any oldigpn to inform the
affected bidder or bidders of the grounds for the Employer's action.

34 NOTIFICATION OF AWAR

34.1 Prior to expiration of the period of bid validity prescribed by the Employer, the
Employer will notify the successful bidder in writing or by dabconfirmed by
registered letter that its bid has been accepted. This letter (hereinafter and in the
Conditions of Contract called "Letter of Acceptance") shall specify the sum, which the
Employer will pay the Contractor in consideration of the executamd completion of
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34.2

the works and the remedying of any defects therein by the Contractor as prescribed by
the contract (hereinafter and in the Conditions of Contract called "the Contract Price").

At the same time that the Employer notifies the successtlddrsithat his bid has been
accepted, the Employer shall notify the other bidders that their bids have been
unsuccessful and that their bid security will be returned as promptly as possible, in
accordance with sub clause 17.4.

35 SIGNING OF AGREEMENT

35.1

Within 21 days of receipt of th&otification of Award, the successful bidder shall sign
the Form of Agreement and return it to the Employer, together with the required
performance security.

36 PERFORMANCE SECURITY

36.1

36.2

36.3

Within 14 days of receipt of the Letter of Acceptarican the Employer, the successful
bidder shall furnish to the Employer a performance security in the form stipulated in
the Conditions of contract. The form of performance security provided in Section 9 of
the bidding documents shall be used.

The successf bidder shall provide a performance security in the form of an
Unconditional Bank Guarantee from a reputable bank located in Kenya.

Failure by successful bidder to lodge the required performance Guarantee within
days of the receipt of the letter of éeptance shall constitute sufficient grounds for
annulment of the award and forfeiture of the bid surety; in which event the Employer
may make the award to another bidder or call for new bids.

37 CONTRACT EFFECTIVESIE

37.1

The Contract will be effective only uposignature of the Agreement between the
Contractor and the Employer.
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QUALIFICATION CRITERIA

This Section contains all the factors, methods and criteria that the Employer shall use to
evaluate applications. The information to be provided in relation tahedactor and the
definitions of the corresponding terms are included in the respective Application Forms

Contents
1. Elgibility ..o ErrorBookmark not defined.
2. Historical Contract NofPerformance...........cvrrvererersseserensnns Error! Bookmark not defined.
3. Financial SIUAtION.........cccvvrrrrniernnreresesese s ssesssssssssens Error! Bookmark not defined.
T S =5 (01T 1] Lo = T Error! Bookmark not defined.
5. Current COmMmItMENTS........cccvvrvrenrennsenensssssesesssesessssssesesssssses Error! Bookmark not defined.
6. Site Staff........ccinmrrri i ——————— Error! Bookmark not defined.
7. Schedule of the Major Items of PlaBjuipment Available for Proposed Contra€iror!
Bookmark not defined.
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Registration

following shall be provided,;

- Copy of Certificate of
incorporation certified by a
Commissioner of Oaths or
isaling authority to show that
the applicant is a registered
company and legally authorised
to do business in Kenya

- Proof of registration with the
National Construction Authority
(NCA) in the categories
indicated in the tender notice.

: : . Submission
No. Subject Requirement Bidder Requirements
1. Eligibility
11 Eligibility Nationality inaccordance with | Must meet requirement| Section 2, Schedule 1
SubClause 4.1.
1.2 | Conflict of Interest | No conflicts of interest in Sub | Must meet requirement| Section 2, Schedule 1
Clause 4.2.
1.3 Debarment Not having been declared Must meet requirement| Section 2, Schedule 11
ineligible by the Employeras
described in SuClause 4.3.
1.4 Incorporation & Pursuant to sufclause 4.1 the | Must meet requiement | Section 2, Schedule 1

2. Historical Contract

NofrPerformance

21 History of Non
Performing
Contracts

Non-performance of a contract
did not occur within the last
five (5) years prior to the
deadline for application
submission based on all
information on fully settled
disputes or litigation. A fully
settled dispute or litigation is
one that has been resolved in
accordance with the Dispute
Resolution Mechanism under
the respective contract, and
where all appeal instances
available to the applicant hee
been exhausted.

Must meet requirement

Section 2, Schedule 5

2.2 Pending Litigation

All pending litigation shall in
total not represent more than
fifty percent (50%)] of the
Applicant's net worth and shall
be treated as resolved against

the Applicant.

Must meet requirement

Section 2, Schedule 10

3. Financial Situation

KURA/RMLF/NZ/301/2019-2020
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Submission

calculated as total certified
payments received for contract
in progress or completed,
within the last two [(2)] years

No. Subject Requirement Bidder Requirements
3.1 Financial (a)Submission of audited Must submit as Attach evidence on the
Performance balance sheets or other financiq required andbidders requirement of Section 2,
statements acceptable to the | who meet the Schedule 8
Employer, for the last two [2] requirement are a) All pages must be
years and authenticated bank | marked YES , those initialized and stamped by
statemat for the last six (6) that do not meet are both a practicing Auditor
months to demonstrate: marked NO registered with ICPAK ang
(b) the current soundness of the one d the Directors.
applicants financial position Auditor’'s pr
and its prospective long term membership number from
profitability, and ICPAC must be indicated.
(c) capacity to have a cash flow Non-adherence to this to
equivalent to40% of the tender part a, b and c leads to
sum disqualification.
(b) All pages in the bank
statement must be
initialized and stamped by
the issuing bank.
3.2 | Averag Annual (d) Average annual Must submit as Section 2, Schedule 8
Construction construction turnover of required andbidders
Turnover KShs10 Million [ FortyMillion], | who meet the

requirement are
marked YES , those
that do not meet are
marked NO

4. Experience

at least three (3) each with a
value of at least

KShs20 Million ( Twenty
million), successfully and
substantially completed. One
(1) of the contracts should bie
a Cityor Urban areaand that
are similar to the proposed
works. The similarity shall be
based on the physical size,
complexity,
methods/technology or other
characteristics as described in
Section 2.

4.1(a) | General Experience under construction | Must submit as Section 2, Schedule 6A
Construction contracts in the role as a main | required and bidders
Experience contractor or subcontraar for | who meet the
at least the last five [5] years requirement are
prior to the applications marked YES , those
submission deadline that do not meet are
marked NO
4.2(b) | Specific Participation as a roads Section 2, Schedule6A
Construction contractor, management Must submit as
Experience contractor or subcontractor, in | required and bidders

who meet the
requirement are
marked YES , those
that do not meet are
marked NO

5. Current Commitments

51

On-going contracts

The total value of outstanding
works on the orgoing

contracts should not exceed the
average annual turnover for the
last two years.

Must submit as
required and bidders
who meet the
requirement are
marked YES , those
that do not meet are
marked NO

Section 2, Schedule 6B

KURA/RMLF/NZ/301/2019-2020
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. . . Submission
No. Subject Requirement Bidder Requirements
6. Site Staff
The site stafshall posses Section 2, Schedule 5

minimum levels of
qualifications set below;

HQ Staff Qualification =
Diploma inany field of study Must submit as
required and biders
who meet the
requirement are
marked YES , those

Site Agent Qualification = that do not meet are
Higher National Diploman marked NO
Civil EngineeringHighway
Engineering

General Experience & yrs
Specific Experience 3 Yrs

Must submit as
required and bidders

Foreman Qualification = Dip. Civil who meet the
EngineeringHighway requirement are
Engineering marked YES , those
General Experience =5 yrs that do not meet are
Specific Experience =3 Yrs marked NO

Site Surveyor Qualification = Diploma in
Survey

General Experience 5 yrs
Specific Experience 3 Yrs

5. PLANT AND EQUIPMENT

Se description
below in Schedule 7

6.| Work Methodology | Submission of a brief work Must submit as Section 2
methodology in accordance with | required and bidders
sub-clause 5.3 who meet the

requirement are
marked YES , those
that do not meet are

marked NO
Business permit and| Should have a physical address | Must submit as Section 2, Schedule 1
7. | office location and Current business Permit required and bidders

who meet the
requirement are
marked YES , those
that do not meet are

marked NO
Litigation Hidory The applicant to provide a valid | Must submit as Section 2, Schedule 10
8. Sworn affidavit for the tender. required and bidders

who meet the
requirement are
marked YES , those
that do not meet are
marked NO

23
Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020 (ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

7. Schedule of the Major Items of PlaBtjuipment Available for Proposed Contract.

The Bidder must indicate the core plant and equipment considered by the company to
be necessary for undertaking the project together with probbwnershipor lease (*
Mandatory minimum number of equipment redred by the Employer for the execution
of the project that the bidder must make available for the Contract).

- No.of No. of
*Minimum h h
equipment equipment
I}\?m g umt_)erd Compliance | No of t qtopbe toqbtf made
0. Equipment Details fg?ltjr']r: Requirement o(\}/\lljrl]%rgebn hired/ available for
Contract the Bidde); purchased | the Contract
Execution by the by the
Bidder Bidder
A General Plant
Asphalt Concrete patching | optional
plant
B Milling Machine
Asphalt Milling Machine optional
C Bituminous Plants
Bitumen Pressure distributo 1 Yes/no
Asphalt concrete paver 1 Yes/no
D Compactors
Vibrating compaction plate 1 Yes/no
300 mm wide
Vibrating compaction plate 1 Yes/no
600 mm wide
E Pot hole repair mehines
Colas Sprayer 1 Yes/no
Pavement Cutter Machine 1 Yes/no
Paver Braker Machine 0
Pedestrian Roller 1 Yes/no
F Concrete Equipment
Mobile concrete mixers 1 Yes/no
Concrete vibrators 1 Yes/no
G Transport (Tippers,
dumpers, water tankers)
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Item
No.

Equipment Details

*Minimum
Number
Required

for the
Contract
Execution

Compliance
Requirement

No of
Equipment
Owned by
the Bidder

No.of
equipment
to be
hired/
purchased
by the
Bidder

No. of
equipment
to be made

available for
the Contract
by the

Bidder

4X2 tippers payload 712
tonnes

6X4 tippers payload & — 20
tonnes

8X4 tippers payload 16-20
tonnes

Flat bed lorries

Water tankers (18,000~
20,000 litres
capacity)

Earth— Moving Equipment

Wheeled loaders

Motor graders (93
205kW)

Trench excavator

Excavators

Hydraulic crawler mounted
(7 —10 tonnes)-0.25-0.4
m3 SAE bucket.

Hydraulic crawler mounted
(10 — 16 tonnes)-0.40 —
0.60 m3 SAE bucket.

Hydraulic wheel mounted
(7 —10 tonnes)-0.25-0.4
m3 SAE bucket.

Hydraulic wheel mounted
(10 — 16 tonnes)-0.40 —
0.6 m3 SAE bucket.

Hydraulic wheel mounted
backloader (7 10 tonnes)
—0.25-0.4 m3 SAE bucket.

Yes/no

Yes/no

Yes/no

Yes/no

Yes/no

Yes/no
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- No.of No. of
*Minimum h .
Item Number Compliance No of eq;x(;ptr)r;ent S)qggmggz
No. Equipment Details R}g?lt"r'lr:d Requirement %%’r'gg%m hired/ available for
Contract the Bidd e); purchased | the Contract
Execution by the by the
Bidder Bidder
Rollers
Seltpropelled single drum Yes/no
vibrating (various types) 1
Pneumatic rubber tyre (12
J tonnes/wheel) 1 Yes/no
Double drum vibrating
pedestian roller Optional
Sheep Foot Roller Yes/no
1
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Appendix to Instruction to Tenderers

Table 1: PreQualification Checklist for Completesss and Responsiveness.

Completeness and _
S/No. Responsiveness References Requirement
Criteria
. Section I - Amount must be indicated
1. Form of Bid . .
Clause 20.2 - Properly stamped, filled and signed
Appendix to Form of | Section Il : .
2. Bid Clause 20.2 - Properlystamped, filled and signed
- Unconditional bank guarantee
: - In the format provided with all
, . Section Il i
3. | Bid Security ! conditions |
Clause 17 - must be valid for 30 days after bid
validity
4 Confidential Business| Section IX; - Properly filled, stamped and signed
" | Questionnaire Schedule 1 - Provide all required information
Form of Power of Section IX;
5. Attorne Schedule 2 - Properly filled, stamped and signed
y Clause 5.1(a)
Tax Compliance . . . , .
6. . Tender notice - Provide valid tax compliance ctficate
Certificate
Registration with .
7 National Construction Tender notice - Copy of valid certificate and practicing
' . Item 1.4 of QC license
Authority (NCA) Q !
Certificate of Tender notice - Copy of certificate Certified by
8. Incorporation Item 1.4 of QC Commissoner for Oaths
Priced Bill of Clause 14.1 - Fill all rat(?s, prices and .amounts and
9. . . counter sign any alteration(s)
Quantities Section IX . . .
-Stamp and initial
Section II: - sz?i;lfd?;rgteoerOf Natial ID or passport
10. | Eligibilit Schedule 1
'9IbHItY chedule - System generated Form CR12 (12
Clause 4.1
months)
Section II;
11. | Conflict of interest Schedule 1 - to state explicitly
Clause 4.2
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Section I
Clause 30.4, . :
12. | Debarment Schedule 11 - Properly filled, stampednd signed
Item 1.3 of QC
, - Provide original ffidavit for th
13. | Pending Litigation Item 2.2 of QC row. .e original sworm affidavi for tne
specific tender
14. | Litigation Histor Section Il Clause Properly filled, stamped and signed
B Y| 31.8; Schedule 10 perly fied, stamp g
History of Non Schedule 6B - Fill information on norcompleted
15.
performance Item 2.1 of QC works
. Section II; - Attend prebid meeting/visit
Certificate of . .
16. - .. | Clause 8.3 - Certificate must be signed and stampe
Tenderers Visit to Site ,
by the Employer’ s
Section X
Schedule of Maj , .
17. cheduie ot Major Item 5 of QC ; - Properly filled, stamped and signed
Items of Plant
Schedule 7
Section X
Schedule of K , .
18. cheduie ot ey Item 6 of QC ; - Properly filled, stamped and signed
Personnel
Schedule 5
Section Xl ;
Roadwork Completed ’ . .
19. Satisf\gctoril P Item 4 of QC - Properly filled, stamped and signed
Y Schedule 6A
Section XI;
hedule of [ :
20. Sc _edu e of Ongoing Item 5.1 of QC - Properly filled, stamped and signed
Projects
Schedule 7
St S soan
21. PP . y Item 5.1 of QC - Properly filled, stamped and signed
Information /
. . . Schedule 9
Financial Standings
Declaration f f . ,
22 eciaration _orm or Schedule 11 - Properly filled, stamped and signed
bankrupt or insolvent
23 | Anti-corruption form | Schedule 12 - Properly filled, stamped and signed
24. | Copy of Bid Documen| Clause 20.1 - Replica of the original
- Bid document to be completproperly
REMARKS ; .
Clause 13.1/20.2 filled and signed.

Key:QC- Qualification Criteria
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Table 2: Postqualification Score

ITEM DESCRIPTION MUST MEET
CRITERA
1 FINANCIAL CAPACITY
a | Audited Statements YES/NO
b | Cash flow statement (forecasts) YES/NO
¢ | Financial position/Ratios YES/NO
d | Turnover YES/NO
2 EXPERIENCE
General Experience YES/NO
Specific experience in related works YES/NO
3 CURENT COMMITMENTS
On-going works YES/NO
4 KEY PERSONNEL
HQ Staff YES/NO
Site Agent YES/NO
Surveyor YES/NO
Foreman YES/NO
5 PLANT AND EQUIPMENT
Equipment capabilities YES/NO
6 WORK METHODOLOGY YES/NO
I LITIGATION HISTORY YES/NO
8 Business permit and office location YES/NO
REMARKS YES/NO
1 Bidders must achieve YES in all the measured parameters to qualify.
1 The bidders who pass the technical criteria will be subjected to financial

evaluation
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SECTIONV: CONDITIONSOF CONTRACT
PART |I: GENERAL CONDITIONS OF CONTRACT

The Conditions Of Contract Part-dGeneral Conditions shall be those forming Part 1 of the
Conditions Of Contract for works of Civil engineering construction Fourth Edition 1987,

reprinted in 1992 with further amendments, prepared by the Federation Internationale des
Ingenieurs Conseils (FIDIC)

Copies of the FIDIC Conditions of Contract can be obtained from:

FIDIC Secretariat

P.O.Box 86

1000 Lausanne 12
Switzerland

Fax: 41 21 653 5432

Telephone: 41 21 653 5003
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PART IICONDITIONS OF PARTICULAR APPLICATION

The following Conditions of Particular Application shall supplement the General Conditions of
Contract. Whenever there is a conflict, the provisions herein shall prevail over thabein
General Conditions of Contract. The Particular Condition is preceded by the corresponding
clause number of the General Conditions to which it relates.
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CONDITIONS OF PARTLCAR APPLICATION
SUBCLAUSE I-ADEFINITIONS

Amend this subclause as follows:

€)) i) The “Empl oyer” i sdstAdtherityKrepregeated By theaDirect® o a
General- Kenya Urban Roads Authority

(i) The “ Engi mMeeetor (Road Assdt and Corridor ManagementXenya
Urban Roads Authority.

(b) (i) | nsert in | ine 2owifng,yr “tthlee Brndtl eés Odr
Contractor (whether or not such rate be emplo

Amend subparagraph (b) (v) of SuBlause 1.1 by adding the following words at the end:
The word “BlID” is symomomadus Awiptemd‘ilxi d’o0 a@Bdd”t
Bid” and the word “BID documents” with “biddi

Add the following at the end of this setlause:

( h) “Material s” means materials and other th
Permanent Work.
(i) “Quantified site instructions” means Si

representative to the Contractor instructing him to carry out quantified works drawn from the
contract to be carried out within a specified period.

SUBCLAUSE1-ENGNEER’ S DUTTHORITAND AU

With reference to SuClause 2.1 (b), the following shall also apply: The Engineer shall obtain
the specific approval of the Employer before taking any of the following actions specified in
Part 1:

(a) Consenting to the subkatg of any part of the works under Clause 4;

(b) Certifying additional cost determined under Clause 12;

(c) Determining an extension of time under Clause 44;

(d) Issuing a variation under Clause 51,

(e) Fixing rates or prices under Clause 52

SUBCLAUSES - INSTRUCTIONS IN WRNIG

Add attheendofsuc | ause 2.5 the following: “The site
guantified site instructions and the contractor shall commence execution of the site
instructions within three (3) days and completgithin the completion period as stipulated in

the instructions.

SUBCLAUSE 51 ANGUAGE AND LAW

The Contract document shall be drawn up in the ENGLISH LANGUAGE. Communication
bet ween the Contractor and the Enlahguageer ’ s Rep

The Laws applicable to this Contract shall be the Laws of the Republic of Kenya.
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SUBCLAUSE 52PRIORITY OF CONTRADDCUMENTS

Delete the documents listed @ and substitute:
(1) The Contract Agreement (if completed)

(2) The Letter Of Acceptance;

(3) TheBid and Appendix to Bid;

(4) The Conditions of Contract Part Il;

(5) The Conditions of Contract Part I,

(6) The Special Specifications;

(7) The Standard Specification for Road and Bridge Construction, 1986;
(8) The Drawings;

(9) The priced Bills of Quantities

(10) Other documents absted in the Appendix to form of Bid

SUBCLAUSE 8=SITE OPERATIONS ANETHODS OF CONSTRUGN

Add sub clause 8.2(b) at the end as follows:

“The Contractor shal/l submit to the Engineer
from the date of awarf the contract and general description of his proposed arrangements

and methods for the execution of the Works. This shall include haka temporary office,

buildings, access roads, construction plant and its intended production output, working shift
arrangements, labour strength, skilled and unskilled, and supervision arrangements, power
supply arrangements, supply of materials including a materials utilisation programme, stone
crushing, aggregate production and storage, cement handling, concretengnixnd handling,

met hods of excavation, dealing with water, te

SUBCLAUSE 10-IPERFORMANCE SECURITY

Replace the text of Sutlause 10.1 with the following:

“The Contractor shall pr ovi defthe @oataat withiy 28f or  hi
days after receipt of the Letter of Acceptance. The Performance Security shall be in the form of

a bank guarantee as stipulated by the Employer in the Appendix to Bid. The Performance
Security shall be issued by a bank incorporaiadKenya. The Contractor shall notify the

Engineer when providing the Performance Security to the Employer.

“Wi t hout ' imitation to the provisions of t he
determines an addition to the Contract Price as a result ohange in cost, the Contractor, at

the Engineers written request, shall promptly increase the value of the Performance Security by

an equal percentage.

SUBCLAUSE 10-2/ALIDITY OF PERFORNIZE SECURITY

The Performance Security shall be valid untildate 28 days after the date of issue of the
Defects Liability Certificate. The security shall be returned to the Contractor within 14 days of
expiration.

SUBCLAUSE 10-LAIMS UNDER PERFORMCE SECURITY

35
Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020 (ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

Delete the entire sufglause 10.3.

SUBCLAUSE 18- COST OF PERFORMANBEEURITY

The cost of complying with the requirements of this clause shall be borne by the Contractor.

SUBCLAUSE 11-INSPECTION OF SITE

In I'ine 17 ad'taeadd“affect his B

“and the Contractor shsBdbnbal Heéemedatorkmeathb
Delete the last paragraph completely and replace with the following:

“The Employer in no way guarantees compl et e
subsurface and hydrological information made available to the Cantta at the time of

Bidding or at any other time during the period of the Contract, and the Contractor shall be
responsible for ascertaining for himself all information as aforesaid for the execution of works

and his BID shall be deemed to have been primecbrdingly.

SUBCLAUSHL.2 - ACCESS TO DATA

Data made available by the Employer in accordance with Clause 11.1 shall be deemed to
include data listed elsewhere in the Contract as open for inspection at the address stipulated in
the Appendix to Bid.

SUBCAUSE 14.1 PROGRAM TO BE SUBMITTED

The time within which the program shall be submitted shall be fourteen (14) days from the
issuance of order to commence

The programme shall be in the form of a Critical Path Method Network (CPM network)
showing the oder of procedure and description of the construction methods and
arrangements by which he proposes to carry out the works. It should also be supplemented by
a time— bar chart of the same programme.

The programme shall be coordinated with climatic, grawater and other conditions to
provide for the completion of the Works in the instruction and by the time specified. The
programme shall be revised on demand by the Engineer or his representative.

During the execution of the works, the Contractor shalibmit to the Engineer full and

detailed particulars of any proposed amendments to the arrangements and methods submitted

in accordance with the foregoing. | f det ai |
Works are required by the Engineer for hisvn information the Contractor shall submit such

details within seven days of being requested to do so.

The various operations pertaining to the works shall be carried out in such a progressive
sequence as will achieve a continuous and consecutive ousp@illy completed road works
inclusive of all bridge works and culverts within the time limits specified in the Contract and
the instructions. Generally the Contractor shall carry out works within the sections stated in
the instructions.
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The Contractorsshall allow in his programme for the following 10 public holidays per calendar
year in Kenya.

New Years Day (LJanuary)
Good Friday

Easter Monday

Labour day (3 May)

Madaraka Day (% June)

Idd Ul Fitr

Mashujaa Day (2& October)
Jamhuri day (12 December)
Christmas Day (2% December)
Utamaduni day(26t December)

=4 =8 4 -8 -4 _-49_-9_-45_-95_-°

The Contractor should also allow per calendar year for a further 2 unspecified public holidays
which may be announced by the Government of Kenya with no prior notification.

Add the followng at the end of this sulelause-

The Employer shall have the right to withhold payment at any time if the contractor fails to
submit the programme or revised programme due to his negligence, failure or omission.

SUBCLAUSE 14.8ASH FLOW ESTIMATE
The cash flow estimates shall be submitted together with the works programme.

SUBCLAUSE 15.CONT RACT OR’ TENOENGEE Rl N

Add the following at the end of the first paragraph of sgtause 15.1:

“The Contractor shall, wihehi Ban gsienveeenr ' (S7 ) o rddaeyrs
the works inform the Engineer in writing the
anticipated date of his/ her arrival on site.”

Add the following Sukclause 15.2

SUBCLAUSE 15.PANGUAGE ABILITY ANDUALIFICATIOR OF CONTRAGBORIBED S AU
AGENT

The Contractor’s Agent or Representative on
diploma in civil Engineering or building construction or have equivalent status approved by

the Engineer and shall be able to reatanrite English fluently.

The Contractor’s Agent or Representative shal

SUBCLAUSE 16.ENGINEER AT LIBERIKYOBJECT

At the end of this Clause add
“by a competent substitute Compracedrizsy otwme ek m
Add the following SubClauses 16.3 and 16.4:
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SUBCLAUSE 16.QUALIFICATION AND INGUAGE ABILITY OF BERINTENDING STAFF

The Contractor’s superintending staff shal.l m
Should have a workinknowledge of English or Kiswabhili. Should any of the superintending

staff not be able to meet this condition, the Contractor shall propose to the Engineer
arrangements for provision of a sufficient number of interpreters of approved qualifications.

The Egineer, at his discretion, may amend, approve or reject such arrangements or reject
deployment of superintending staff not meeting the language requirements. The Engineer may

at any time during the duration of the Contract amend any approved arrangememaisenfior
interpreters, which shall be implemented at the Contractors expense.

The key staff listed below must have academic qualifications from governmeaugnised

institutions or equivalent institutions of the levels set out in Section 5, Part 6.

1 Site Agnt
Site Engineer

Site Surveyor

= =4 =4

Foremen
The key staff listed below must have minimum experience set out in Section 5, Part 6:
Site Agent

Site Engineer

= =4 =2

Site Surveyor

I Foremen

Qualifications as above shall be subject to verification and approval onbsitthe Engineer or his
representative on site before commencement of the said works.

SUBCLAUSE 19.5AFETY, SECURITY ANBDTECTION OF THEMERONMENT

Add SubClauseparagraph (d) of SukClause 19 as follows:
Not withstandi ng t he ndéercSobClauseapdragmnaph ¢a), pahd 9¢cphaf i on u
SubClause 19.1 of the Conditions Of Contract, the Contractor shall observe the following
measures with a view to reducing or elimination adverse environmental effects by the site
works:
(i)  All quarries and borrav pits shall be filled and landscaped to
their original state after extraction of construction material
(i)  Solil erosion due to surface runoff or water from culverts or other
drainage structures should be avoided by putting in place proper
erosion control meages that shall include, but are not limited to
grassing and planting if trees
(i) Long traffic diversion roads shall be avoided so as to minimize the
effect of dust on the surrounding environment. In any case all
diversions shall be kept damp and dust free
(iv)  Spllage of oils, fuels and lubricants shall be avoided and if spilt,
shall be collected and disposed off in such a way as not to
adversely affect the environment
(v)  Rock blasting near settlement areas shall be properly coordinated
with the relevant officers othe Government so as to minimize
noise pollution and community interference.
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SUBCLAUSE 20:&£MPLOYERS RISKS
Delete SubClause (h) and substitute with;

(h) any operation of the forces of nature (insofar as it occurs on site) which an experienced
contracor:

0] could not have reasonably foreseen, or

(i) could reasonably have foreseen, but against which he could not reasonably have
taken at least one of the following measures:

(A) prevent loss or damage to physical property from occurring by taking
appropriate measurgor

(B) insure against such loss or damage

SUBCLAUSE 21-INSURANCE OF WORKSEAR CONTRACTIBNMENT S EQU

Add the following words at the end of Sygaragraph (a) and immediately before the last word

of Subparagraph (b) of SukClause 21.1:

“1t beitoog that sudheinswgance shall provide for compensation to be payable in the
types and proportions of currencies required
Delete the first sentence of this Clause and replace tihghfollowing:

‘“prior t o ¢ o e &\orksetime eQontractor shall, without limiting his or the

Empl oyer’s obligations and responsibilities u
Empl oyer :”

SUBCLAUSE 21-2SCOPE OF COVER

Amend subparagraph (a) of SClause 21.2 as follws:

Del ete words “from the start of wor k at t he
wor king day after the Commencement Date”

Add the following as Sul€lause (c) under SulClauseClause 21.2

(c) It shall be the responsibility of the Contractor twtify the insurance company of any

change in the nature and extent of the Works and to ensure the adequacy of the insurance
coverage at all times during the period of the Contract.

SUBCLAUSE 21-£XCLUSIONS

Amend SubClause 21.4 to read as follows:

“ Here shall be no obligation for the insurances in SGlause 21.1 to include loss or damage
caused by the risks listed under Satause 20.4 sutparagraph (a) (i) to(iv) of the Conditions
of Particular Application.”

SUBCLAUSE 23-2MINIMUM AMOUNT OF INNJRANCE

Add the following at the end of this Clause:
with no |imits to the number of occurren
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SUBCLAUSE 25EVIDENCE AND TERMS

Amend SubClausOF INSURANCE5.1 as follows:

|l nsert the words “as so
in any case” before the
Add the following SubClauses 25.6, 25.7

0 a sicephave been takenlout leut a

n fte
words “prior to the s

SUBCLAUSE 25-dNSURANCE NOTICES

Each policy of insurance effected by the Contractor for purposes of the Gurginall include a
provision to the effect that the Insurer shall have a duty to give notice in writing to the
Contractor and Employer of the date when a premium becomes payable. This shall not be more
than thirty (30) days before that date and the polislgall remain in force until thirty (30) days

after the giving of such notice.

SUBCLAUSE 25-NOTIFICATION TO INRERS

It shall be the responsibility of the Contractor to notify insurers under any of the insurance
referred to in the preceding clauses 243 and 24 on any matter or event, which by the terms

of such insurance are required to be so notified. The Contractor shall indemnify and keep
indemnified the Employer against all losses, claims, demands, proceedings, costs, charges and
expenses whatsoevarising out of or in consequence of any default by the Contractor in
complying with the requirements of this SuBlause whether as a result of avoidance of such
insurance or otherwise.

SUBCLAUSE 28-ROYALTIES

Add at the end of this Su@@lause the fdbwing sentence:
“The Contractor shal/l al so be | iable for all
connection with the dumping of part or all of

SUBCLAUSE 29AINTERFERENCE WITHAFRIC

Supplement SulClause 29.1 by addg the following sentence at the end:

“The Contractor wi || be permitted to use exi
Contractor shall pay vehicle license tax and road maintenance duty in accordance with
relevant regulations and shall obtain gnnecessary permits or licenses from relevant
authorities for transporting his equipment.”
Add the following subclause 29.2:

SUBCLAUSE 29-2REINSTATEMENT AND RPENSATION FOR DAMBS TO PERSONS AND
PROPERTY

The Contractor shall reinstate all propertiashether public or private which are damaged in
consequence of the construction and, maintenance of the works to a condition as specified and
at least equal to that prevailing before his first entry on them.

If in the opinion of the Engineer the Contractehall have failed to take reasonable and prompt
action to discharge his obligations in the matter of reinstatement, the Engineer will inform the
Contractor in writing of his opinion, in which circumstances the Employer reserves the right to
employ othersa do the necessary work of reinstatement and to deduct the cost thereof from
any money due or which shall become due to the Contractor.
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The Contractor shall refer to the Employer without delay all claims which may be considered
to fall within the provisiors of Clause 22.1.
Add the following SubClause 34.2 to 34.8

SUBCLAUSE 34-2CONDITIONS OF EMPLMENT OF LABOUR

The Contractor shall be responsible for making all arrangements for and shall bear all costs
relating to recruitment, obtaining of all necessavisas, permits or other official permission for
movements of staff and labour.

SUBCLAUSE 34-3FAIR WAGES

The Contractor shall, in respect of all persons employed anywhere by him in the execution of
the Contract, and further in respect of all personm@oyed by him otherwise than in the
execution of the Contract in every factory, Workshop or place occupied or used by him for the
execution of the Contract, observe and fulfil the following conditions:

(a) The Contractor shall pay rates of wages, observa$iofilabour and provide conditions
of labour, housing, amenities and facilities not less favourable than those required by
the latest Regulation of Wages (Building and Construction Industry) Order as of the
time of bid submission, and subsequent amendmeethiereto, or in any wage scales,
hours of work or conditions agreed by the Ministry of Labour or other Government
Department in consultation with the appropriate wage fixing authority and generally
recognized by other employees in the district whose gaheircumstances in the trade
or industry in which the Contractor is engaged are similar.

(b) In the absence of any rates of wages, hours or conditions of labour so established the
Contractor shall pay rates of wages and observe hours and conditions ofrlaidoah
are not less favourable than the general level of wages, hours and conditions observed
by other Employers whose general circumstances in the trade or industry in which the
Contractor is engaged are similar.

(c) Where the absence of established ratésvages, hours and conditions of labour or the
dissimilarity of the general circumstances in the trade of industry in which the
Contractor is engaged prevent the Contractor from observing rates of wages, hours and
conditions of labour ascertained under sydaragraph (a) and (b) above the Contractor
in fixing the rates of wages, hours and conditions of labour of his employees shall be
guided by the advice of the Labour Department.

(d) The Contractor shall recognize the freedom of his employees to be membgesief
unions.

(e) The Contractor shall maintain records in English of the time worked by, and the wages
paid to, his employees. The Contractor shall furnish to the Engineer or Employer, if
called uponto doso, such particulars of the rates, wages and coodgi of labour as
the Employer or Engineer may direct.

() The Contractor shall at all times during the continuance of the contract display, for the
information of his employees in every factory, workshop or place occupied or used by
him for the execution ofthe Contract, a copy of this clause together with a notice
setting out the general rates of wages, hours and conditions of labour of his employees.

41
Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020 (ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

(g) The Contractor shall be responsible for the observance of this clause bguipactors
employed in the egcution of the works.

SUBCLAUSE 34-4BREACH OF FAIR WAGHAUSE

Any Contractor or SufContractor who is found to be in breach of Fair Wages Clause shall
cease to be approved as a Contractor or-8amtractor for such period as the Permanent
Secretarydr the Ministry of Roads may determine.

Should a claim be made to the Employer allegi
Wages of any workman employed on the Contract and if proof thereof satisfactory to the
Employer is furnished by the Laboukuthority, the Employer may, failing payment by the
Contractor, pay the claims out of any monies due or which may become due to the Contractor

under the Contract.

SUBCLAUSE 34-5RECRUITMENT OF UNSKED LABOUR

Any additional unskilled labour which isequired by the Contractor for the works and which

is not in his employment at the time of the acceptance of the BID shall be recruited by the
Contractor from the Labour Exchange or Exchange or Exchanges nearest to the site or sites of
the work.

SUBCLAUSE.6 —COMPENSATION FOR UNRY

The Contractor shall i n accordance with the
Kenya and any other regulations in force from time to time pay compensation for loss or
damage suffered in consequence of any accidenhury or disease resulting from his work to

any workman or other person in the employment of the Contractor or any Subcontractor.

SUBCLAUSE 34-1ABOUR STANDARDS

(a) the Contractor shall comply with the existing local labour laws, regulations and labou
standards

(b) the Contractor shall formulate and enforce an adequate safety program with respect to all
work under his contract, whether performed by the Contractor or subcontractor. The
Contractor has assurance from the Employer of cooperation wherétpi&Ementation of these
safety measures requires joint cooperation.

(c) Upon written request of the Employer the Contractor shall remove or replace any of his
employees employed under this Contract.

Add the following SubClause 35.2 and 35.3.

SUBCLAUSEB2 - RECORDS OF SAFETDANEALTH

The Contractor shall maintain such records and make such reports concerning safety, health
and welfare of persons and damage to property as the Engineer may from time to time
prescribe.

SUBCLAUSE 35-3REPORTING OF ADENTS

The Contractor shall report to the Engineer details of any accident as soon as possible after its
occurrence. In the case of any fatality or serious accident, the Contractor shall, in addition,
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notify the Engineer immediately by the quickest avhita means. The Contractor shall also
notify the relevant authority whenever the Laws of Kenya require such a report.

SUBCLAUSE 39-2DEFAULT OF CONTRAGRI I COMPLIANCE

Add at the end of Su€l ause 39.2 the following: “gWh er e
payments with the employer and the retention funds are less than the value of works to be
carried out by the employer, the employer sha

shall then stand determined clause 68twithstanding
SUBCLAUSE 41-ACOMMENCEMENT OF WORK

Amend SubClause 41.1 as follows:
Del ete the words

“

as soon as is reasonably p
within the period stated in the Appendix to
For the purposes of this clause the quantified sigructions shall be treated as the works and

delay in commencement in the instructed works shall constitute breach of contract that will

lead to institution of remedies under clause 63 of these conditions.

SUBCLAUSE 43ATIME FOR COMPLETION

Amend SubClause 43.1 as follows:
Del ete the words “within the time” to “such
dates stated or implied in Clause 14 of these Conditions of Particular Application.

SUBCLAUSE 44-1EXTENSION OF TIMERRGQOMPLETION

Add atthe end of SulClause 44.1 the following:

“Neither rains falling within the rainy seasdc
rains shall be deemed exceptional weather conditions such as may fairly entitle the Contractor

to an extension of timeofr t he compl eti on of the work."”

SUBCLAUSE 45ARESTRICTION ON WORK3I HOURS

Add at the end of SulElause 45.1 the following:

“1f the Contractor requests permission to wor
shall grant such permission th€ontractor shall not be entitled to any additional payments for

so doing. All such work at night shall be carried out without unreasonable noise or other
disturbance and the Contractor shall indemnify the Employer from and against any liability for
damagen account of noise or other disturbance created while or in carrying out night work

and from and against all claims, demands, proceedings, costs, charges and expenses
whatsoever in regard or in relation to such liability.

“ | addition, the Contractor wil be required to provide, for any work carried out at night or
recognized days of rest, adequate lighting and other facilities so that the work is carried out
safely and properly.

“I'n the event of the Engineer grdoubleiormrgaryper mi s
shifts or on Sundays, the Contractor shall be required to meet any additional costs to the
Employer in the administration and supervision of the Contract arising from the granting of
this permission.”
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SUBCLAUSE 47-2REDUCTION OF LIQUIDED DAMAGES

Add the following paragraphs at the end of this SGause:

“There shall be no reduction in the amount of
section of the Works within the Contract is certified as completed before the wholeeof th

Works comprising that Contract.

The Employer shall pay no bonus for early completion of the Works to the Contractor.

SUBCLAUSE 52-1VALUATION AND VARIADNS

Add new Clause 52.2]
No change in the unit rates or prices quoted shall be consideredtémns included in the
schedule of Dayworks rates, or Provisional Sums and items, or for any item in the BOQ.

SUBCLAUSE 52-4DAYWORKS

Add the following at the end of SuBlause 52.4:

The work so ordered shall immediately become part of the works unterdontract. The
Contractor shall, as soon as practicable after receiving the Dayworks order from the Engineer
undertake the necessary steps for due execution such work. Prior to commencement of any
work to be done on a Dayworks basis, the Contractor sigale an advance notice to the
Engineer stating the exact time of such commencement.

SUBCLAUSES54ACONTROCT OR’ ST, EEMPORAREWORKSD MATERIALS
: Exclusive use for the works

Amend SubClause 54.1 as follows:
Line5add “written” bet ween “the” and “consent”.
Delete SubClauses 54.2 and 54.5.

SUBCLAUSE 5520MMISIONS OF QUANTIHS

Items of Works described in the Bills of Quantities for which no rate or price has been entered
in the Contract shall be considered axluded in other rates and prices in the Contract and
will not be paid for separately by the Employer.

Add the following SubClause 58:

Add the words “or Engineer’s representative”
SUBCLAUSE 584PROVISIQAL ITEMS

Provisional items shall be read as Provisional Sums and shall be operated as such in accordance
with Sub-Clauses 58.1 to 58.3.

Clause 60 of the General Conditions is deleted and substituted with the following:

SUBCLAUSE 60-IMONTHLY STATENMH
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The Contractor shall submit a statement to the Engineer at the end of each month, in a
tabulated form approved by the Engineer, showing the amounts to which the Contractor
considers himself to be entitled. The statement shall include the followingsiteshapplicable;

- the value of the Permanent Work executed up to the end of previous month

- such amount as the Engineer may consider fair and reasonable for any Temporary Works

for which separate amounts are provided in the Bill of Quantities

- any anount to be withheld under retention provisions of Sglause 60.3

- any other sum to which the Contractor may be entitled under the Contract

If the Engineer disagrees with or cannot verify any part of the statement, the Contractor shall
submit such furher information as the Engineer may reasonably require and shall make such
changes and corrections in the statement as may be directed by the Engineer. In cases where
there iIis difference in opinion as twealthe valu

SUBCLAUSE 60.2 INTERPAYMENT CERTIFITA

The Contractor shall forward to the Engineer an Interim Payment Certificate based on the
statement as corrected above and, should it be necessary in the Engineers opinion, shall
promptly make any further mendments and corrections to the Interim Payment Certificate.

The Engineer shall not unreasonably withhold certifying an Interim Payment Certificate and in
case of likely delay in establishing the value of an item, such item may be set aside and the
remainder certified for payment.

Within 14 days after receipt of the Interim Payment Certificate and subject to the Contractor
having made such further amendments and corrections as the Engineer may require, the
Engineer will forward to the Employer the cergfil Interim Payment Certificate.

Provided that the Engineer shall not be bound to certify any payment under this Clause if the
net amount thereof, after all retentions and deductions, would be less than the minimum
amount of | nt er i m akd w the Appendxea Rormfof Bida Hoeéver ins t
such a case, the uncertified amount will be added to the next interim payment, and the
cumulative unpaid certified amount will be compared to the minimum amount of interim
payment.

SUBCLAUSE 60-3RETENTIONONEY AND PAYMENT GR]ETENTION MONEY

A retention amounting to the percentage stipulated in the Appendix to Bid shall be made by the
Engineer in the first and following Interim Payment Certificates until the amount retained shall
reach the "Limit of Ret¢ion Money" named in the Appendix to Form of BID.

Upon the issue of the Takin@ver Certificate, with respect to the whole of the works one half
of the retention money shall become due and shall be paid to the Contractor when the
Engineer shall certify irwriting that the last section of the whole works has been substantially
completed.

Upon expiration of the Defects Liability Period for the works, the other half of the Retention
Money shall be certified by the Engineer for payment to the Contractor.

Provided that in the event of different Defects Liability Periods being applicable to different
Sections of the Permanent Wor ks pursuant t o
Defects Liability Period s h &t the purpose of this sulblause, be deeed to mean the
expiration of the latest of such periods.

Provided also that if at such time, there remain to be executed by the Contractor any work
instructed, pursuant to Clause 49 and 50, in respect of the works, the Engineer shall be entitled
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to withhold certification until completion of any such work or so much of the balance of the
Retention money as shall in the opinion of the Engineer, represents the cost of the remaining
work to be executed.

SUBCLAUSE 66-£0RRECTION OF CERTKTES

The Engineemay in any Interim Payment Certificate make any correction or modification to
any previous Interim Payment Certificate signed by him and shall have authority, if any work
is not being carried out to his satisfaction to omit or reduce the value of suatk woany
Interim Payment Certificate.

SUBCLAUSE 66-STATEMENT AT COMPLEN

Not later than 84 days after the issue of the Taki@ger Certificate in respect of the whole of
the works, the Contractor shall submit to the Engineer a statement at complstiowing in
detail, in a form approved by the Engineer;

The final value of all work done in accordance with the Contract up to the date stated in such
Taking Over Certificate.

Any further sums which the Contractor considers to be due; and

An estimate ofamounts that the Contractor considers will become due to him under the
Contract.

Estimate amounts shall be shown separately in the Statement at Completion. The Contractor
shall amend and correct the Statement as directed by the Engineer and submit ac&tertit
Completion to be processed as in SDlause 60.2.

SUBCLAUSE 60-6FINAL STATEMENT

Not later than 56 days after the issue of the Defects Liability Certificate pursuant t&Cuise
62.1, the Contractor shall submit to the Engineer for considieraa draft final statement with
supporting documents showing in detail, in the form approved by the Engineer;

The final value of all work done in accordance with the Contract;
Any further sums which the Contractor considers to be due to him.

If the Engireer disagrees with or cannot verify any part of the draft final statement, the
Contractor shall submit such further information as the Engineer may reasonable require and
shall make such changes in the draft as may be required.

SUBCLAUSE 66-DISCHARGE

Upon submission of the Final Statement, the Contractor shall give to the Employer, with a copy
to the Engineer, a written discharge confirming that the total of the Final statement represents
full and final settlement of all monies due to the Contractoisarg out of or in respect of the
Contract. Provided that such discharge shall become effective only after payment under the
Final Payment Certificate issued pursuant to &lilbuse 60.8 has been made and the
Performance Security referred to in Stdause D.1 has been returned to the Contractor.

SUBCLAUSE 60-8FINAL PAYMENT CERTIERTE
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Upon acceptance of the Final Statement as given in-Gahbse 60.6, the Engineer shall
prepare a Final Payment Certificate which shall be delivered to the Contractatwraed
agent or representative for his signature. The Final Payment Certificate shall state:

The final value of all work done in accordance with the Contract;
After giving credit to the Employer for all amounts previously paid by the Employer, the
balance, if any, due from the Employer to the Contractor or the Contractor to the Employer.

Final Certificate shall be issued for any sum due to the Contractor even if such is less than the
sum named in the Appendix to the Form of BID.

SUBCLAUSE 66-€ESSTION OF EMPLOYERBRILITY

unless the Contractor notifies the Engineer of his objection to the Final Certificate within
fourteen days of delivery thereof he shall be deemed to have agreed that he accepts the total
Contract Price as set out in the Finadr@ficate as full settlement for all Work Done under the
Contract including any variations and omissions thereof but excluding any variations and
claims previously made in writing.

SUBCLAUSE 60.8dTIME FOR PAYMENT

The amount due to the Contractor undany Interim Payment Certificate or Final Payment
Certificate issued pursuant to this Clause or to any other term of the Contract, shall, subject to
Clause 47, be paitdly the Employer to the Contractor as follows:
0] In the case of Interim Payment Certifieatwithin the time stated in the Appendix
to Form of Bid, after the Engineer has signed the Interim Payment Certificate.

() In the case of the Final Payment Certificate pursuant to Sub clause 60.8, within the
time stated in the Appendix to Form Of Bidteafthe Engineer has signed the Final
Payment Certificate.

(i) In the event of the failure of the Employer to make payment within the times
stated, the Employer shall make payment to the Contractor of simple interest at a rate
equal to two percentage points ae the averaged Base Lending Rate of three leading
banks namely Kenya Commercial Bank, Standard Chartered Bank and Barclays Bank
for the time being or as shall be the case from the time to time obtained from the
Central Bank of Kenya. The provisions oist&ub clause are without prejudice to the
Contractor’s entitlements under Clause 69

SUBCLAUSE 60.HHICURRENCY OF PAYMENT

The Contract Price shall be designated in Kenyan Currency.

All work performed by the Contractor under the Contractadhbe valued in Kenya Shillings
using the rates and prices entered in the Bills of Quantities together with such other increases
to the Contract Price, except for variation of price payments in accordance with Clause 70.1.

SUBCLAUSE 60.:2ADVANCE PAY M

Advance payment shall not be offered in this Contract.

47
Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020 (ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

SUBCLAUSED.13 MATERIALBOR PERMANENT WORKS

With respect to materials brought by the Contractor to the site for incorporation into the
permanent works, the Contractor shall,

-Receive a credih the month in which these materials are brought to site,

-Be charged a debit in the month in which these materials are incorporated in the permanent
works.

Both such credit and debit to be determined by the Engineer in accordance with the following
provisions.

No credit shall be given unless the following conditions shall have been met to the Engineers
satisfaction

- The materials are in accordance with the specifications for the works;

- The materials have been delivered to site and are properly storeguaotdcted against
loss, damage or deterioration;

- The Contractors record of the requirements, orders receipts and use of materials are
kept in a form approved by the Engineer, and such records are available for inspection
by the Engineer;

- The Contractor ha submitted a statement of his cost of acquiring and delivering the
materials and plant to the Site, together with such documents as may be required for
the purpose of evidencing such cost;

- The materials are to be used within a reasonable time.

- The amountto be credited to the Contractor shall not be more than 75% of the
Contractor ' s reasonabl e cost of t he mat er |
Engineer after review of the documents listed in subparagraphs (a) (iv) above;

- The amount to be debiteto the Contractor for any materials incorporated into the
works shall be equivalent to the credit previously granted to the Contractor for such
materials pursuant to Clause (b) above as determined by the Engineer.

SUBCLAUSE 63-DEFAULT OF THE COMIZXOR

SUBCLAUSEG67AENGI NEER' S DECI SI ON

Delete the entire Sub clause 67.1 and add the following;

“1f a dispute of any kind whatsoever arises |
connection with, or arising out of, the Contract or the executiof the works, whether during

the execution of the works or after their completion and whether before or after repudiation or

other termination of the Contract including any dispute as to any opinion, instruction,
determination, certificate or valuationfahe Engineer, the matter in dispute shall, in the first

place, be referred in writing to the Engineer, with a copy to the other party. Such reference

shall state it is made pursuant to this clause. No later than 28 (twenty eight) day after the day

on which he received such reference the Engineer shall give notice of his decision to the
Employer and the Contractor. Such decision shall state it is made pursuant to this clause.

Unless the Contract has already been repudiated or terminated, the Contracty ishevery
case, continue to proceed with the works with all due diligence and the Contractor and the

48
Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020 (ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

Employer shall give effect forthwith to every such decision of the Engineer unless and until the
same shall be revised, as hereinafter provided, infami cabl e Settl ement, A
Arbitrator’s award.

If either the Employer or the Contractor be dissatisfied with the any decision of the Engineer, or
if the Engineer fails to give notice of his decision on or before the 28th (twenty eighth) after
the day on which he received the reference, then either the Employer or the Contractor may,
on or before the 28th (twenty eighth) day after the day the day on which he received notice of
such decision, or on or before the 28th (twenty eighth) day after dag the day on which the

said period of 28 days expired, as the case may be, give notice to the other party, with a copy
for information to the Engineer, of his intention to commence Adjudication, as hereinafter
provided, as to the matter in dispute. Suobtice shall establish the entitlement of the party
giving the same to commence Adjudication, as hereinafter provided, as to such dispute; no
adjudication in respect thereof may be commenced unless such notice is given.

If the Engineer has given notice bfs decision as to a matter in dispute to the Employer and

the Contractor and no notice of intention to commence adjudication as to such dispute has
been given by either the Employer or the Contractor on or before the twenty eighth day after
the day on wich the parties received notice as to such decision from the Engineer, the said
decision shall become final and binding upon

SUBCLAUSE 67-2AMICABLE SETTLEMENT

Delete the entire subclause 67.2 and add the following;

“Where notice to of intention to commence adj
with subclause 67.1, the parties shall attempt to settle such dispute in amicably before the
commencement of Adjudication; provided that, unless the parties otlser agree,
Adjudication may be commenced on or after the 14th (fourteenth) day after the day on which
notice of intention to commence adjudication of such dispute was given, even if an attempt at
ami cable settlement thereto has been made.

SUBCLAUSE 67-3ADJUDICATION

Delete the entire subclause 67.3 and add the following;

“The Adjudicator shall be appointed by the CI
the appointment is agreed by the parties within 7 (seven) days of the notice to adjatica

The adjudication process shall be conducted according to the Laws of Kenya and the Rules of
the Chartered Institute of Arbitrators (Kenya

SUBCLAUSE 67-3ARBITRATION

Delete the entire subclause 67.3 and add the following;

“Any di sspegtofavhichn r e
The decision, if any, of the Adjudicator has not become final and binding pursuant to
subclause 67.1, and Amicable settlement has not been reached within the period
stated in subclause 67.2,
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shall be finally settled, under the Laws of Kangnd the Arbitration Rules of the Chartered
Institute of Arbitrators (Kenya Branch) by one or more arbitrators appointed by the Chartered
Institute of Arbitrators (Kenya Branch).

Neither party shall be limited in the in the proceedings before suchteator/s to the evidence
or arguments put before the Adjudicator for the purpose of obtaining his said decision
pursuant to subclause 67.1.

Arbitration may be commenced prior to or after completion of the works, provided that the
obligations of the Empiger, the Engineer and the Contractor shall not be altered by reason of
the arbitration being conducted during the progress of the works.

SUBCLAUSE 682NOTICES TO EMPLOYARD ENGINEER

Delete in SubClause 68.2 the words "nominated for that purpose Rart Il of these
conditions".

a. The Employer’s address i s:
The Director General,

Kenya Urban Roads Authority (KURA),

P.O. Box 4172% 00100

NAIROBI

b. The Engineer’s address i s:
Director (Road Asset and Corridor Management)
Kenya Urban Roads Authority (RA),
P.O. Box 41727 00100
NAIROBI

SUBCLAUSE 68-4All letters and notices from the Contractor to the Employer and/Engineer
must be signed by thBirector Generabr the person given written power of Attorney.

CLAUSE 69 DEFAULT OF EMPLOYER

DeleteSub Clause 69.1 (c)

In SubCl ause 69.4 add at the end of first par a
suspension shall be as agreed upon by both parties and in any case not more than six (6)
mont hs”

In Subclause 69.4 of General Conditions of Contfaatt I, insert at the ené---“ The amount s
of such costs which shall be added to BentractPrice shall exclude any cost due to idle time
for equipment, plant and | abour.”

CLAUSE 76 CHANGES IN COST ANEGISLATION

There shall be no claims of payntenfor Variation of Prices (VOP) or changes in cost for
legislation.

SUBCLAUSE 70:2SUBCONTRACT
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(a) If the Contractor shall decide subject to Clause 4 thereof telstiany portion of the work

he shall incorporate in the sulsontract provisions to thdike effect as those contained in sub
clause (1) of this Clause;

(b) If the price payable under a subontract as aforesaid is increased above or decreased
below the price in such sulgontract by reason of the operation of the incorporated provisions

of aub- clause (1) of this clause then the net amount of such increase or decrease shall as the
case may be, be paid to or allowed by the Contractor under this contract.

SUBCLAUSE 70-ANOMINATED SUHEONTRACTORS

This clause shall not apply in respect of woekecuted by any nominated suBontractor
(fluctuation in relation to nominated swontractors shall be dealt with under provisions in
relation thereto which may be included in the appropriate sabntract or contract of sale).

SUBCLAUSE 70-4DATE OF B PRICING

The expression "the date of BID pricing" as used in this Clause means the date 30 days prior to
the final date for submission of BIDs as determined by the Employer in the BID documents

SUBCLAUSE 70-5PRIME COST

For imported materials, the gpplier's/ manufacturer's Prime costs shall be C.I.F. cost at point
of entry by the same means of transport as determined by the Contractor's Basic Rate.

For locally produced materials, the supplier's or manufacturer's prime costs shall be at their
nearesiepot or the nearest railway station relevant to the works.

For materials that are subject to Government Price Control, payments for price variations will
be determined from the difference between the control price in forca date 30 dayprior to

the final date for submission of BIDs and the price in force on the date of purchase.

SUBCLAUSE 70.HSUBSEQUENT LEGISON|

No payment shall be paid for changes in the prices of the materials and labour.

SUBCLAUSE 70-8CONTRACTORS HEAD MH-EXPENSES

No payments will be made for price variation related to expenses incurred by the Contractor in
his Head Office in Kenya, or overseas.

SUBCLAUSE 70-9CURRENCY OF PAYMENNDER CLAUSE 70

All payments made pursuant to Clause 70 shall be in Kenya Shillings
SUBCLAUSE 70.HASUBSEQUENT LEGISON'|

Renumber suixlause 70(2) of part | as sublause 70.11 and add the following:

“Notwithstanding the foregoing, such addition
credited as aforesaid if the sameafitalready have been taken into account in accordance with
the provisions of sulzlause 70.1 through 70.10 of this clause.
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CLAUSE 72 RATES OF EXCHANGETO

Delete clause 72 in its entirety and substitute the following:
The currency of BID and paymeid Kenya Shillings and rates of exchange requirements are
not applicable.

CLAUSE 73 BRIBERY AND COLLUSIO

Add new Clause 73.1:
“The Contractor shall not :

(a) Offer or give or agree to give to any person in the service of the Government of Kenya any
gift or consideration or any kind as an inducement or reward for doing or forbearing to do or
for having done or forborne to do any act in relation to the obtaining or execution of this or
any other contract to which the Government of Kenya is a party orsttowing or forbearing

to show favour or disfavour to any person in relation to this or any other contract for the
Government of Kenya.

(b) Enter into this or any other contract with the Government of Kenya in connection with
which commission has been ghor agreed to be paid by or on his behalf or to his knowledge,
unless before the contract is made particulars of any such commission and of the terms and
conditions of any agreement for the payment thereof have been disclosed in writing to the
Employer.

Any breach of this condition by the Contractor or by anyone employed by him or acting on his
behalf (whether with or without the knowledge of the Contractor) or the commission of any
offence by the Contractor or by anyone employed by him or acting on Hislbé relation to

this or any other contract to which the Government of Kenya is a party shall entitle the
Employer to determine the Contract (See Condition 63 hereof) and/ or to recover from the
Contractor the amount or value of any such gift, consideya or commission.

Any dispute or difference of opinion arising in respect of either the interpretation, effect or
application of this condition or of the amount recoverable hereunder by the Employer from the
Contractor shall be decided by the Employehose decision shall be final and conclusive.

CLAUSE 74 CONTRACT CONFIDENTIA

Add new Clause 74.1:

The Contractor shall treat the details of this Contract as Private and Confidential and shall not
publish or disclose the same or any particulars ther@ofany trade or technical paper or
elsewhere (save in so far as may be necessary for the purpose thereof) without the previous
consent in writing of the Government. If any dispute arises as to the necessity of any
publication or disclosures for the purges of this Contract the same shall be referred to the
decision of the Engineer mentioned in the said Conditions of Contract whose award shall be
final.
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SECTION: SPECIFICATIONS
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PART:ISTANDARD SPECIFICATIONS

Standard Specificationsfexs to the Standard Specifications for Road and Bridge
Construction, 1986 Edition.
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PART Il SPECIAL SPECIFICATIONS
SECTION + GENERAL

101 SPECIAL SPECIFICATIONS
Special specification is supplementary to the Standard Specifications and the two
must be read in conjunction. In any case where there appears to be conflict
between the two then the Special Specifications will take precedence.

102 LOCATION OF CONTRACT.

The works are located iNyanzaRegion withinKisii Urban Area

The roads contained ihot44 are as detailed below:

S/No Road Length(Km)
1 | Babarachi- Menyinkwa Bypass 3.5
Total 3.5
103 EXTENT OF CONTRACT

The works to be executed under the Contract comprise mainly of but not limited
to the following:-

1. Road Works
Bush Clearing

WhereinstructedScarify, water, process and compact 150 mm existing
ground below embankments or subgrade to 95% MDD (AASHTO T99).

Cut to spoil in soft material

Where instructedProvidng, pladng and compadng natural gravel with
CBR greater than 30% for sutase

Where instructed poviding, pladng, spreading and compaicig natural
gravel base

Where instructedProviding cement for improvement of subbase and base
gravel layers

Mixing of cement with gravel for subbase and base layers

Curing of the cement improvethyers

Base repairs for failed areas wittand packedstones

Spraying MC 30 as prime coat to carriageway, shoulders and busbays

Providing, laying and rolling asphalt concrete type 1 (bitumen content 5
6% by weight) for carriagewayeconstruction, overlaygections

Pothole patching with Asphalt concrete
Spraying K160 as tack coat pmtholescarriageway and shoulders
Pothole and failed areas cutting and cleaning
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1 Placing of kerbs for carriageway and walkway restraint

2. Drainage Works

Providng and plagng class 25/20 concrete for drain lining
Culvert installations

Drain lining with Stone pitching

Drain excavation

Drain cleaning

Culvert cleaning

E R

3. Cross Cutting Issues
1 Installation of publicity boards
1 Implement HIV/AIDS awareness campaign amongst the workers
1 Relocation of services
1 Carrying out an EIA, Environmental Monitoring and Environmental Audit
for the project including Implementation of the Environmental

Management plan and payment of NEMA license as instructed by the
Engineer.

Maintenance of passage of traffic through and around the works.
Relocation of services.

. Maintenance of works during Contract PerieeDefect Liability Period shall
be3 months.

SYLES

Any other activity not listed above in either category but deemed to be
necessary by t he Engineer, shall be
instructions within the mode of payment stipulated either by day works or on

a measured basis.

105 ORDER OF EXECUTION OF WORKS

In addition to Clause 105 of the Standard Specificatioe tGontractor shall
carry out the Works such that a continuous and consecutive output of fully
completed work is achieved.

107 TAKING OVER CERTIFICATE

The minimum length of the road for which a certificate will be issued under
clause 48 of the conditionsf Contract shall be the whole length of the whole
project roads substantially completed.

109 NOTICE OF OPERATIONS
Add the following sub Clause.

Notification Terms

't shall be the Contr ac gimeerwklsenangiepansi bi
works scheduled are completed and ready for approval, and the contractor shall

give sufficient notice to allow control tests to be performed.
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Explosive and Blasting

(a) The requirements of the Laws of Kenya governing explosives aret oth
requirements and regulations of Government of Kenya and other
authorities shall be complied with.

(b) No explosives of any kind shall be used without prior written consent of the
Engineer.

The Contractor shall be solely responsible for the provision, hagdlstorage

and transporting of all explosives, ancillary materials and all other items of

related kind whatsoever required for blasting.

120 PROTECTION OF EXISTING WORKS AND SERVICES

121

123

The Contractor shall acquaint himself with the position of all exigtiservices
such as sewers, water drains, cables for electricity and telephone, lighting and
telephone poles, water mains, etc., before commencing any excavation or other
work likely to affect the existing services.

The cost of all plant, equipment and neatals, labour, technical and
professional staff, transport and the like necessary for determining the locations
of existing services, including the making good of any damage caused to such
services all to the satisfaction of the Engineer, shall be deembd included in

the tender rates. No other payment shall be made for the costs of such
operations, nor for the making good of damage caused thereby to the existing
services.

The Contractor shall be held responsible for injury to existing structures,kaor
or services and shall indemnify and keep indemnified the Employer against any
claims in this respect (including consequential damages).

DIVERSION OF SERVICES

(a) The Contractor shall acquaint himself with the location of all existing
services such aelephone lines, electricity cables, water pipes, sewers etc.,
before execution of any works that may affect the services. The cost of
determining the location of the existing services together with making good
or repairing of any damage caused all to thatisfaction of the Engineer
shall be included in the BID rates.

(b) Subject to the agreement with the Engineer, the Contractor shall be
responsible for removal of alteration and relocation of existing services.

(c) The Contractor shall indemnify the Employeraagst claims originating
from damage to existing services or works.

LIAISON WITH GOVERNMENT AND POLICE OFFICIALS

The Contractor shall keep in close touch with the Police and the other
Government officials of the area regarding their requirementstie control of
traffic or other matters, and shall provide all assistance or facilities, which may
be required by such officials in the execution of their duties.
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124 LAND FOR ALL CAMPS SITES AND FOR THE CONTRACTOR'S OWN PURPOSES,
INCLUDING TEMPORARYORKS.

Notwithstanding Clause 124 of the Standard Specification all requirements of
land for temporary works and construction purposes shall be to the approval of
the Engineer but the Contractor will make all necessary arrangements with the
property ownersconcerned and pay all charges arising therefrom. On or before
completion of the Contract, the Contractor shall remove all temporary works
and shall restore all such land to the condition in which it was immediately
prior to the occupation thereof as faas is reasonable and practicable. No
separate payment will be made to the Contractor on account of these items and
the Contractor must make due allowance for them in his rates.

Notwithstanding Clause 120 of the Standard Specifications, the Contractdr sha
be required to appoint competent surveyors who will liaise with the Engineer on
matters related to the demarcation of the existing road reserve, site
measurements, removal and reinstatement of existing services.

128 STORAGE OF MATERIALS

All materialsshall be stored on Site in a manner approved by the Engineer and
the Contractor shall carefully protect from the weather all work and materials
which may be affected thereby.

129 TEST CERTIFICATES

When instructed by the Engineer the Contractor shalbsut certificates of test
from the suppliers of materials and goods required in connection with the
works as the Engineer may require.

Such certificates shall certify that the materials or goods concerned have been
tested in accordance with the requiremisnof the specifications and shall give
the results of all the tests carried out. The Contractor shall provide adequate
means of identifying the materials and goods delivered to the site with the
corresponding certificates.

131 SIGNBOARDS

The Contractorshall provide and erect two (2) publicity signs on the site as
directed. The Engineer shall, as shown in the Drawings, direct the minimum
dimensions and thickness of the steel framework and sheet. The framework and

sheet shall be prepared and painted Kaavhile the ring at the top of the
supporting frames shal/l be painted whi't
be printed on backlit sticker paper resistant to the effects of weather using
reflectorised paint or material approved by the Engineer. Theksti shall be

placed on both sides of the board. The colours, fonts and heights of the letters

shall be as indicated on the typical drawings and as directed by the Engineer.

132 OFFICE FOR THE RESIDENT ENGINEER, SURVEY EQUIPMENT AND FURNITURE
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132.1 ENGNEER’ S REPRESENTATI VE OFFI CE

The contractor, when instructed, shall for the duration of the Contract, furnish

and equip Resident engineer’s office | o
room to be occupied by t he ntofiicgshallber ' s R
provided with a floor carpet to be approved by the Engineer. The windows shall

be fitted with curtains and blinders.

A telephone shall al so be provided for
exclusive use. All the charges and feeslated to the installation and
maintenance of the telephone shall be deemed to have been included in the rates

for providing and maintaining the Office. The Contractor will be reimbursed,
separately, the cost of operating the telephone under appropridtétédan in the

BoQ.

The offices shall be provided with day and night watchmen and security lights,
the cost of which shall be deemed to have been included in the rates for the
offices.

The Contractor may be instructed by the Engineer under clause 58ef
General Conditions of Contract to make payments of general receipted accounts
for such items as stationery, stores, furniture and equipment, claims and
allowances for supervision personnel and any miscellaneous claims or the
Engineer may direct the Comactor to purchase or pay for the above. The
Contractor will, on provision of receipts, be paid under appropriate bill items in
the BoQ.

The survey equipment to be provided would include:
1. Engineer’s automatic | eveéeNo Wild NAK

2. Total station reading 1’ with tripod

pole with datalogger and survey software to match
Total Station Datalogger. Include data transfer program,
and plotting modes, setting out calculations

and Cogo facilities 1No
3. Levelling staff 5m. with levelling bubble Wild GNLE

or similar 4No
4. 50m. steel band measuring tape 2No
5. 30m. linen measuring tape 2No.
6. 3m. aluminium straight edge 2No
7. 1m. stainless steel straight edge 1No
8. 100m. steel band tape 2No.
9. Draught sman’s stool 3No.
10. Complete set of highway curves 1No
11. Programmable scientific calculators FX 880P or

equivalent 4No
12. Survey umbrella 2No.
13. Roll of tacing paper 10No
14. Protractor 360 2No
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15. Graph paper A3 size 100No
16. Drawing table 2No.
17. Erasing shield 4No.
18. 3m. ranging rods 9No
19. Marker pens 30No.

The contractor may be directed to p&y stationery, equipment or reagents that
are foresaid and also pay for servicing and repair of the laboratory equipment
being used on the project.

The Contractor shall provide, install and maintain in a good state of repair, such
survey and other egjpment as listed for the duration of the contract.

Such equipment shall be of approved manufacture, and shall be made available
to the Engineer for the Engineer’
l ater than three ( 3)order¢oeshpply. &lf eqpment h e
shall be ready to use and complete to perform the tests. The equipment shall
revert to the Employer on completion of the Contract.

S excl

Er

Any delays to the Contractor or the Conf

being urable to perform survey work, field or laboratory tests due to the

contractor’s failure to supply and/ or

deemed to have been caused entirely by the Contractors own actions, and any
consequences of such delays shall kerpreted as such.

The payment to comply with this requirement is provided in the Bill of
Quantities and ownership of all equipment paid for as instructed above shall
revert to the Employer after the completion of the Works.

Failure by the Contractor tprovide or maintain the equipment shall make him

responsible to bear all costs that may

staff using alternative means of communication, including delays in supervision
and approval of Works by the Engineer.

132.3 COMMUNICATION FOR THE ENGINEEER
(a) Mobile phones

The Contractor shall provide, connect and maintain mobile phones for the exclusive use by the
Engineer for the duration of the contract. The Contractor shall include for the cost of providing

the mobileuni ts compl ete with charger wunit, “hands

the network and all service charges applicable all as directed by the Engineer. The Contractor
shall provide airtime with each mobile phone which shall be paid for undefirpe cost sum
allowed for in the bills of quantities. The mobile telephones shall be WAP enabled \nithile
capabilities and integrated camera of a minimum of 3.0 mega pixels. Payment for these
mobiles and associated costs is included in the Bill of Qtiast and ownership of mobile
phones will revert to the Employer after completion of the Works.

(b) Internet and email services

Where directed, the contractor shall provide 24 hours terrestrial or wireless internet
connectivity with minimum throughput peed of 128kilobytes per second for the exclusive use
by the Engineer, including all accessories and Terminal Equipment and pay for all associated
installation, maintenance and usage charges throughout the duration of the contract.
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The contractor shall lkbow for the provision and maintenance of internet connectivity and
associated costs as per Appendix to item 1.17 of the Bills of Quantities.

137

137.1

138

ATTENDANCE UPON THE ENGINEER AND HIS STAFF

Further to the provisions of Clause 137 of the Standard Spedificathe Engineer may
instruct the Contractor to provide the staff for attendance to the Resident Engineer in
accordance with the following SulElauses:

Staff employed and paid by the Contractor for attendance upon the Engineer

The Engineer may struct employment of staff listed below by the Contractor for
attendance upon the Resident Engineer. The Contractor shall provide housing as
described under Clause 132 of this Specification and pay the salaries, allowances and
benefits as determined by tliengineer and claim reimbursement under the BOQ. These
shall be subject to the statutory deductions, namely PAYE, NSSF and NHIF which the
Contractor shall remit to the relevant authorities every month with copy of each
remittance being submitted to the Enger for his records. The minimum monthly
gross salary in Kenya Shillings for the respective staff shall be as shown below:

(a) Assistant Engineer 70,000.00
(b) Inspector of Works 50,000.00
(c) Laboratory Technologist 50,000.00
(d) Laboratory Tehnician 40,000.00
(e) Draftsmen 40,000.00
(f) General Clerk 30,000.00
(g) Survey Assistant / Leveler 40,000.00
(h) Secretary/ Administrator 35,000.00
(i) Chainmen 30,000.00
(i) General Attendants 30,000.00

The Engineer shall interviewselect and recommend for employment all the positions
listed above. Upon employment, the Contractor shall provide each with an Employment
Contract in accordance with the Employment Act, 2007 or the latest amendment of the
Act, stating therein the condiins of employment. At the end of the Contract Period or
termination of services, whichever comes earlier, each employee shall be issued with a
Certificate of Service as provided for in the foregoing Act. Use of documents drafted by

the Engineer shall notalieve the Contractor of his duties and obligations under this
Clause.

VEHICLES AND DRIVERS FOR THE ENGINEER AND HIS STAFF AND METHOD OF

PAYMENT

In addition to provisions of the Clause 138 of the Standard Specification, the Contractor shall
when instructed, provide and maintain in good working condition for the exclusive use of the
Engineer and his staff throughout the Contract, the following types and numbers of brand new
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vehicles or as specified. The Engineer shall approve the type of velistesonfirm the
number of each type to be provided. The Contractor shall insure the vehicles comprehensively
for any licensed drivers and shall provide competent drivers during normal working hours and
whenever required by the Engineer. The cost of pr@nsof the vehicle shall be inclusive of

the first 4,000 kilometers travelled in any month.

Should any vehicle supplied not be in roadworthy condition, the Contractor shall provide an

acceptable equivalent replacement vehicle until such a time as thenatigehicle is repaired
to the satisfaction of the Engineer and returned for use.

(2).Type 1 Vehicles (Double Cabin 4WD Pick up)

Type 1 Vehicles should be four Wheel Drive (4WD), with power assisted steering, Double
wishbone independent suspensiahfront axle and rigid axle with leaf springs at rear, diesel
propelled engine maximum 2,500 cc. The starting mileage of the vehicles shall not exceed
60,000km odometer reading. The vehicles should be fitted with other accessories below:

(a) Spare tyre ad wheel jack;

(b) FM radio and CD player;

(c) Power Windows;

(d) Full Air-conditioning;

(e) Immobilizer and antitheft security system;

(e) Driver and passenger SRS Airbags;

(f) Canvas cover over the carrying deck at the back.

At the end of the contracgll type 1 vehicles shall revert to the Contractor.

(c)_.Type 2 Vehicles (station wagon/saloon)

Specifications for Type 2 Vehicles shall be station wagon/saloon vehicles; petrol propelled
engine maximum 1,800 cc. The starting mileage of the vehicleslgmatl exceed 60,000km
odometer readingand shall in addition be fitted with a fibre glass body or similar and two
columns of sitting benches on the carting deck at the back.

The Contractor shall insure comprehensively the vehicles for any licensed draratsshall
provide competent drivers during normal working hours and whenever required by the
Engineer.

At the end of the contract, all type 2 vehicles shall revert to the Contractor.

Payment of vehicle shall be per vehicle month in item®Qd-017/18 of the BOQ.

139 MISCELLANEOUS ACCOUNTS

The Contractor maybe instructed by the Engineer to make payments of general miscellaneous
accounts for such items as stationary, stores and equipment and miscellaneous supervision
personnel and claims or the Engineeragndirect the Contractor to purchase or pay for the
above. The Contractor will be paid on a prime cost basis plus a percentage for overheads and
profits under appropriate items in the Bills of Quantities.

142 ENVIRONMENTAL PROTECTION
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The Contractor shallcomply with the Statutory Regulations in force in Kenya regarding
environmental protection and waste disposal, and shall liaise with the National Environmental
Management Agency (NEMA).

The Contractor shall ensure so far as is reasonably practicablet@ikde satisfaction of the
Engineer; that the impact of the construction on the environment shall be kept to a minimum
and that appropriate measures are taken to mitigate any adverse effects during the
construction.

(@) The Contractor shall exercise care peeserve the natural landscape and shall conduct
his construction operations so as to prevent any unnecessary destruction, scarring, or
defacing of the natural surroundings in the vicinity of the work. Except where clearing
is required for permanent worksall trees, native shrubbery, and vegetation shall be
preserved and shall be protected from da
operations and equipment. All unnecessary destruction, scarring, damage or defacing
resulting from t hres sh@lbbe treparedt reptanted, resgeded art | 0
ot herwise corrected as directed by the Eng

(b)  The Contractor shall ensure that measures are in place to control soil erosion and water
pollution, by use of berms, dykes, siinces, brush barriers, dams, sediment basins,
filter mats, netting, gravel, mulches, grasses, slope drains, contour banks, and other
erosion control devices and methods. Temporary erosion control provisions shall be
coordinated with permanent erosion ctmol features to assure economical, effective
and continuous measur es t hroughout t he p ¢
attention is drawn to the requirements of Clause 502, in that works need to be
progressively finished so that permanent vegetatiom establish quickly to mitigate
soil erosion and erosion of drains.

(c) The Contractor shall provide all the labour, equipment, materials, and means required
and shall carry out proper and efficient measures wherever and as often as necessary to
minimise thedust nuisance.

(d)  The Contractor shall comply with all applicable Kenyan laws, orders and regulations
concerning the prevention, control and abatement of excessive noise. Blasting, use of
jackhammers, pile driving, rock crushing, or any other activities pusthg high
intensity impact noise may be performed at night only upon approval of the Engineer.

(e) Immediately after extraction of materials, all borrows pits shall be backfilled to the
satisfaction of the Engineer. In particular borrow pits near the projezad shall be
backfilled in such a way that no water collects in them.

() Spilling of bitumen fuels Oils and other pollutants shall be cleared up.

()  The Contractor's attention is drawn to the requirements of the Standard Specification in
regard to the envirament and in particular to the following clauses:
Clause 115: Construction Generally

Clause 116: Protection from Water
Clause 136: Removal of Camps
Clause 605: Safety and Public Health Requirements Clause
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Clause 607: Site Clearance and Removal of Topsoiida
Overburden

(h) No additional payment will be made to the Contractor to cover costs arising from the
requirements for this Clause and the Contractor must include these costs in the rates
inserted into the Bills of Quantities.

143 STAFF TRAINING

TheContractor shall allow for training of engineers, technicians and other support staff as
may be instructed by the Engineer.

The payment of the allowances of such staff shall be made as instructed by the Engineer
under the relevant provisions in the Biltd Quantities.
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SECTION 2 MATERIALS AND TESTING OF MATERIALS

All materials testing shall be in accordance with Section 2 of the Standard
Specifications.

SECTION 3 SETTING OUT & TOLERANCES

301 SETTING OUT

a)

b)

In addition to the provisions of claus&01(a) if the traverse points to be
used for the setting out are close to the existing carriageway and
interfere with construction works then the Contractor will have to
relocate them to a location where they will not be disturbed. The co
ordinates andheights of all traverse points so located shall be listed and
provided to the Engineer for checking and/or approval. Contractor shall
also monument the new centreline every 200m along straight and all
salient points along curves by a pin in the concreteabon before
commencement of any works.

The road reserve boundary posts shall have 12mm diameter steel pins
embedded in concrete, 200mm long with 25mm exposed to the air,
sticking out form its top surface. This pin shall be-oodinated and
heighted andresult of the same shall be provided to the Engineer for
approval. Cost of these works shall be included in the rates as no
separate item has been provided.

Commencement of the works shall not be permitted until this basic
survey data has been provideshd approved by the Engineer for at least
2 Kms of the road.

Detailed Setting Out

Reference pegs shall be 50mm by 50mm in section 600mm long driven 400mm
firmly into ground and painted white above the ground. The offset from centre
line shall be indcated by small nail 20mm to 25mm long with its head driven
flush with the top of the peg.

Chainages, offset and reference elevation shall be clearly indicated to the sides
of the peg to the satisfaction of the Engineer.

After cutting of benches and pridlo commencement of earthworks or subgrade
works, Contractor shall take crossections again and submit the copy of the
same to Engineer for agreement. These esesgions shall then be used as basis
of measurement for all subsequent layers, unless otiss stated.
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SECTION4SITE CLEARANCE AND TOP SOIL STRIPPING

401 SITE CLEARANCE

Site Clearance shall be carried out as directed by the Engineer.

402 REMOVAL OF TOPSOIL

Topsoil shall include up to 200mm depth of any unsuitable material
encounteredin existing or newly constructed drains, drainage channels, and

accesses.
403 REMOVAL OF STRUCTURES, FENCES AND OBSTRUCTIONS

When instructed by the Engineer, the Contractor shall demolish or remove any
structure and payment for this shall be made on degyrks basis.
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SECTION 5§ EARTHWORKS
504 PREPARATION PRIOR TO FORMING EMBANKMENT

Where benching is required for existing pavement to accommodate earthworks
subgrade or subbase for widening the road, the rate fampaction of existing
ground shall be deemed to cover this activity.

Excavation in the pavement of the existing road shall be kept dry. In the event
of water penetrating the underlying layer, construction of the subsequent layers
shall be postponed untthe underlying layers are dry enough to accommodate
the construction plant without deforming or otherwise showing distress.

Step construction shall be carried out per layer at the joint where excavating
both vertically and perpendicular to the directiorf the travel. The step shall be
500mm perpendicular to the direction of the travel and 150mm vertical unless
otherwise instructed by the Engineer.

Special care shall be taken when compacting the new material at the joint
ensuring that specified densitg achieved.

505 CONSTRUCTION OF EMBANKMENTS

Only material approved by the Engineer shall be used for fill in embankments.
Material with high swelling characteristics or high organic matter content and
any other undesirable material shall not be used,asd specifically directed by
the Engineer. Unsuitable material shall include:

0] All material containing more than 5% by weight or organic
matter (such  as topsoil, material from swamps, mud, logs,
stumps and other perishable material)

(i) All material with a swell of more than 3% (such as black cotton
soil)

(i) All clay of plasticity index exceeding 50.

(iv)  All material having moisture content greater than 105% of
optimum moisture content (Standard Compaction)

Subgrade: Shall mean upper 300mni @arthworks either insitu or in fill and
subgrade shall be provided for as part of earthworks operation and payment
shall be made as “fill”. The materi al
than 8% measured after a 4 day soak in a laboratory mix paated to a dry
density of 100% MDD (AASHTO T99) and a swell of less than 1%.

Subgrade repair: Where directed by the Engineer, any localized failure in the
subgrade shall be repaired by filling in selected soft, hard or natural of
minimum CBR 30% and compted in accordance with clauses in the
specifications applying to normal subgrade.
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508

511

517

Embankment repair:Where directed by the Engineer, any localized filling in
soft, hard or natural;, selected material requirements shall be executed in
accordance with Clausg05.

COMPACTION OF EARTHWORKS

At pipe culverts, all fill above ground level around the culverts shall be
compacted to density of 100% MDD (AASHTO T.99) up to the level of the top of
the pipes or top of the surround(s), if any and for a width equalthe internal
diameter of the pipe on either side of the pipe(s) or surround(s) as applicable.

At locations adjacent to structures, all fill above ground level upto the underside
of the subgrade shall be compacted to density of 105% MDD (AASHTO T.99). In
case of fill around box culverts this should be carried out for the full width of
the fill and for a length bounded by the vertical plane passing through the ends
of the wingwalls.

Notwithstanding the provision of clause 503 of the standard Specification

Compaction of subgrade material (i.e. material immediately below formation) in

cut areas shall not be carried out by the contractor in areas where the formation
is formed in hard material, unless specific instructions to the contrary are issued
by the Egineer.

Where improved subgrade material shall be required, this shall be compacted
and finished to the same standards and tolerances as those required for normal
subgrade and clauses in the specifications applying to normal subgrade shall
also apply.

BORROW PITS
The first part of the Standard Specification is amended as follows:

Fill material which is required in addition to that provided by excavation shall
be obtained from borrow pits to be located and provided by the Contractor but
to the appoval of the Engineer contrary to what has been stated.

MEASUREMENT AND PAYMENT

Notwithstanding the provisions of clause 517 of the standard specifications, the
rate for compaction of fill in soft material shall allow for the requirements of
clause 5@ of the special specification and no extra payment shall be made for
compaction around pipe culverts (100% MDD AASHTO T.99).
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601

602

603

605

SECTION 6 QUARRIES, BORROW PITS, STOCKPILESPXNDAREAS
GENERAL

Notwithstanding any indications to the contrary ithe Standard specification

the Engineer will not make available to the Contractor any land for quarries,
borrow pits, stockpiles and spoil areas, except for those areas in road reserves
specifically approved by him.

The contractor will be entirely respaible for locating suitable sources of
materials complying with the Standard and Special Specifications, and for the
procurement, Wining, haulage to site of these materials and all costs involved
therein. Similarly the contractor will be responsible forelprovision and costs
involved in providing suitable areas for stockpiling materials and spoil dumps.
Should there be suitable sites for spoil dumps or stockpiles within the road
reserve forming the site of the works the Contractor may utilise these sutgec
the approval of the Engineer.

No additional payment will be made to the Contractor to cover costs arising
from the requirements for this Clause and the Contractor must include these
costs in the rates inserted into the Bills of Quantities.

MATERAL SITES

The information on possible material sites is given for the general guidance of
bidders. Bidders are however advised to conduct their own investigation as the
information contained therein is neither guaranteed nor warranted

PROVISION OF D

Notwithstanding any indications to the contrary in the Standard specification
the Engineer will not make available to the Contractor any land for quarries,
borrow pits, stockpiles and spoil areas, except for those areas in road reserves
specifically approved by him.

The contractor will be entirely responsible for locating suitable sources of
materials complying with the Standard and Special Specifications, and for the
procurement, Wining, haulage to site of these materials and all costs involved
therein. Similarly the contractor will be responsible for the provision and costs

involved in providing suitable areas for stockpiling materials and spoil dumps.

Should there be suitable sites for spoil dumps or stockpiles within the road
reserve forming the sit of the works the Contractor may utilise these subject to

the approval of the Engineer.

No additional payment will be made to the Contractor to cover costs arising
from the requirements for this Clause and the Contractor must include these
costs in the ates inserted into the Bills of Quantities.

SAFETY AND PUBLIC HEALTH REQUIREMENTS

In addition to clause 605, the contractor shall allow for professionals to conduct
lectures to the workers regarding the spread of HIV/Aids.
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703

707

709

710

SECTION 7 EXCAVATION ABI FILLING FOR STRUCTURES

EXCAVATION OF FOUNDATIONS FOR STRUCTURES

Unless otherwise instructed by the Engineer, all excavated surfaces in material
other than hard material, on which foundations for structures shall be placed,
shall be compacted to % MDD (AASHTO T.99) immediately before
structures are constructed.

Paragraph 4, last line: Replace "95%" with "100%".
BACKFILLING FOR STRUCTURES

Unless otherwise instructed by the Engineer, all backfilling material shall be
compacted to a minimon of 100% MDD (AASHTO T.99).

EXCAVATIONS FOR RIVER TRAINING AND NEW WATER COURSES

Payments for river training and establishment of new watercourses shall only be
made where such work constitute permanent works. Works done for road
deviation or othetemporary works shall not qualify for payment.

STONE PITCHING

Stone pitching to drains, inlets and outlets of culverts to embankments and
around structure shall consist of sound unweathered rock approved by the
Engineer.

The stone as dressed shalkk oughly cubical in shape with minimum
dimensions of 150 x 150mm for normal thickness of stone pitching.

The surface to receive the pitching shall be compacted and trimmed to slope and
the stone laid, interlocked and rammed into the material to giveegen finished
surface.

In areas where stone pitching has been damaged, the Contractor shall identify
such areas and notify the Engineer for his agreement of the extent of the Works
required and his approval and instructions to proceed with the Workston8
Pitching Repair and Reconstruction shall be carried out in accordance with
Clause 710 of the Standard Specifications.

The Works shall involve removal of the damaged stone pitching and
reconstruction of the said areas in accordance with Clause 71thefStandard
Specifications by use of the sound salvaged material together with any necessary
additional material where all such materials shall comply with Section 7 of the
Standard Specifications.

Contrary to clause 713 of the standard specificatioih rates inserted for stone
pitching shall allow for grouting.
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711 GABIONS

Where instructed by the Engineer the Contractor will install gabions as
protection works to washout areas or bridge Piers and or Abutments. Gabions
shall be constructed in accoahice with Clause 711 of the Standard
Specification.

| n cases where existing gabions have been damaged, the Contractor shall
identify them and notify the Engineer for his agreement of the extent of the
Work required and his approval and instructions togreed with the Works.

The Works shall involve removal of the damaged gabions / rocks, excavation to

the correct levels and grades as directed by the Engineer, and in accordance

with Clause 711 of the Standard Specifications and reconstruction with new
galkons and other necessary materials as necessary. The damaged gabions shall

be recovered and transported to the ne
Department depot.

712 RIRRAP PROTECTION WORK

Quarry waste or similar approved material shall be used tolfiélcscoured and
eroded side, outfall and cubff drain. The material shall be compacted to form a
flat or curved surface preparatory to stone [pitching of drainage channels,
existing and new scour checks as directed by the Engineer.

The surface to recee the pitching shall be compacted and trimmed to slope and
the stone hand laid, interlocked and rammed into the material to give an even
finished surface. The interstices of the Pitching shall be rammed with insitu
material. The insitu material immediatgel behind the pitching shall be
compacted to minimum density of 100% MDD compaction (AASHTO T.99)

714 BACKFILL BELOW STRUCTRURES

Where instructed this shall be carried out in compliance with the requirements
of Clause 507 and 804 of the Standard Speciima.
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SECTION 8 CULVERTS AND DRAINAGE WORKS
801 SCOPE OF SECTION

The operations specified in this section apply to the installation of drainage
works and reinstatement and improvement of the same.

In addition, this Section covers:

- Extending of gisting 450mm, 600mm and 900mm diameter pipes to be
compatible with the increased road width or access.

- Desilting and cleaning of existing pipes and outfall drains to make them
free flowing.

804 EXCAVATION FOR CULVERTS AND DRAINAGE WORKS
In the Standed Specifications, make the following amendments:

(a) In paragraph 6, line 3, and in paragraph 7, line 5 and in paragraph 11,
line 6, delete "95%" and insert "100%".

(b) Removal of Existing Pipe Culverts

Where instructed by the Engineer, the Contractor shaXcavate and
remove all existing blocked or collapsed culvert pipes of 450mm,
600mm and 900mm diameter including concrete surround, bedding,
inlet and outlet structure.

The void left after removal of culvert pipes shall be widened as
necessary to accommate new concrete bedding, pipe and haunching.
The payment of this work shall be per linear metre of pipes removed,
and the volume in rd of inlet/outlet structure removed. The void left by
removal of these pipes shall be carefully preserved in order to
acammmodate replacement of 450mm, 600mm or 900mm diameter pipe
culverts as shall be directed by the Engineer.

(c) Removal of Other Existing Drainage Structures
When instructed by the Engineer, the Contractor shall demolish or
remove any other structure and paymiefor this shall be made on day
work basis.

(d) Excavation for Culverts and Drainage Works
The Contractor shall carry out all excavations for new culverts and
drainage works to the lines, levels, inclinations, and dimensions shown
on the drawings or as insticted by the Engineer.

805 EXCAVATION IN HARD MATERIAL

In the Standard Specifications, Sulauses 805(a) and 805 (b) delete "95%" and
insert "100%".

In sub-clause 809(a), paragraph 1, line 1, substitute "95%" with "100%".
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809

810

812

814

815

In sub-clause 809(c), paragnah 2, line 4, between the words "compacted” and
"and shaped" insert the words "to 100% MDD (AASHTO T.99)".

Hard material is material that can be excavated only after blasting with
explosives or barring and wedging or the use of a mechanical breaker fititd

a rock point in good condition and operated correctly. Boulders of more than
0.2mB3 occurring in soft material shall be classified as hard material.

BEDDING AND LAYING OF PIPE CULVERTS

Concrete pipes shall be laid on a 150mm thick concrete bedlass 15/20 and
the pipes shall be bedded on a 1:3 cement: sand mortar at least 50mm thick,
150mm wide and extending the full length of the barrel.

The rates inserted shall allow for compaction of the bottom of excavation to
100% MDD (AASHTO T.99).

JOINTING CONCRETE PIPES

The concrete pipes for the culverts shall have ogee joints and will be jointed by
1:2 cement: sand mortar and provided with fillets on the outside as described in
clause 810 of the Standard Specification.

BACKFILLING OVERPE CULVERTS

In the Standard Specifications, clause 812

a) Wherever the expression "dry density of 95% MDD (AASHTO T. 99)"
occurs delete and replace with "dry density of 100% MDD (AASHTO
T.99)".

The rates entered for laying of pipe culverts shall allfor backfilling to pipe
culverts and compacting to 100% MDD (AASHTO T.99) and these works shall
not be measured and paid for separately.

SUBSOIL DRAINS

In the event of excavation for repairs exposing local seepage, springs or
unacceptably high wate table, the Engineer may instruct the provision of
counter fort or French drains.

These drains shall consist of a trench excavated to the alignment, width, depth
and gradient instructed by the Engineer, and backfilled with approved
compacted clean hardrushed rock material as specified in clause 815 of the
standard specification. Where these drains lie within the carriageway the
carriageway shall be reinstated with compacted stabilised gravel and surfaced
with hot asphalt or a surface dressing as ingtted by the Engineer.

INVERT BLOCK DRAINS AND HALF ROUND CHANNELS
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817
817.1

817.2

817.3

817.4

Invert Block Drains and Half Round Channels shall be constructed as shown in
the drawings provided in accordance with the Standard Specifications where
directed by the Engineer.

REPAIRS TO DRAINS
Cleaning and Repair of Existing Drains

In areas of existing side drains, mitre or outfall drains where such are blocked,
the Engineer shall instruct the Contractor to clean and clear the drains to free
flowing condition.

The work shall consist of:

(@) Stripping and removal of any extraneous material to spoil including
vegetation and roots in the drains to the satisfaction of the engineer.

(b) Spreading of any spoil to the satisfaction of the Engineer.

Shaping the drainsa free flowing condition as directed by the Engineer.
Removing any broken side slabs for inverted block drains and replacing with a
new removing any broken inverted block drains and replacing with a new one
well jointed.

Measurement and Payment for cleagidrains shall be by linear metre of drain
cleaned measured as the product of plan area and vertical depth of extraneous
material instructed to be removed. No extra payment will be made for removal
of vegetation and roots.

Channels

The Engineer my instruct that the Contractor provides open channels in place
of existing subdrains where the latter may be damaged or in any other place.
The rates entered by the Contractor in the bills of quantities must include for
removal and disposal of any subdnamaterial, excavation to line and level,
backfilling and compaction as directed by the engineer. The channels shall be
constructed of precast class 20/20 concrete of minimum 80mm thickness and
lengths or widths not exceeding 1000mm. Joints shall be astiddbmm wide
filled with 1:2 cement sand mortar.

Rubble fills for protection work
Quarry waste or similar approved material shall be used to back fill scoured and
eroded side, outfall and cubff drains. The material shall be compacted to form

a flat or curved surface preparatory to stone pitching of drainage channels,
existing and new scour checks as directed by the Engineer.

Stone Pitching

74
Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020 (ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

817.5

817.6

818

819
819.1

Stone pitching shall be constructed in accordance with clause 710 of the
standard Specification.

Gabions

Gabions shall be constructed in accordance with clause 711 of the standard
Specification.

Spoil Material

The Contractor shall be responsible for removal from site of all materials
excavated in the course of undertaking works ithis section of the
specifications, unless suitable for-tese, and deposit of the material in a spoil
dump to be approved by the Engineer.

SCOUR CHECKS

Scour checks are to be constructed in mass concrete in accordance with clause
818 of the standed Specifications and the drawings as shall be provided.
CLEANING AND MAINTENANCE

Desilting of Pipe Culverts

Where instructed, Contractor shall desilt the existing pipe culverts by removing
all the material from the pipe to make them cleandafree flowing.

Measurement and payment shall be by the linear metres of pipesilte,
regardless of diameter size.
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SECTION 9 PASSAGE OF TRAFFIC
901 SCOPE OF THE SECTION

The Contractor shall so arrange his work to ensure the safe passage of the
Traffic at all times and if necessary construct and maintain an adequate
diversion for traffic complete with all the necessary road traffic signs.

The contractor shall provide to the satisfaction of the Engineer adequate
warning signs, temporary restriain signs, advance warning signs, barriers,
temporary bumps and any other device and personnel equipped with two way
radios to ensure the safe passage of traffic through the works.

When carrying out the Works the Contractor shall have full regard foreth
safety of all road users.

The Contractor shall also provide sign posts and maintain to the satisfaction of
the Engineer all deviations necessary to complete the works. The contractor
should allow for the costs of complying with the requirements of tbiguse in

his rates.

The contractor will be deemed to have inspected the site and satisfied himself as
to the adequacy of his bid for these works and no additional payments will be
made to the contractor for any expenditure on traffic control or the psigh of
deviations. The employer shall not be liable for inadequate prior investigations
of this nature by the contractor.

903 MAINTENANCE OF EXISTING ROADS

The Contractor shall when instructed, maintain the existing project road ahead
of works using comacted asphalt concrete type | in accordance with the

provisions in clause 1601B- 1607B of the Special Specifications or gravel

material depending on the nature of the wearing course surface.

904 CONSTRUCTION OF DEVIATIONS
(@ General

In addition to reaqiirement of this clause, the Contractor shall when
instructed construct and complete deviations to the satisfaction of the
Engineer before commencing any permanent work on the existing road.
Also during these works the contractor is supposed to providetaut

of adequate pipe culverts for pedestrian and traffic crossing where
there is bridge works.

Subject to the approval by the Employer, the Contractor may maintain
and use existing roads for deviation. Payment for this, made in
accordance with clause @ (a) (i), shall be by the Kilometre used
depending on the type of road used, whether bituminous or
earth/gravel. The rates shall include for the provision of materials and
the works involved.
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906

907

909

b) Geometry

The carriageway width of the deviations shall no¢ less than 6m wide
and suitable for 2way lorry traffic unless otherwise specified.

C) Construction

Unless otherwise instructed gravel wearing course for the deviation shall
be 150mm compacted thickness complying with section 10 of the
Standard Speddation. The Contractor shall allow in his rate for removal
of any unsuitable material before placing of gravel wearing course, as
this will not be paid for separately.

In addition to provision of this clause, Contractor is required to sprinkle
water at kast 4 times a day at the rate ofl to 1.4 litres/Nh regular
interval to minimise the effects of dust. Latest sprinkling time shall be
one hour before the sunset.

Where existing neighbouring roads are used as deviation, Contractor
shall carry out repais and maintenance in parent materials used for the
existing base and surfacing of the road being used.

PASSAGE OF TRAFFIC THROUGH THE WORKS

The Contractor shall arrange for passage of traffic through the works during
construction whenever it is ngbracticable to make deviations.

Any damage caused by passing traffic through the works shall be made good at
the contractor's own cost.

SIGNS, BARRIERS AND LIGHTS

Contractor shall provide signs, barriers and lights as shown in the drawing in
Book d& Drawings at the locations where the traffic is being carried off the
existing road to the deviation and back again to existing road. The Contractor
shall provide ramps and carry out any other measures as instructed by the
Engineer to safely carry traffifrom the road to deviation.

Contrary to what has been specified in this clause the road signs provided shall
be fully reflectorised and in conformity with clause 9.1 of the "Manual for
Traffic Signs in Kenya Part 11",

ASSISTANCE TO PUBLIC

In addition to provision of clause 909, Contractor shall maintain close liaison
with the relevant authorities to clear any broken down or accident vehicles from
the deviations and the main road, in order to maintain smooth and safe flow of
the traffic. Further, theContractor shall provide a traffic management plan to be
approved by the Engineer before the commencement of any construction works
and execute the same, to the satisfaction of the Engineer, during the entire
period of project implementation. A draft trh€ management plan shall be
submitted with Bid.
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912

MEASUREMENT AND PAYMENT

Construct Deviation

Road Deviation

The Contractor shall be paid only 50% of the rate for this when he completes
deviation road to the satisfaction of the Engineer. The badashall be paid in
equal monthly instalments over the contract period, as he satisfactorily
maintains the deviation (as per clause 904 and 905 above) when it is in
operation.

Where existing neighbouring road has been used as deviation, payment shall be
by the kilometre rate and shall include the cost of repairs and maintenance of
the road carried out in parent base and subbase materials.

Deviation using Pipe Culverts

The Contractor shall be paid only 50% of the rate for this when he completes
deviaton to the satisfaction of the Engineer. The balance shall be paid in equal
monthly instalments over the contract period, as he satisfactorily maintains the
deviation when it is in operation. The Contractor shall be paid full amount when
the bridge under onstruction will be in use.

Maintain existing road

Asphalt Concrete or gravel for maintaining the existing road shall be measured
by the cubic metre placed and compacted upon the road

Passage of traffic through the works

Payment shall be made on Lumpn$basis.

Assistance to Public

The Contractor will be deemed to have included cost of this item in other items
and no separate payment shall be made.
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SECTION 16 GRADING AND GRAVELLING

1001

1002

1003

GENERAL

Grading covers the works involved in the reinstatamhef the road carriageway

to the camber by removing the high points and filling up gullies, corrugations
and wheel ruts to restore smooth running surface. Gravelling consists of
excavation, loading, hauling, spreading, watering and compaction of gravel o
softstone wearing course material on the formation of the road carriageway.

Ditch and Shoulder grading
The activity consists of cutting of a-vditch and reinstating or reforming of the
shoulders of road using either Towed or Motor grader.

Carriageway grading

(i) Light grading
This consists of trimming of the carriageway to control roughness and
corrugations using either a towed grader or a motorized grader.

(if) Heavy grading

This consists of scarifying the existing carriageway surfaedtirmy high spots

and moving materials to fill potholes, corrugations and wheel ruts and
reshaping of the surface to the specified camber, using either a towed grader or
a motorized grader. All loose rocks, roots, grasses shall be removed and disposed
well clear off the drains.

Heavy grading will be considered if 70% of the road has potholes, corrugations
and wheel ruts of over 200mm deep.

The material shall be bladed toward the center of the road starting from both
edges until the specified camber is aaved.

MATERIALS

Gravel shall include lateritic gravel, quartzitic gravel, calcareous gravel,
decomposed rock, softstone/quarry waste material, clayey sand and crushed
rock.

MATERIAL REQUIREMENTS

Gravel material shall conform to the requireants given below:
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GRADING REQUIREMENTS
AFTER COMPACTION
Sieve % by weight
(mm) passing
40 100
28 95-100
20 85-100
14 65—-100
10 55-100
5 35-92
2 23-77
1 18 -62
0.425 14 -50
0.075 10- 40
PLASTICITY INDEX REQUIREMBENTS
Zone Min Max
WET 5 15
DRY 10 25
BEARING STRENGTH REQUIREMENTS
Traffic CBR DCP Equivalent
Commercial mm/Blow
VPD
Greater than 20 11
15
Less than 15 15 14
CBR at 95% at MDD, Modified AASHTO and 4
days soak

Lower quality material (CBR 15) may laecepted
if no better material can be found

NB: Wet Zone— mean annual rainfall greater than 500mm
Dry Zone—mean annual rainfall less than 500mm
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SECTION 1% SHOULDERS TO PAVEMENT

1101

1102

1105

1106

GENERAL

Shoulders shall be constructed in acdance with guidelines given in 1102 and
as directed by the Engineer.

For sections where shoulders are extremely low and requires fill material before the shoulder is
reconstructed, the construction of fill embankment shall be in accordance with Seétioithis
specification.

MATERIAL FOR CONSTRUCTION OF SHOULDERS

The shoulders shall be 1.0m wide both sides and shall be formed of 150mm
thick well compacted soft stone material and topsoiled with red coffee soil and
planted with grass.

Low shouletr shall be reconstructed by cutting benches, filling and compacting
approved fill material to form the formation to the shoulders.

Shoulder reconstruction shall be same in all sections including the slip roads.
SURFACE TREATMENT OF SHOULDERS

Theshoulders shall be planted with creeping type kikuyu grass.

MEASUREMENT AND PAYMENT

Payment for shoulder construction shall be in accordance with the relevant
clauses in sections 11, 12, 14, 15 and 23 of the relevant Specifications. Payment
for fill material on shoulder shall be in accordance with Section 5 of this
specification.
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SECTION 12 NATURAL MATERIAL SUBBASE AND BASE
1201 GENERAL

Where instructed by the Engineer, the Contractor shall undertake repairs,
widening and reprocessiop to the existing carriageway and shoulders in
accordance with sections 12 and 14 of the Special Specifications.

a) Areas to be scarified and reprocessed

The contractor will scarify, add new material and reprocess sections as
determined by the Engineer.

b) Parement repairs

The Contractor will carry out repairs to base and subbase as directed by
the Engineer and according to Specifications given in Sections 12 and
14 of the Standard Specifications.

c) Pavement widening

The Contractor shall, as directed by tmgineer, bench and compact
the subgrade to 100% MDD (AASHTO T99), provide lay and compact
material for subbase and base as directed by the Engineer and in
accordance with Sections 5 and 12 of the Standard Specifications.

1203 MATERIAL REQUIREMENTS

Natural materials for base and subbase shall conform to the specifications given
in Section 12 of the Standard Specifications for Road and Bridge Construction
for cement and lime improved base and subbase.

1209 MEASUREMENT AND PAYMENT

Natural material fo subbase and base shall be measured by the cubic metre
placed and compacted upon the road calculated as the product of the compacted
sectional area laid and the length.

1210 HAND PACKED STONE

Hand packed stone base is a layer of hand laid stfrdefined size and durable
in nature, laid in a manner such that when proof rolled and compacted it forms
a stable and dense matrix as a road base.

a) Material for Hand Packed Stone Base

This shall consist of durable stone with nominalseadimensions of 75 mm
square and minimum height of 150 mm or when compacted to give a layer of
150 mm. The stone shall be class C with the following requirements:

LAA 45 max

ACV 32 max
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SSS 12 max

FI 30 max

CR 60 min.

It shall be free from fogign matter. The fines passing 0.425 mm sieve shall be
NONPLASTIC

b) Laying

The stone shall be laid by hand closely together. The stone shall be carefully
bedded and tightly wedged with suitable spalls. The base of the stone shall
alternatewith the apex in all directions or as directed by the Engineer. The layer
shall be proof rolled with a loaded scrapper or truck with a minimum axle load
of 8 tonnes in the presence of the Engineer who shall approve of its stability
before compaction.

¢) Compaction

This shall be by a steel wheeled roller of at least five tonnes per metre width of
roll. 1t shall consist of four static runs or until there is no movement under the
roller. There shall follow vibratory compaction until an evage dry density of

85% minimum of specific gravity of stone has been achieved. No result shall be
below 82% of specific gravity. The surface of the compacted layer shall then be
levelled by quarry dust (0/6 mm). The dust shall have the following
specifiations:

The stone shall be class C

Grading
Sieve Size % Passing
10 100
6.3 90-100
4 75-95
2 50-70
1 33-50
0.425 20-33
0.300 16-28
0.150 10-20
0.075 6-12

The dust shall be free from foreign matter and fines passing 0.425 mm sieve
shall beNON-PLASTICThe maximum layer shall be 40 mm or as directed by
the Engineer

d) Measurement and Payment

Payment shall be by the cubic metre laid3jimMeasurement of volume shall be
determined as the product of length and compacted khiess laid. The rate
guoted for this item should include the cost for laying the levelling quarry dust
layer, as no extra payment shall be made for this layer.

1211 REPROCESSING EXISTING PAVEMENT LAYERS
(b) General
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(€)

(d)

(e)

(f)

(9)

The existing surfacing and the baseaditbe reprocessed with additional
material and the composite mixture shall be compacted to form the subbase

layer.

Before commencement of the work the Contractor shall propose plants and
equipments he proposes to use for this activity.

The Contractor aér approval of his proposal shall carry out test section in
accordance with Section 3 of the Standard Specifications.

The existing surfacing and base course shall be broken up to specified depth and
reprocessed in place, where required. The underlyingels shall not be
damaged, and material from one layer may normally not be mixed with that of
another layer. Where unauthorized mixing occurs or where the material is
contaminated in any way by the actions of the Contractor, and the contaminated
material des not meet the specified requirements of for the particular layer, he
shall remove such material and replace it with other approved material, all at his
own expense.

Any mixture composition of the new layer must not contain more than 30% of
the bituminous material by volume. The mixture must not contain pieces of
bound bituminous material larger than 37.5mm, and any such material shall be
removed at the Contractor’s cost.

The requirements for imported material used in the respectigeegment layers
shall comply with the limitations, norms, sizes and strengths specified in the
Standard Specifications clause 1203(b) and (d) and shall be worked as per
Section 14 of the Standard Specification.
Material reworked irrsitu or that obtainedrom existing pavement is not

expected to comply with the material requirements but the reworking should

achieve the specified requirements.

Where the thickness of any existing pavement layer requires to be supplemented

within reprocessing and the thickess of the additional material after compaction

will be less than 100mm, the existing layer shall be scarified to a depth that will

give a layer thickness of at least 100mm after compacting the loosened existing
and the additional material.

84
Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020 (ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

Controlling the Reworked Depth

The Contractor shall submit a proven method to method to control the depth of excavation, or
layer to be reworked, to the Engineer for approval. The Engineer may order a trial section to be
reprocessed before any major length of the rasdehabilitated.

Excavations

Excavations in the pavement shall be kept dry. In the event of water penetrating the
underlying layers, construction of the consecutive layers shall be postponed until the
underlying layers are dry enough to accommodate thenstruction plant without
deforming or otherwise showing distress.

Step construction shall be carried out per layer at the joint when excavating, both
longitudinally (if appropriate) and perpendicular to the direction of travel. The step width
shall be 5@mm perpendicular to the direction of travel, and 150mm long longitudinally,
unless otherwise instructed by the Engineer.

Special care shall be taken when compacting the new material at the joint, ensuring that
the specified density is achieved.

Measurenent and Payment

(a) Item: In-situ reprocessing of existing pavement layers as subbase compacted to
specified density (95% MDD AASHTO T180) and thickness.

Unit: M3

The tendered rate shall include full compensation for breaking up the existing pavement
layer to specified depth, breaking down and preparing the material and the spreading and
mixing in of any additional material

(b) Item: The addition of extra gravel to subbase.

Unit: M3

The tendered rate shall include full compensation for procuring and additof the
material to the insitu scarified layers and the transportation of the material over unlimited
free-haul distance. The tendered rates will also include full compensation for prospecting
for materials and any payments necessary to acquire theispe quality material.

(c) Excavation of existing bituminous pavement materials including unlimited fheeil.

Unit: M3

The tendered rates shall include full compensation for excavating the existing bituminous
material from the pavement layers and fordding, transporting the material for unlimited
free-haul, off-loading and disposing of the materials as specified.

(d) Excavation of the existing pavement

Unit: M3
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The tendered rate shall include full compensation for excavating the existing material from
the pavement layers and for loading, transporting the material for unlimited fheel
distance, offloading and disposing of the material as specified.

Payment will only be made for breaking up and excavating existing pavement layers to the
specified degt if the material is to be removed to spoil.
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SECTION 15 BITUMINOUS SURFACE TREATMENTS

1501B

PREPARATION OF SURFACE

In addition to requirements of Clause 1503B of the Standard Specifications, the
contractorshall prepare and Repair Cracks, Edges, Potholes and Other Failures
as follows=-

a) Cracks 3.0mm or less in width

The entire crack area shall be cleaned by brushing with a wire brush and then
blowing with a compressed air jet and the crack sealed widi1®0 cutback
bitumen using a pouring pot or pressure lance and hand squeegee. The surface
shall then de dusted with sand or crushed dust.

b) Cracks greater than 3.0mm in width

Before these cracks are filled a steel wire brush or router shall be usel¢do
them and then a compressed air jet shall be used to clean and remove any
foreign or lose material in the crack until the entire crack area is clean.

When the crack and surrounding area have been thoroughly cleaned, dry sand
shall be forced into therack until it is sealed in the manner specified for cracks
less than 3.0mm width.

C) Potholes, edges and other repair areas

Where instructed, the Contractor shall prepare areas for the repair of potholes,
road edges and other repair areas by excavaff unsuitable or failed material

and debris, trimming off excavated edges, cleaning and compacting the resulting
surfaces and applying MC 30 or MC 70 ciiack bitumen prime coat at a rate

of 0.8-1.2 litres/m2, all as directed by the Engineer. Measurermand payment

shall be made under the relevant item of Bill No 15. Where the surface repair on
potholes and edges are to be carried out, Asphalt Concrete Type |
(O/14gradation) shall be used. Bituminous material for repair of failures and
other repair ar@as shall be paid for under the relevant item of Bill No 16
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PART B PRIME COAT

1502B

1511C

MATERIALS FOR PRIME COAT AND TACK COAT.

For prime coat, the binder shall be a mediwuaring cutback MC 70 unless
otherwise directed by the Engineer.

The rate of spra of bituminous prime coat refers to the gross volume of the
cutback bitumen, that is to say the volume of the bitumen plus dilatants.

Prime coat shall be applied to gravel areas that are to receive bituminous mixes
as directed by the Engineer.

The tackcoat shall consist of bitumen emulsion-B0 unless otherwise directed
by the Engineer.

The rates of spray of the binder shall be as instructed by the Engineer and shall
generally be within the range 0-8.2 litres/square metre.

MEASUREMENT ANDYMEENT
(a) Seal coat
Seal coats shall be measured by the litre, for each type of bituminous binder for

each seal coat, calculated as the product of the area in square metres sprayed
and the rate of application in litres/square metres, corrected to 15®
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SECTION 16 BITUMINOUS MIX BASES, BINDER COURSES AND WEARING COURSES

This section covers different types of bituminous mixes for base and surface (wearing
and binder courses) and is divided into the following parts:

Part A General

Part B Asphalt @ncrete for carriageway

PART A- GENERAL

1601A

1602A

1603A
(@)

SCOPE OF PART A

Part A comprises all the general requirements for bituminous mixes, which apply to Part
B as well.

REQUIREMENTS FROM OTHER SECTIONS

The following sections of this Specification appty Part B of this section and
shall be read in conjunction therewith:

Section 2 Materials and Testing of Materials

Section 3 Setting Out and Tolerances

Section 6 Quarries, Borrow Pits, Stockpile and Spoil Areas
Section 15 Bituminous Surface Treatm&nand Surface Dressing

CONSTRUCTION PLANT
General

The Contractor shall submit to the Engineer in accordance with Section 1 of its
Specification, full details of the construction plant he proposes to use and the
procedures he proposes to addpt carrying out the permanent Works.

The Engineer shall have access at all times to construction plant for the purposes
of inspection. The Contractor shall carry out regular calibration checks in the
presence of the Engineer and shall correct forthwathy faults that are found.

All construction plant used in the mixing, laying and compacting of bituminous
mixes shall be of adequate rated capacity, in good working condition, and shall
be acceptable to the Engineer. Obsolete or wout plant will not be allowed on

the work.
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(b)

()

(d)

Mixing Plant

Bituminous materials shall be mixed in a plant complying with ASTM
Designation D995 and shall be located on the Site unless otherwise agreed by
the Engineer. It shall be equipped with at least three bmsthe storage of
heated aggregates and a separate bin for filler. All bins shall be covered to
prevent the ingress of moisture.

The plant may be either the batamix type or the continuoudamix type and
shall be capable of regulating the composition tktmixture to within the
tolerances specified in Clause 1614A of this Specification.

The bitumen tank shall be capable of maintaining its contents at the specified
temperature within a tolerance of% and a fixed thermometer easily read from
outside thetank. Any bitumen that has been heated above ABMr has
suffered carbonisation from prolonged heating shall be removed from the plant
and disposed of.

Laying Plant

Bituminous materials shall be laid by a selfopelled spreader finisher
equipped wth a hopper, delivery augers and a heated adjustable vibrating
screed. It shall be capable of laying bituminous materials with no segregation,
dragging, burning or other defects and within the specified level and surface
regularity tolerance. Delivery agers shall terminate not more than 200mm
from the edge plates.

Compaction Plant

The Contractor shall provide sufficient rollers of adequate size and weight to
achieve the specified compaction. Prior to commencing the laying of
bituminous mixes in he permanent Works the Contractor shall carry out site
trials in accordance with Section 2 of this Specification to demonstrate the
adequacy of his plant and to determine the optimum method of use and
sequence of operation of the rollers.

It is importantto achieve as high a density as possible at the time of construction
and it is expected that vibrating rollers will be required to produce the best
results. However, it is essential that thorough fmrenstruction trials are carried

out to ensure that:

(@)  Theroller is set up to have the optimum amplitude and frequency
of vibration for the particular material being laid

(b)  That the roller does not cause breakdown of the aggregate
particles.

(c) That the optimum compaction temperatures are established
which allow compaction without causing ripple effects or other
distortions of the surfacing.
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1604A

1605A

PREPARATION OF SURFACE

Immediately before placing the bituminous mix in the pavement, the existing surface
shall be cleaned of all material and foreignatter with mechanical brooms or by other
approved methods. The debris shall be deposited well clear of the surface to be covered.

Any defect of the surface shall be made good and no bituminous mix shall be
laid until the Engineer has approved the surface

A tack coat shall be applied in accordance with Section 15 of this Specification.
If the Engineer considers a tack coat is required prior to laying the bituminous
mix or between layers of the bituminous mix, due solely to the

Contractor's method of wding, then such tack coat shall be at the Contractor's
expense.

DESIGN AND WORKING MIXES

At least two months prior to commencing work using a bituminous mix, the
Contractor shall, having demonstrated that he can produce aggregates meeting
the gradng requirements of the Specification, submit samples of each
constituent of the mix to the Engineer. The Engineer will then carry out
laboratory tests in order to decide upon the proportion of each constituent of the
initial design mix or mixes to be usefbr site trials to be carried out in
accordance with Clause 1606A of this Specification.

Should the Engineer conclude from the site trials that the mix proportion or
aggregate grading are to be changed, the Contractor shall submit further
samples of theonstituents and carry out further site trials all as directed by the
Engineer.

The Engineer may instruct the alteration of the composition of {i& micron
fraction of the aggregates by the addition or substitution of mineral filler. The
Engineer may lgo instruct the alteration of all or part of thes.3mm fraction of
the aggregates by the addition or substitution of natural sand.

The Contractor shall make the necessary adjustments to his plant to enable the
revised mix to be produced.

Following lab@atory and site trials the Engineer will determine the proportions
of the working mix and the Contractor shall maintain this composition within
the tolerances given in Clause 1614A.

Should any changes occur in the nature or source of the constituent riadder
the Contractor shall advise the Engineer accordingly. The procedure set out
above shall be followed in establishing the new mix design.
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1606A

SITE TRIALS

Full scale laying and compaction site trials shall be carried out by the Contractor
on all aspalt pavement materials proposed for the Works using the
construction plant and methods proposed by the Contractor for constructing the
Works. The trials shall be carried out with the agreement, and in the presence
of the Engineer, at a location approvey the Engineer.

The trials shall be carried out te:

a) Test materials, designed in the laboratory, so that a workable mix that
satisfies the specification requirements can be selected.

b) To enable the Contractor to demonstrate the suitability of his ngxand
compaction equipment to provide and compact the material to the
specified density and to confirm that the other specified requirements of
the completed asphalt pavement layer can be achieved.

Each trial area shall be at least 100 metres long andh® full construction
width and depth for the material. It may form part of the Works provided it
complies with this Specification. Any areas that do not comply with this
Specification shall be removed.

The Contractor shall allow in his programme foorducting site trials and for
carrying out the appropriate tests on them. The trial on any pavement layer
shall be undertaken at least 21 days ahead of the Contractor proposing to
commence fullscale work on that layer.

The Contractor shall compact easlection of trial over the range of compactive
effort the Contractor is proposing and the following data shall be recorded for
each level of compactive effort at each site trial:

i. The composition and grading of the material including the bitumen
content and type and grade of bitumen used.

il. The moisture content of aggregate in the asphalt plant hot bins.

iii. The temperature of the bitumen and aggregate immediately prior to
entering the mixer, the temperature of the mix on discharge from
the mixer and the tempetare of the mix on commencement of
laying, on commencement of compaction and on completion of
compaction. The temperature of the mixture is to be measured in
accordance with BS 598, Part 3, Appendix A.

iv. The type, size, mass, width of roll, number of wheelheel load,
tyre pressures, frequency of vibration and the number of passes of
the compaction equipment, as appropriate for the type of roller.

V. The target voids and other target properties of the mix together
with the results of the laboratory tests amet mix.

Vi. The density and voids achieved.

Vil. The compacted thickness of the layer.

viii. Any other relevant information as directed by the Engineer.

At least eight sets of tests shall be made by the Contractor and the Engineer on
each 100 metres of trial for each el of compactive effort and providedll
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1607A

1608A

1609A

1610A

eight sets of results ovethe range of compactive effort proposed by the
Contractor meet the specified requirements for the material then the site trial
shall be deemed successful. The above data recorded imnigtheshall become
the agreed basis on which the particular material shall be provided and
processed to achieve the specified requirements.

MIXING OF AGGREGATES AND BITUMEN

The bitumen shall be heated so that it can be distributed uniformly anek car
shall be taken not to overheat it. The temperature shall never excee®dl 7ar
80/100 -penetration grade bitumen.

The aggregates shall be dried and heated so that they are mixed at the following
temperatures:

125-165°C when 80/100 bitumen is used

The dried aggregates shall be combined in the mixer in the amount of each
fraction instructed by the Engineer and the bitumen shall then be introduced
into the mixer in the amount specified. The materials shall then be mixed until
a complete and uniform@ating of the aggregate is obtained.

The mixing time shall be the shortest required to obtain a uniform mix and
thorough coating. The wet mixing time shall be determined by the Contractor
and agreed by the Engineer for each plant and for each type ofeggge used.

It shall normally not exceed 60 seconds.

TRANSPORTING THE MIXTURE

The bituminous mix shall be kept free of contamination and segregation during
transportation. Each load shall be covered with canvas or similar covering to
protect itfrom the weather and dust.

LAYING THE MIXTURE

Immediately after the surface has been prepared and approved, the mixture
shall be spread to line and level by the laying plant without segregation and
dragging.

The mixture shall be placed in widthsf @mne traffic lane at a time, unless
otherwise agreed by the Engineer. The compacted thickness of any layer shall be
at least 2.5 times the maximum size of the aggregate for wearing course and at
least 2 times for binder course. The minimum thicknesdIidi@ 25mm.

Only on areas where irregularities or unavoidable obstacles make the use of
mechanical laying impracticable, may the mixture be spread and compacted by
hand.

COMPACTION

Immediately after the bituminous mixture has been spread, it shad
thoroughly and uniformly compacted by rolling.
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1611A

The layer shall be rolled when the mixture is in such a condition that rolling
does not cause undue displacement or shoving.

The number, weight and type of rollers furnished shall be sufficient to obtain
the required compaction while the mixture is in a workable condition. The
sequence of rolling operations shall be as agreed with the Engineer and proved
during site trials. Initial rollingwith steel tandem or threavheeled roller shall
follow the layingplant as closely as possible. The rollers shall be operated with
the drive roll nearest the laying plant, at a slow and uniform speed (not
exceeding 5 Km/Hr).

Rolling shall normally commence from the outer edge and proceed
longitudinally parallel to thecentreline, each trip overlapping one half of the
roller width. On super elevated curves, rolling shall begin at the low side and
progress to the high side. Where laying is carried out in lanes care must be
taken to prevent water entrapment.

Intermediae rolling with a pneumatietyred or vibratory roller shall follow
immediately. Final rolling with a steeiheeled roller shall be used to eliminate
marks from previous rolling.

To prevent adhesion of the mixture to the rollers, the wheels shall bellgyty
moistened with water.

In areas too small for the roller, a vibrating plate compactor or a hand tamper
shall be used to achieve the specified compaction.

FINISHING, JOINTS AND EDGES

Any mixture that becomes loose and broken, mixed with dirtforeign matter
or is in any way defective, shall be removed and replaced with fresh hot
mixture, which shall be compacted to conform to the surrounding area.

Spreading of the mixture shall be as continuous as possible. Transverse joints
shall be forned by cutting neatly in a straight line across the previous run to
expose the full depth of the course. The vertical face so formed shall be painted
lightly with hot 80/100 penetration grade bitumen just before the additional
mixture is placed against it.

Longitudinal joints shall be rolled directly behind the paving operation. The first
lane shall be placed true to line and level and have an approximately vertical
face. The mixture placed in the abutting lane shall then be tightly crowded
against the éce of the previously placed lane. The paver shall be positioned to
spread material overlapping the joint face by -BDmm. Before rolling, the
excess mixture shall be raked off and discarded.

When the abutting lane is not placed in the same day, or tetjis destroyed by
traffic, the edge of the lane shall be cut back as necessary, trimmed to line and
painted lightly with hot 80/100 penetration grade bitumen just before the
abutting lane is placed.
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1612A

1613A

1614A

Any fresh mixture spread accidentally on the existimgrk at a joint shall be
carefully removed by brooming it back on to uncompacted work, so as to avoid
formation of irregularities at the joint. The finish at joints shall comply with the
surface requirements and shall present the same uniformity of finiexture

and density as other sections of the work.

The edges of the course shall be rolled concurrently with or immediately after
the longitudinal joint. In rolling the edges, roller wheels shall extend 50 to
100mm beyond the edge.

SAMPLING ANIDDESTING OF BITUMINOUS MIXTURES

The sampling of bituminous mixtures shall be carried out in accordance with
AASHTO T168 (ASTM Designation D979).

QUALITY CONTROL TESTING

During mixing and laying of bituminous mixtures, control tests on the
constittents and on the mixed material shall be carried out in accordance with
Clause 1612A and Section 2 of this Specification.

If the results of any tests show that any of the constituent materials fail to
comply with this Specification, the Contractor shallrcaout whatever changes
may be necessary to the materials or the source of supply to ensure compliance.

If the results of more than one test in ten on the mixed material show that the
material fails to comply with this Specification, laying shall forttitvicease until

the reason for the failure has been found and corrected. The Contractor shall
remove any faulty material laid and replace it with material complying with this
Specification all at his own expense.

TOLERANCES

Surfacing courses and ba shall be constructed within the geometric tolerances
specified in Section 3 of this Specification.

The Contractor shall maintain the composition of the mixture as determined
from the laboratory and site trials within the following tolerances, per segl
test:-

Bitumen Content 0.3% (by total weight of total mix)
Passing 10mm sieve 6% (by total weight of dry aggregate
and larger sieves including mineral filler)

Passing sieves between 4% (by total weight of dry aggregate
10mm and 1.0mm sieves including mineral filler)

Passing sieves between 3% (by total weight of dry aggregate
1.0mm and 0.075mm sieve including mineral filler)

Passing 0.075mm sieve 2% (by total weight of dry aggregate
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including mineral filler)

The average amount of bitnen in any length of any layer, calculated as the
product of the bitumen contents obtained from single tests and the weight of
mixture represented by each test, shall not be less than the amount ordered.

The average amount of bitumen for each day's prdabre calculated from the
checked weights of mixes shall not be less than the amount ordered.

The average amount of bitumen in any length of any layer, calculated as the
product of the bitumen contents obtained from single tests and the weight of
mixture represented by each test, shall not be less than the amount ordered.

The average amount of bitumen for each day's production calculated from the
checked weights of mixes shall not be less than the amount ordered.

The final average overall width of the uppsurface of a bituminous mix layer
measured at six equidistant points over a length of 100m shall be at least equal
to the width specified. At no point shall the distance between the centreline of
the road and the edge of the upper surface of a bitumimaunix layer be
narrower than that specified by more than 13mm.

1615A MEASUREMENT AND PAYMENT

No separate measurement and payment shall be made for complying with the
requirements of Clauses 1601A to 1614A inclusive and the Contractor shall be
deemed tohave allowed in his rates in Parts B and C of Section 16 of this
Specification for the costs of complying with the requirements of Part A of
Section 16 of this Specification
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PART B ASPHALT CONCRETE FOR SURFACING

1601B

1602B

DEFINITION

Asphalt concrete meana thoroughly controlled, hemixed, hotlaid, plant
mixture of well-graded dried aggregate and penetration grade bitumen, which,
when compacted forms a dense material.

A distinction is drawn between asphalt concrete Type | (High Stability) and
asphalt cocrete Type Il (Flexible). The asphalt concrete type to be used will be
Type I.

MATERIALS FOR ASPHALT CONCRETE TYPE 1
a) Type of bituminous material

The type of material to be used on severe sites will be of the continuously
graded type similard Asphaltic Concrete or Close Graded Macadam. It
is essential that these materials are sealed with a single or double surface
dressing or a Cape seal.

b) Penetration Grade Bitumen

Bitumen shall be 80/100 penetration grade since material is beiagl|
at an altitude of more than 2,500m.

C) Aggregate

Coarse aggregate (retained on a 6.3mm sieve) shall consist of crushed stone free
from clay, silt, organic matter and other deleterious substances. The aggregate
class will be specified in thep8cial Specification and it shall comply with the
requirements given in Table 16B(b). The grading for 0/20 mm for

carriageway and 0/14mm for shoulders for binder course is as specified below:

Sieve size 0/20 0/14
28 100 -
20 90-100 100
14 75-95 90-100
10 60-82 70-90
6.3 47-68 52-75

4 37-57 40-60
2 25-43 30-45
1 18-32 20-35
0.425 11-22 12-24
0.300 9-17 10-20
0.150 5-12 6-14
0.075 3-7 4-8
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TABLE 168L(b) - REQUIREMENTS FOR COARSE AGGREGATE

1603B

1604B

b)

Coarse Aggregate
(Retainé on a 6.3mm Sieve)

Test Maximum Value
LAA 30
ACV 25
SSS 12
Fl 25

Fine aggregate (passing a 6.3mm sieve) shall be free from clay, silt, organic and
other deleterious matter and shall be nqastic. Unless otherwise specified in

the Special Spedatfation it shall consist of entirely crushed rock produced from
stone having a Los Angeles Abrasion of not more than 40. The Sand Equivalent of
the fine aggregate shall not be less than 40 and the SSS not more than 12.

Mineral Filler
Mineral Filler shal consist of ordinary Portland Cement
GRADING REQUIREMENTS

The grading of the mixture of coarse and fine aggregate shall be within and
approximately parallel to the grading envelopes given in Table -1§B), for
0/14mm as specified for binder cowe, as described below.

GRADING REQUIREMENTS

To arrive at a suitable design it is necessary to investigate a number of gradings
so that a workable mix, which also retains a minimum of 3 % voids at refusal
density, is identified.

The largest particlesize used should not be more than 25mm so that the
requirements of the Marshall test method can be complied with.

Although the complete range of nominal maximum particle sizes is shown in
the Tables, the total thickness of material laid should not be rtttae 75mm.

REQUIREMENTS FOR ASPHALT CONCRETE TYPE 1

The mixture shall comply with the requirements given in Table 1BBas

specified in the Specification. In addition, minimum Marshall Stability for 2 x

75 blows shall be 9 kN and maximum 18 kN drat compaction to refusal shall

have 3% VIM.

The proportion, by weight of total mixture, of bitumen shall be 5:.5 % for

0/14 mm and 4.5 - 6.5 % for 0/20mm. This shall be termed the nominal
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1605B

binder content. The binder content of the working mix wile instructed by the
Engineer following laboratory and site trials.

In order to determine the suitability of a coarse aggregate source a Marshall test
programme shall be carried out. It will be advantageous to use a crushed rock
which is known from pasexperience to give good results in this test procedure.
A grading conforming to the Type | Binder Course detailed in Table-1GB

0/20 of this Specification should be tested (but with 100% passing the 25mm
sieve) and it shall meet the requirements afble 16B2 of this Specification.

Having established the suitability of the aggregate source several grading shall
be tested in the laboratory, including that used for the Marshall test, to establish
relationships between bitumen content and VIM at refus@nsity. For each
mix, samples will be made up to a range of bitumen contents and compacted to
refusal using a gyratory compactor and a vibratory hammer in accordance with
the procedure described in BS 598 (Part 104 : 1989), with one revision.

It shouMl first be confirmed that compaction on one face of the sample gives the
same refusal density as when the same compaction cycle is applied to both faces
of the same sample. The procedure, which gives the highest density, must be
used.

From the bitumen catent-VIM relationship it will be possible to identify a
bitumen content which corresponds to a VIM of-37%. If it is considered that
the workability of the mix may be difficult then compaction trials should be
undertaken. It is advisable to establisio or more gradings for compaction
trials.

The mixes identified for compaction trials should be manufactured to the
laboratory design bitumen content and to two other bitumen contents of +0.5%
and +1% additional bitumen. Cores will be cut to determihe density of the
compacted material, having completed this the core will then be reheated to
145+/ -500C in the appropriate mould and compacted to refusal in the vibrating
hammer test. To be acceptable the cores cut from the compaction trial must
have a density equivalent to at least 95% of refusal density.

The compaction trials will identify a workablenix which can be made to a
bitumen content which gives 3% VIM at refusal density.

MIXING AND LAYING HEAVY DUTY ASPHALT

The temperature of the bitumen and aggregates when mixed shall be 1410+/
30C above the softening point (R&B) of the bitumen.

Compaction should commence as soon as the mix can support the roller without
undue displacement of material and completed before the temperature of the
mix falls below 90C.

The minimum thickness of individual layers should be as follews:

a) For the 37.5mm mx 65mm

b) For the 25.0mm mix 60mm

C) For the 19.0mm mix 50mm

d) For the 12.5mm mix 40mm
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1606B

1607B

COMPACTION

Rolling shall be continued until the voids measured in the completed layer are in
accordance with the requirement for a minimum density 08% of Marshall
optimum, or, a minimum mean value of 95% of refusal density (no value less
than 93%) as appropriate.

MEASUREMENT AND PAYMENT

a)

Item Asphalt Concrete
Unit m3 of Asphalt Concrete Used

Asphalt concrete shall be measured by tliic metre compacted on the
road calculated as the product of the length instructed to be laid e
compacted crossectional area shown on the Drawings or instructed by
the Engineer.

The rate for asphalt concrete shall include for the cost of prowgin
transporting, laying and compacting the mix with the nominal binder
content and complying with the requirements of Parts A and B of Section
16 of this Specification.
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SECTION 17 CONCRETE WORKS
1703 MATERIALS FOR CONCRETE

This work shall consistf placing selected approved material of 250mm
minimum diameter on the foundation put after excavation to receive levelling
concrete in accordance with these specifications and in conformity with the
lines, grades and cross sections shown on the Drawasgdirected by the
Engineer.

(@) Materials

Selected rock: The selected rock builders to be placed for this work shall
be hard, sound, durable quarry stones as approved by the Engineer.
Samples of the stone to be used shall be submitted to and appbyved
the Engineer before any stone is placed.

The maximum size of the stone boulders shall be 300mm.

(b) Construction Method

After completion of the structural excavation the surface of the loose soil
shall be levelled and compacted. Then the stonthefabove sizes shall
be placed in one layer of 250mm over the compacted bed where the
bottom slab will rest. Coarse sand shall be spread to fill up the voids in
the stone boulders, and compaction with vibratory compactors should be
performed to make thidayer dense whereon a concrete of levelling
course shall be placed.

(c) Measurement and payment

Measurement for the bedding materials shall be made in cubic metres
for the completed and accepted work, measured from the dimension
shown on the Drawingsunless otherwise directed by the Engineer.

Payment for the bedding Materials for Levelling Concrete Works shall be
full compensation for furnishing and placing all materials, all labour
equipment, tools and all other items necessary for proper completion
the work in accordance with the Drawings and specifications and as
directed by the Engineer.

1703(A) LEVELLING CONCRETE (CLASS 15/20) FOR BOTTOM SLAB INCLUSIVE OF
COST OF FORM WORKS

This work shall consist of placing and levelling lean concrete cl&g20 over
the prepared bed of stone boulders in the foundation for bottom slab and
wingwalls in accordance with these specifications and which conformity with
the lines, grades, thickness and typical cregstions shown on the drawings
unless otherwiselirected by the Engineer.

(@) Materials for Levelling Concrete

Requirement for the concrete class 15/20 is specified as follows:
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1703 (C)

(b)

37.2

Design compressive strength (28) days : 15N/mm
Maximum size of coarse aggregate : 20mm
Maximum cement ontent : 300 kg/tn
Maximum water/cement ration of 50% with slump of 80mm.

Construction Method

The bed of stone boulders upon which the levelling concrete will be
placed shall be smooth, compacted and true to the grades caoss
section shall be set to the required lines and grades.

(c) Measurement and payment

Measurement for levelling concrete (class 15/20) shall be made in cubic
metres completed and accepted levelling concrete work measured in
place which is done in aardance with the Drawings and the
Specifications.

Payment for this work shall be the full compensation for furnishing and
placing all materials, labour, equipment and tools, and other incidentals
to Specifications and as directed by the Engineer.

Pay iten No. 17/02 Levelling Concrete Works (Class 15/20) for Box
Culvert and wingwalls inclusive of Cost of Form works.

FORMWORK FOR CULVERT WALLS

This work shall consist of all temporary moulds for forming the concrete for
culvert walls and slabs tgether with all temporary construction required for
their support. Unless otherwise directed by the Engineer all formworks shall be
removed on completion of the walls and slabs.

(@)

(b)

Materials

Forms shall be made of wood or metal and shall conform tosthepe,
lines and dimensions shown on the Drawings.

All timber shall be free from holes, loose material, knots, cracks, splits
and warps or other defects affecting the strength or appearance of the
finished structure.

Release Agents Release agents shdle either neat oils containing a
surface activating agent, cream emulsions, or chemical agents to be
approved by the Engineer.

Construction Method

(1) Formworks
Formworks shall be designed to carry the maximum loads that
may be imposed, and so be idly constructed as to prevent
deformation due to load, drying and wetting, vibration and other
causes. After forms have been set in correct location, they shall
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be inspected and approved by the Engineer before the concrete is
placed.

If requested, the @ntractor shall submit to the Engineer working
drawings of the forms and also, if requested, calculations to
certify the rigidity of the forms.

1703(D) CONCRETE WORKS (CLASS 20/20) OF CULVERT WALLS AND SLABS

This work shall consist of furnishing, mixm delivering and placing of the
concrete for the construction of culvert walls and slabs, in accordance with
these Specifications and in conformity with the requirements shown on the
Drawings.

Concrete class 20/20 shall be used for Culvert walls and slab

(@ Concrete Materials

(i) Cement: Cement shall be of Portland type and shall conform to the
requirements of BS 12 or equivalent.

The contractor shall select only one type or brand of cement or others.
Changing of type or brand of cement will hde permitted without a

new mix design approved by the Engineer. All cement is subject to the
Engineer’s approval ; however, approv
not relieve the Contractor of the responsibility to furnish concrete of the
specified corpressive strength.

Conveyance of cement by jute bags shall not be permitted. Storage in the
Contractor’s silo or storehouse sha
months, and age of cement after manufacture at mill shall not exceed

more than four (4) months.The Contractor shall submit to the Engineer

for his approval the result of quality certificate prepared by the
manufacturer.

Whenever it is found out that cement have been stored too long, moist,
or caked, the cement shall be rejected and removed filoenproject.

(b)  Aggregates

Fine and coarse aggregates must be clean, hard, strong and durable, and
free from absorbed chemicals, clay coating, or materials in amounts that
could affect hydration, bonding, strength and durability of concrete.
Grading of @gregates shall conform to the following requirements:
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0] Grading of Fine Aggregates
Sieve Size Percentage by Weight Passing
10 mm 100
5 mm 89-100
2.5 mm 60-100
1.2 mm 30-100
0.6 mm 15- 54
0.3 mm 5- 40
0.15 mm 0-15
(i) Grading of Coarse Aggretss
Size  off Amounts finer than each standard sieve percentage
Coarse | weight
Aggregat | 40 30 25 20 15 10
e 2.5

100 - - 90-100 - 30-69 610

Other requirements for aggregates are as follows:

(iii)

(iv)

v)

(vi)

Fine Aggregates

Fithess Modulus, AASHTO-B1 : 2.3-3.1
Sodium Sulphate Soundness, AASHTO T1x. 10% loss

Content of Friable Particles AASHTO 112: Max 1% by weight

Sand Eqgivalent, AASHTO T176 : Min. 75
Coarse Aggregate

Abrasion, AASGTO T96 : Max. 405 loss
Soft Fragment and shale, AASHTO M80: Max. 5% by weight
Thin and elongated Pieces, AASHTO M80Max. 15%

Water

All sources of water to be used witement shall be approved by
the Engineer. Water shall be free from injurious quantities of oil,
alkali, vegetable matter and salt as determined by the Engineer.
Admixture

Only admixture, which have been tested and approved in the site
laboratorythrough trial mixing for design proportion shall be
used. Before selection of admixture, the Contractor shall submit
to the Engineer the specific information or guarantees prepared
by the admixture supplier.

The contractor shall not exclude the admixtui®@m concrete
proportions.

104

Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020

(ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

(d)

(e)

Concrete class 20/20

Concrete class 20/20 shall be used for culvert walls and slabs. The
requirements of Concrete class 20/20 are provided as follows unless
otherwise the Engineer will designate any alteration.

Design compressive strength (28 days) : 20N/mm?2
Maximum size of coarse aggregates : 20mm
Maximum water/cement ratio of 45% with slump of 80mm

Proportioning Concrete

The Contractor shall consult with the Engineer as to mix proportions at
least thirty (30) days prior to beginning the concrete work. The actual
mix proportions of cement, aggregates, water and admixture shall be
determined by the Contractor under supervision of the Engineer in the
site laboratory.

The Contractor shall prepare the designoportions which has 120% of
the strength requirement specified for the designated class of concrete.

No class of concrete shall be prepared or placed until its-ruk
proportions have been approved by the Engineer.

Concrete Work

(i) Batching
Batching shall be done by weight with accuracy of:
Cement : ¥ percent
Aggregate : ¥ percent
Water and Admixture : 1 percent.

Equipment should be capable of measuring quantities within
these tolerances for the smartest batch regly used, as well as
for larger batches.

The accuracy of batching equipment should be checked every
month in the presence of the Engineer and adjusted when
necessary.

(i)  Mixing and delivery

Slump of mixed concrete shall be checked and approved at an
acairacy of +25mm against designated slump in these
specifications.

(iv)  Concrete in hot weather
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No concrete shall be placed when the ambient air temperature is
expected to exceed thirty three degrees celsius (330c) during
placement operations).

(v)  Concreting at nidpt

No concrete shall be mixed, placed or finished when natural light
is insufficient, unless an adequate approved artificial lighting
system is operated; such night work is subject to approval by the
engineer.

(vi) Placing

In preparation of the placing of comete, the interior space of
forms shall be cleaned and approved by the engineer prior to
placing concrete. All temporary members except tie bars to
support forms shall be removed entirely from the forms and not
buried in the concrete. The use of open avettical chute shall
not be permitted unless otherwise directed by the engineer.

The Contractor shall provide a sufficient number of vibrators to
properly compact each batch immediately after it is placed in the
forms.

() Measurement and Payment

Measuements for the Concrete Works Class 20/20 of culvert walls and
slabs shall be made in cubic metres for the walls and slabs actually
constructed, measured from their dimensions shown on the Drawings.
Payment for the Concrete Works (Class 20/20) of culveslls and slabs
shall be the full compensation for furnishing all materials of the concrete
mixing, delivering, placing and curing the concrete, equipment and
tools, labour and other incidental necessary for the completion of the
work in accordance with he Drawings and these Specifications and as
directed by the Engineer.
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SECTION 20 ROAD FURNITURE

2001 ROAD RESERVE BOUNDARY POSTS
Road reserve boundary posts shall be provided as directed by the Engineer and in
compliance with Stadard Specification clause 2. They shall be placed at 50m
intervals along the boundary of the road reserve.

2003 EDGE MARKER POST

Edge marker post shall be provided as directed by the Engineer and in compliance with
Standard Specification clause clau®03
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2004 PERMANENT ROAD SIGNS

Permanent Road Signs shall be provided as directed by the Engineer and in compliance
with the requirements of the "Manual for Traffic Signs in Kenya" Part Il and standard
Specification clause 2004.

2004BEXISTING ROABIGNS

Where directed by the Engineer, the Contractor shall take down road signs including
all posts, nuts, bolts and fittings, and remove and dispose of the concrete foundation
and backfill the post holes. The signs shall be stored as directed by theeEngi

Measurement and payment for taking down road signs shall be made by the number of
signs of any type and size taken down, cleaned and stored as directed.

2005 ROAD MARKING

Paint for road marking shall be internally reflectorised hot applied thepiastic
material in accordance with Clause 219 of the Standard Specification.

The rates inserted in the Bills of Quantities for road marking shall include for prior
application of approved tack coat.

2005ARAISED PAVEMENT MARKER®AD STUDS
MATERIAL

Road studs are moulded of acrylonitrile butadiene styrene (ABS) conforming to ASTM
Specification D1788- 68, class 52-2 shell filled with inert, thermosetting compound
and filler. The lens portion of the marker of the marker is of optical menthly
methacnyic.

CONSTRUCTION
The road studs shall be constructed of high impact ABS containing a-fimigkinvex
glass lens reflector system. It shall be of monolithic construction, and not less than 98.5.

m2. The height of the marker shall not exceed 17mm and thdenside shall contain a
non-honeycomb base (flat).

REQUIREMENTS
The markers shall conform to the following requirements
Colour

Shall be white, yellow or red as specified and the Retreflectance values should
conform to the testing procedures of AGE 809.

Impact Resistance

The market shall not crack or break when tested using a X@08m weight from a
height of 1 metre. (ASTM D 2444) or BS 3900 Part E3.
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Resistance to Water Penetration
Shall not have water penetration behind the lens after sutgad in a water bath at
97)88+ 50 oF for 10 minutes. And it should still meet the reflectance Requirement. BS
Heat Resistance

Shall comply with the initial brightness as per BS 873 Part IV of 1978
Night Visibility

The marker shall be bght as per BS 873 Part IV of 1978

Compression Resistance

There shall be no cracking sound at a pressure lower than 25 tones as per BS 873 Part
IV of 1978.

CorrosionResistance

After immersing a sample of Road stud in a solution containing 30g/$adium
chloride for 30 days, there shall not be any signs of corrosiB5998).

NOTE These markers are intended for application directly to pavement surfaces and
are compatible with raised pavement makers. These adhesives should be of high quality
and tested for conformance to customer requirements.

ADHESIVES
They shall be of Resin Tyggpoxy of 2 different components part 1 and 2 i.e Adhesive
and Reactor without any volatile solvents in both.

Pot life: not less than 20 minutes at 2@
Rotational cue time: between 20 and 30 minutes at 2C
Hard cure: Between 40 and 60 minutes at 2C

APPLICATION INSTRUCTION

Preparation of Pavements

Make surethat the road surfaceis absolutelydry and free of oil and grease
Mixing of Adhesive

Pour @mponent B into the container of component A. Stir mixture by hand with a
wooden or metal stick until uniform Grey Tint without a striae is obtained.
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2006

2007

2008

2009

Installation

Pour the mixture on to the underside of the road stud. Then place the road stud/firml

on the road surface. Adhesive should stand out for about 5mm to 10 mm over the edges
of the stud.

Protection from the Traffic

Protect studs from traffic for 2 hours until the adhesive has properly hardened. Try by
touching the adhesive.

NUMBER OFTRDS NEEDED FOR LABORATORY TESTS.

In order to approve a particular type of road stud, 4 sample road studs of each colour
shall be submitted.

GUARDRAILS

Contrary to the Standard Specification, guardrail posts shall be concrete 200 mm
diameter set wdically at least 1.2m into the shoulder as directed by the Engineer.
Spacer blocks shall also be made of concrete.

Beams for guardrails shall be "Armco Flexbeam" or similar obtained from a
manufacturer approved by the Engineer.

KERBS
a) Vertical Joints

Vertical joints between adjacent Kerbs shall not be greater than 5 mm in width
and shall be filled with a mortar consisting of 1:3 cement: sand by volume.

b) Transition between flush and raised kerbs

The transition between flush and raised kerbs (@gbus bays) shall be termed
as ramped kerbs. The transition between flush and raised kerbs shall occur
within a length of 2.0 m.

KILOMETRE MARKER POSTS

Kilometre marker posts shall be provided as directed by the Engineer and in compliance
with Standard Specification clause 2008.

RUMBLE STRIPS

Where directed by the Engineer, the Contractor shall provide, place, trim, shape and

compact to line and level asphalt concrete rumble strips on the finished shoulders. This
shall be done to the satétion of the Engineer
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2011 MEASUREMENT AND PAYMENT

Road reserve boundary posts

Road reserve boundary posts shall be measured by the number erected

Permanent road signs

Permanent road signs shall be measured by the number of each particulagrsizied.

Road marking

Road markings in yellow or white material shall be measured in square metres
calculated as the plan area painted.

Road Studs
Road studs shall be measured by the number of each particular size erected.

Guardrail
Guardrail shall ke measured by the metre as the length of the guardrail constructed.

Kerbs
Kerbs shall be measured by the metre as the length of kerb constructed
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SECTION 2DAYWORKS
2202 MEASUREMENTS AND PAYMENT

(a) Plant

Where items of mpr plant listed in the schedule of Day works are specified by type
(e.g. Concrete mixer etc.) the power rating if such items of plant are provided by the
Contractor shall not be lower than the power ratings of such plant manufactured
within the last two years prior to the date of BID. Any item of major plant employed
upon Dayworks that has a power rating lower than specified above shall be paid for at
rates lower than those in the schedule of Dayworks. The reduction in the rate payable
shall be in propotion to the reduction in power rating below that specified above.

SECTION 23: CONCRETE PAVING BLOCKS

This works shall consist of providing, laying and fixing of concrete paving blocks and concrete
paving slabs on a sand base on the driveway and walkveaygkother areas as directed by the
Engineer.

a. Concrete Paving Blocks

The paving blocks shall be of type S of any shape fitting within a 295 mm square coordinating
space and a work size thickness of at least 30 mm. The blocks shall confirm to the
requirements of BS 6717:Pt. 1:1986 or Kenya standard equivalent.

The laying shall be broken at intervals of 50 m by concrete ribs of class 25 concrete.

The blocks shall be laid on a 40 mm minimum sand base whose specifications are as in section
(b) of this spedication.

b. Sand For Sand Base

Sand used as bedding for paving blocks and slabs shall be natural sand either pit or river sand.
The grading shall conform and be parallel as much as possible to kS@2Parts 1 &2: 1984

for zones 1,2 or 3. The other reqements shall be as specified in section 17@3¢f Standard
Specifications.

c. Measurement and Payment
Payment for paving blocks and paving slabs shall be by square metre laid. The rate quoted
would include the cost of haulage to site of the blocks, slabd sand, as no extra payment
shall be made for haulage
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SECTION VI: SUPERVISION AND CONTRACT EVALUATION MANUAL 2012

The Manual refers to the Ministry of Roads * S
for Road Maintenance Works 2012.
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SEETIONVII: DRAWINGS

The bidder shall provide design drawings on A3 sheets including plan and profile, typical
crosssections, layouts and standard drawings, setting out data and design reports which

should include design standards used and key projeztuiees as described in section 14.
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SECTION VHIROAD MAINTENANCE MANUAL

The Manual refers to the Ministry of Roads ‘ R
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SECTIONX: BILLS OF QUANTITIES
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PREAMBLE TO BILL OF QITATIES

1. The Bills of Quantities forms part of the Contract Documents and are to be read in
conjunction with the Instructions to Bidders, Conditions of Contract Parts | and II,
Specifications and Drawings.

2. The brief description of the items in the Bill§ Quantities is purely for the purpose of
identification, and in no way modifies or supersedes the detailed descriptions given in
the conditions of Contract and Specifications for the full direction and description of
work and materials.

3. The Quantities de forth in the Bills of Quantities are estimated, representing
substantially the work to be carried out, and are given to provide a common basis for
bidding and comparing of Bids. There is no guarantee to the Contractor that he will be
required to carry ot all the quantities of work indicated under any one particular item
or group of items in the Bill of Quantities. The basis of payment shall be the
Contractor's rates and the quantities of work actually done in fulfilment of his
obligation under the Contret.

4. The prices and rates inserted in the Bills of Quantities will be used for valuing the work
executed, and the Engineer will only measure the whole of the works executed in
accordance with this Contract.

5. The rates inserted in any road in the tender klzoply to other roads within the same
lot upon written instructions to be issued by the Engineer or his representative during
execution of works and shall be used only to pay for activities of similar description and
nature which may not have been incled in the Bills of Quantities for that road.

6. A price or rate shall be entered in ink against every item in the Bills of Quantities with
the exception of items that already have Provisional sums affixed thereto. The bidders
are reminded thmhat uded”™ ni &8 es0’'rodiisdaunmt s W
accepted. The rates for various items should include discounts if any. Bidders who fail
to comply will be disqualified.

7. Provisional sums (including Dayworks) in the Bills of Quantities shall be expended in
whole or in part at the discretion of the Engineer or his representative.

8. Where there are no guantities against the line item especially on dayworks, the bidder
shall only fill his rates

9. Quantified instructions shall be extracted from the main BOQ for poses of part
implementation of the works and interim measurements/payments shall be based on
the quantified instructions read together with the bills of quantities.

The price and rates entered in the Bills of Quantities shall, except insofar as ihéswase
provided under the Contract, include all Constructional plant to be used, labour, insurance,
supervision, compliance testing, materials, erection, maintenance of works, overheads and profits,
taxes and duties together with all general risks, ligti#s and obligations set out or implied in the
Contract, transport, electricity and telephones, water, use and replenishment of all consumables,
including those required under the contract by the Engineer and his staff.

Errors in the pricing of the Billef Quantities will be corrected in accordance with Clause (29) of
instructions to bidders.
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PERIODIC MAINTENANCEBABARACHI MENYINKWA BYPA$3.5 KM)

ITEM

DESCRIPTION

UNIT

QUANTITY

RATE (KSHS

AMOUNT
(KSHS)

BILL 1- GE

NERAL

1.01

Allow a sumof sh. 300,000for the
Engineer's miscellaneous account t
be spent in whole or part as
instructed by the Engineer and to b
reimbursed against receipts.

PC Sum

300,000.00

300,000.00

1.02

Extra Over on Item 1.0 for the
Contractors Overheads and Profit

%

300,000.00

1.03

Allow a Prime Cost surof sh.
100,000 for off-site materials
testing.

PC Sum

100,000.00

100,000.00

1.04

Extra Over on Item 1.8 for the
Contractors Overheads and Profit.

%

100,000.00

1.05

Provide, erect and maintain publig
signs as shown in the drawings or g
instructed by the Engineer.

1.06

Allow for attendance upon the
Engineer by the following staff in
accordance with Clause 137 of
Special Specification.

(@) Inspector of Works

Months

(b) Survey Assistant/Leveller

Months

(c) Material Technician

Months

1.07

Extra ove item 1.06 (a) for
Contractor's overheads and profits

%

1.08

Allow a Prime Cost sum for paymer
of wages and allowances for
Engineer's staff including overtime

PC Sum

300,000.00

300,000.00

1.09

Extra Over on Item 18 for the

Contractors Overheds and Profit.

%

300,000.00

TOTAL CARRIED TO BILL SUMMARY
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BILL 4-SITE CLEARANCE AND TOP SOIL STRIPPING

4.01 | Bush Clearing M2 21,000

TOTAL CARRIED TO BILL SUMMARY

BILL 5: EARTHWORKS

Cut to fill in soft materal, including
benching of shoulders and

5.01 | embankmento 95% M3 5
MDD(AASHTO) as directed by the
Engineer.

5.02 | Asitem 5.01 but in hard Material. M3 5

Scarify, water, process and compad
150 mm existing ground below M3 505
embankments or subgrade 95%
MDD (AASHTO T99).

5.03

Provide, spread, water, process an(
compact 300 mm improved
5.04 | subgrade to 100% MDD (AASHTO | M3 5
T99) in two layers of 150 mm
thickness.

5.05 [ Cut to spoil in soft material. M3 672

5.06 [ Cut to spoil inhard material. M3 294

Provide spread, and compact to
95%MDD(AASHTO T 99) approved
soft fill from borrow pits as directed
by the Engineer.

5.07 M3 5

Compaction of the 300 mm for sub
grade below formation level in
cutting to 100% MDD (ASHTO
T99)

5.08

Provide and fill in hard material as M3 5

5.09 per standard specifications.

TOTAL CARRIED TO BILL SUMMARY
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BILL 8: CULVERT AND DRAINAGE WORKS

8.01 | Drain Cleaning M3 1,000
Desilt and clean existing culves to

8.02 free flowing condition M 300

8.03 | Ditch /mitre drain excavation M3 990

Excavate in soft material to the rang
of depths stated below for pipe
culverts,subsoil drainsheadwalls,
wing walls, drop inlets,mitre drains,
8.04 | catch water drans and median M3 177
drains including support of trench
sidespackfilling and compacting as
specified or as instructed by the
Engineer.

As item 8.01 but in hard Material as

8.05 directed by the Engineer

Provide Jay and joint 450mm
internal Diameter(l.D)reinforced
8.06 | cement concrete pipes for service M 6
ducts as per the drawing or as
instructed by the Engineer.

Provide Jay and joint 600mm
80.7 | internal Diameter(l.D) reinforced M 48
cement concrete pipes.

Provide lay and joint 900mm
8.08 | internal Diameter(l.D) reinforced M 40
cement concrete pipes.

Provide and place Class 15/20
8.09 [ concrete for use as bed, haunch an 57
surround, including formwork

Provide and place RC Class 25/20
concrete for culvert hadwalls,
wingwalls and aprons as instructed
by the Engineer

8.1 M3 30

Provide, place and compact rock fil e 100

8.11 below culverts

Prepare ground as necessary,
provide all materials and construct
200mm thick stone pitching to side
slopes othannels, natural ground
faces, inlets and outlets of culverts
including grouting and carting away|
any excess material to spoil as
directed by the Engineer

8.12 M2 2,400

TOTAL CARRIED TO BILL SUMMARY
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BILL 9- PASSAGE OF TRAFFIC

Allow for the pasage of traffic Lump
9.01 through the works Sum 1 1,000,000.00| 1,000,000.00
TOTAL CARRIED TO BILL SUMMARY 1,000,000.00

BILL10 — GRADING AND GRAVELLING

10.01 Light grading as instructed by the

Engineer M# 5,200

Provide gravel wearing course
10.02 | excavation, free haul, spread, watel] M3 162
and compact gravel to specification

TOTAL CARRIED TO BILL SUMMARY

BILL 12- NATURAL MATERIAL BASE AND-S8ABE

Provide, lay, and compact natural

1201 gravel as sutbase for carriageway,
: junctions accesses and bus bays ag

directed by the Engineer.

M3 525

Provide, lay, and compact natural
1202 gravel as base for carriageway,

: junctions accesses and bus bays ag
directed by the Engineer.

M3 525

Provide, place, hand pack and

1203 compact stone material including
: filling of voids with stone dust and

water as directed by Engineer

M3 735

TOTAL CARRIED TO BILL SUMMARY
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BILL 14 CEMENT AND LIME TREATED MATERIALS

Provide transport to site of works
cement inprovement agent for

natural material base as specified o Tonne 36
as instructed by the Engineer.

14.01

Mix and process natural material
with cement as an improvement
agent forSubbase antase and
14.02 | compact at OMC to achieve the M3 1,050
desired compressive singth as
specified or as directed by the
Engineer.

Allow for curing andprotection of
cement treatedubbase antase M2 7000
layersas specified or as instructed K ’
the Engineer.

14.03

TOTAL CARRIED TO BILL SUMMARY
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BILL 15 BITUMINOUS SURFACE TREATMENTS AND SURFACE DRESSIN

Clean and prepare surfaces of mair
carriageway, slip roads, shoulders,
bus bays, accesses and junctions,
provide, heat and spray on theame
MC 30 cutback bitumen prime coat
at a rate of spray in the range of 1.¢
litre/m2 to 1.2 litres/m? or as
instructed by the Engineer

15.01 Lts 10,100

Clean and prepare surfaces of mair
carriageway, slip roads, shoulders,
bus bays, accesses andgtians,
provide, heat and spray two coats g
15.02 | K1-60 bitumen emulsion as tack Lts 8,400
coat on bituminous layeyat a spray
rate in the range of 0.3 litre/m? to
1.0 litre/mz2 or as instructed by the
Engineer

TOTAL CARRIED TO BILL SUMMARY

BILL16 - BITUMINOUS MIX BASES, BINDER COURSES & WEARING COUR;

Prepare surfaces, provide, mix, lay
and compact Asphaltic Concrete
16.01 | (AC) (Type 1) as wearing coursad M3 445
for pothole patchingas directed by
the Engineer.

Clearing and cuttng of potholes and

16.02 failed areas

M3 980

TOTAL CARRIED TO BILL SUMMARY
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BILL 20- ROAD FURNITURE

Provide all materials, excavate for
and lay 250x125mm precast
concrete class 20/20 raised straight
20.01 |/ circular kerbs (to include concrete| M 550
class 15/20 for bedding and
haunching) as per specifications an
as directed by the Engineer

Provide all materials, excavate for
and lay 100x125mm precast
20.02 | concrete channels (to include M 550
concrete class 15/20 for bedding
and haunching)

TOTAL CARRRIED TO BILL SUMMARY
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Bill 25 - CROSS CUTTING ISSUES

25.01

Allow a provisional sunof sh.
300,000 for carrying out an EIA,
Environmental Monitoring and
Environmental Audit for the project
including Implementation of the
Environmental Management plan
and payment of NEMA license as
instructed by the Engineer.

Prov.
Sum

300,000.00

300,000.00

25.02

Include a percentage on Item 25.01
for the Contractor's Overheads and
Profit.

%

300,000.00

25.03

Implement HIV/AIDS awareess
campaign amongst the workers for
the duration of the Contract

Month

25.04

Allow for the availability of condoms
to workers and staff for the duration
of Contract

Month

25.05

Allow for the preparation and
submission of monthly report for
HIV/AIDS awareness and preventig
activities report to be tabled at site

meetings

Month

TOTAL CARRIED TO BILL SUMMAR
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BILL SUMMARY

PERIODIC MAINTENANCEBOBARACHD — MENYINKWA BYPA$S.5 KM)

BILL NO. DESCRIPTION AMOUNT (K8IS.)

1 General: Office Administratio and
Overheads/ Preliminaries

4 Site Clearance and top soil stripping

5 Earthworks

8 Culverts and drainage works

9 Passage of traffic

10 Grading and Gravelling

12 Natural Material Base andu®base

14 Canent and Limelreated materials

Bituminous Surface Treatments and Surface

15 Dressing

16 Bituminous Mix Base®inder Courses &
Wearing Courses

20 Road Furniture

25 Cross Cutting Issues

Sub Total 1

Add 2.5 % of sub total 1 as provisional susfor
contingencies

Sub Total 2

Add 16% of Sub Total 2 for VAT

GRAND TOTALAKEN TO FORM OF BID
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SECTION: STANDARD FORMS
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Form of Bid

(NOTE: The Appendix forms part of the Bid. Bidders are required to fill all the Idpakes in
this form of Bid and Appendix)

NAME OF CONTRACT:

PERIODIC MAINTENANCE OF ON BABARARIENYINKWA BYPAS3OT 44 (KISII
URBAN AREA)

TO: Director General,
Kenya Urban Roads Authority,
P. O. Box 4172700100,
NAIROBI, KENYA

Sir,

1. Having examined the Conditions of Contract, Specifications, Bill of Quantities, and
Drawings for the execution of the aboweamed works we, the undersigned, offer to
construct and install such works and remedy any defects therein in conformitly thie
said Bill of Quantities, Conditions of Contract, Specifications and Drawings for the sum
of

(Insert amount in words)

(INSert amouUNt INfIg U I' € S )ttt st e e e e e e et e e e ana e

as specified in the Appendix to Bid or such other sums as may be ascertained in accordance
with the said Conditions.

2. We undertake, if our bid is accepted, to commence the works witbhurteen(14) days
of receipt of the Enandt eomplétesandadelideethe whale ¢ o mn
of the works comprised in the contract within the time stated in the Appendix to Bid.

3. If our bid is accepted we will, when required, obtain the guarantee of a Bank or other
sureties (to be approved by you) to benjity and severally bound with us in a sum not
exceeding 5% of the above named sum for the due performance of the contract under
the terms of a Bond to be approved by you.

4. We agree to abide by this bid for the period 20 days from the date fixed for
receiving the same and it shall remain binding upon us and mayelg&endedat any
time before the expiration of that period.

5. We understand that you are not bound to accept the lowest or any bid you may receive.
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6. On the basis of our previous experience we &ully experienced and competent in the
type of work included in this tender and we have adequate financial resources to carry
out the works described within the period for completion. We are in a position to fulfil
the contract for which we have tendered

Dated this .. ) Day of 20
Signature...........oeeeeeeedon .t hhe capacity of
Duly authorized to sign bids on behalf of ( N

(Addressof Tathe r e r ) .oocovviiiiiiiiiiiiiiiennnn.

(N A ME O F Wi L N B S S ) ittt i e e e e et e e e et e e e e e e

(Signature of Witness)

(A dr @S S  OF Wi I N B S S ) ittt e e e e e e e

(Occupati on OF Wit N B S S ) it et e e e ees
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Appendix to Form of Bid
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Appendix to Form of Bid
(This appendix forms part of the bid)

CONDITIONS OF CONTRACT CLAUSE| AMOUNT
- : Kshs800,000.00 (Unconditional bank
Bid Security guarantee only)
Execution of worksunder siteinstructions
Instructionsin Writing 2.5 from Resident Engineer to commence

within three (3) days

Amount of Performance Security 10.1 5 per cent of Tender Sum in the form of
(Unconditional Bank Guarantee) UnconditionalBank Guarantee
. Immediately after issuance of Order to
Program to be submitted 14.1 Commence
: . Immediately after issuance of Order to
Cash flow estimate to be submitted 14.3 Commence
Minimum amount of Third Party Insurance 23.2 1%of the Contract Sum

Period for commencenmet | from Ei

order to commence 411 7 days
Time for completion 43.1 6 months
Amount of liquidated damages 47.1 0.05% of Contract Sum per day
Limit of liquidated damages 47.1 5% of Contract Sum
Defects Liability period 60.3 3 months
Percentge of Retention 60.3 5% of Interim Payment Certificate
Limit of Retention Money 60.3 5% of Contract Sum
Minimum amount of interim certificates 60.2 Kshs5,000,000.00
Time within which payment to be made after
Interim Payment Certificate signed by Engaéne 60.10 28 days
Time within which payment to be made after
Final Payment Certificate signed by Engineer 60.10 28 days
Appointer of Adjudicator 67.3 The Chartered Institute of Arbitrators
' (Kenya)
The Employers addss is:
The Director General,
Kenya Urban Roads Authority (KURA),
P.O. Box 41727 00100
NAIROBI
Notice to Employer and Engineer 68.2 The Engineer’'s add
Director (Road Asset and Corridor
Management)
Kenya Urban Roads Authority (KURA),
P.O. Box 41727 00100
NAIROBI
Signature of Tenderer............ccoviviiiiiiiiiiieeeae, Date ....coovvviieiiiiian.,
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Form of Bid Serity
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TENDER BANK GUARANTEE

Note: The bidder shall complete only this form of Bank guarantee. No other Form of Bid Bond
or any other forms of security will be accepted. Bidders wtal to comply with this
requirement will be disqualified.

WHEREAS [Nameof biddel.

(herein afterr "dalhlassd s“utbhm tR.iedid éh.i..s....bi d dat ed

for the
PERIODIC MAINTENANCE OF ON BABARANHNYINKWA BYPASROT 44 (KISII
URBAN AREA)
, hereinafter called “the bid”

KNOW ALL MEN by these presents that Wafne of Barik

of [Name of Country]
having our registered offices at

(hereinafter called the Bank) are bound unto the Director General, Kenya Urban Roads
Aut hority, (hereinafter called “the Employer

(INWOIAS KS N S ) oottt e e e e e e e e e e

(I'n i gures KsSh S ) e

for which payment will be well and truly made to the said Employer the Bank binds itself, its
successors and assigns by these presents.

SEALEDvi t h t he common Seal of the said Bank this
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THE CONDITIONS of this obligation are

1. If the bidder withdraws his Bid during the period of bid validity specified by the Bidder
on the Bid Form; or

2. If the Bidder having ben notified of the acceptance of his bid by the Hoypr during
the period of bid alidity
(i) Failsor refuses to execute the Form of Agreement in accordance with the
Instructions to Tenderers when required or

(if) Failsor refuses to furnish th Performance Security, in accordance with the
Instructions to Bidders.

We undertake to pay to the Employer up to the above amount upon receipt of his first written
demand, without the Employer having to substantiate his demand, provided that in his deman
the Employer will note that the amount claimed by him is due to him owing to the occurrence
of any of the above conditions, specifying the occurred condition or conditions.

This guarantee will remain in force up to and including thirty days after theedafexpiration
of the bid validity, as stated in the Instructions to Bidders.

At the request of the Employer the Bid validity period may be extended by mutual agreement
between the Employer and the Bidder and we undertake to extend the validity o$uhity
accordingly without you having to inform us of such an extension of the Bid validity period if
within this period the Bidder has beemotified of the acceptance of his Bid. This Surety shall
remain valid up to the time the Contract Agreement hasioexecuted.

SIGNATURE AND SEAL OF THE BANK ...t

NAME OF SIGNATORY ... DATE..................
NAME OF THE WITNE S S e
SI GNATURE OF THE..WILTNESS. ....DATE

ADDRESS OF THE WIL.T.NES. S,
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SECTIONI: SCHEDULES OF SUPPLEMENTARY INFORMATION
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SCHEDULE 3: CERTI FI CATE..OE..BlL.DDER..S.MJ1 SI' T TO
SCHEDULE 4: MAJOR ITEMS OF CONSTRUCTION PLANT AND EQUIPMENT143

SCHEDULE 5: KEY PERSONNEL......coscvunmmmssssssssssns 144
SCHEDULE 6: SCHEDULE OF ROARWS CARRIED OUT BY THE BIDER IN THE LAST
THREE YEARS ... s s 145
SCHEDULE 7: SCHEDULE OF ONGOING PRQJECIS.........coovnmnnmnnnnnnnn. 148
SCHEDULE 8: FINANCIAL STANBIN.........coconmmmmms s 149
SCHEDULE 9: OTHER SUPPLEMENTARY INFORMATION.........coconnnnmnmninnnsinnns 150
SCHEDULE 10: LITIGATION HISTORY FQRM......cccconnnnsnn 151
SCHEDULE 11: DECLARATION FORM FOR BANKRUPT OR INSOLVENT AND DERARMENT
SCHEDULE 12ANTI CORRUPTION DECLARATION / COMMITMENT / PLEDGE FORM........... 153
136

Issued by the Kenya Urban Roads Authority: March 2020

KURA/RMLF/NZ/301/2019-2020 (ALL CATEGORY)



Tender Document for Road Works f@eriodic Maintenance oBabarachi Menyinkwa Bypass Lot44 Road{Kisii Urban Area)

SCHEDULE 1: CONFIDENTIAL BUSINESS QUESTIONAIRE

This Confidential Business Questionnaire of the Government of Kenya shall be completed by
the Bidder.
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REPUBLIC OF KENYA
CONFIDENTIAL BUSINESS QUESTIONNAIRE
You are requested to give thamiculars indicated in Part 1 and either Part 2 (a). 2(b) or 2(c)
whichever applies to your type of business.
You are advised that it is a serious offence to give false information on this Form.
Part 1- General

Business name

PIOt NO. v SIreet/ROAd .......coevvviiiiiiiiiiiee e ennr e
Postal Address............ccoevvvvvvnnnee. Tel NO.....vvvveeeeeeeirins fail address........

NAIUIE OF DUSINESS. ...uuiiiiii it e ettt e s e e e e e e e e s e ennnnns
Current Trade Licence NO. ........cccoovmeeee EXPINING date e,
Maximum value of business which you can handle at any one time:

KSNS...oiiiieee e

Name of your bankers ...

BIanCh. ..o ——————

Part 2(a)- Sole Proprietar

Your name in full
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Part 2(b)- Partnership:

Give details of partners as follows:
Name Nationality Citizenship Detail® Shares

Part 2(c)- Registered Company:

Private or BBIC ..........ouiii
State the nominal and issued capital of the company

NOMINAI KSNS. .t e
ISSUEB KSNS. e ——

Give details of all directors as follows:
Name Nationality Citizenship Detail® Shares

1 Attach proof of citizenship (Compulsory)
1 Attach certified copy of Form CR12 (Compulsory)
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Part 3: Interest in the Firm:

Is there any person / persons in the Kenya Urban Roads @utth(KURA) who has interest in
this firm? Yes [ No**?

| certify that the information given above is correct.

Date Signature of Bidder

** Delek as necessary
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SCHEDULE 2: FORM OF WRITTEN POWER OF ATTORNEY

The Bidder shall state here below the name(s) and address of his representative(s) who is/are
authorized to receive on his behalbrrespondence in connection with the Bid.
(Name of Bidder's Representative in block letters)

(Address of Bidder's Representative)

(Signature of Bidder's Representative)

Alternate:

(Name of Bidder's Representative in block letters)

(Address of Bidder's Representative)

(Signature of Bidder's Representajive

*To be filled by all Bidders.

*Boh representative and alternamaustattach copy of National Identification card or Passport.
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SCHEDULE 3: CERTIFICATE OF BIDDER"™S VISIT TO
This is to certify that

[NGIMIE/G . e e e e

Being the authozed representative/Agent offame of bidddr

participated in the organised inspection visit of the site of the works for the

PERIODIC MAINTENANCE OF ON BABARARENYINKWABYPASSLOT 44 (KISIl URBAN

AREA)
held on ...l ()1 T 20
T o N 0 T = P
(Empl oyer’ s Representative)
(NameofFEeprpsbndJagrve)r - (DeS|gnat|on) ......................

NOTE: This form is to be completed at the time of the organized site visit.
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SCHEDULE 4: MAJOR ITEMS OF CONSTRUCTION PLANT AND EQUIPMENT

The Bidder shall enter in this schedule all major items of pland equipment which he
proposes to bring to site. Only reliable plant in good working order and suitable for the work
required of it shall be shown on this Schedule. Summary of the same shall be entered in Section
5: Qualification Criteria, Part 7.

commence)

Dateof
Project
(Days after

Rating | Arrival on

Power

Leased/
Imported

Mombasa
Value

(If to be
Imported)

CIF

Capacity | Estimated | Source| Owned/

tor m

New
r
Used

Manufactur

Year of
each | e

No.
of

Description

Type,
Model,
Make

| certify that the above information is correct.

(Signature oBidder) (Date)
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SCHEDULE 5: KEY PERSONNEL

DESIGNATION | NAME NATIONALITY] SUMMARY OF QUALIFICATIONSDA
EXPERIENCE
Qualifications General Specific
Experience Experience
(Yrs) (Yrs)
Headquarters

Partner/Director
or other key staff
(give designation)

Site Office

1. Site Agent

2. Site Surveyor

3.Foreman

Note: The Bidder shall list in this schedule the key personnel he will employ from the
Contractor’s headquarters and from the Cor
the work together with their qualifications, experience, position held and nadility in
accordance with Clause 15.2 and 16.3 of the Conditions of Contract Part Il (where
required, use separate sheets to add extra data for column 4). Bidders shall attach
certified copies of academic certificates)d CVs of all key staff

| certify that the above information is correct.

(Signature of Bidder) (Date)
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SCHEDULE: 6CHEDULE OF ROADWORKS CARRIED OUT BY THE BIDER IN THE LAST THREE
YEARS

SCHEDULE 6A: COMPLETED WORKS
DESCRIPTION OF WORKS NAMEOF CLIENT VALUE OF YEAR COMPLETED/
WORKS (KSHS)| REMARKS

Note:Bidders shall attach certified copies of letters of award (for each listed project), certified
copies of completion certificates.

| certify that the above works were successfully carried out by this Bidder.

(Slgnature ofBldder) (Date)
*Value in KShs using Central Bank of Kenya mean exchange rate at a reference date 7 days
before date oBID opening
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SCHEDULE 6B: NOGBIOMPLETED WORKS BEYOND COMPLETION DATE

DESCRIPTION OF WORKS

NAME OF CLIENT

VALUE OF
WORKS (KSHS)

YEAR COMPLETED/
REMARKS

Note:Bidders shall attach certified copies of letters of award @ach listed project), certified
evidence for executed works for necopleted projects e.g copy of recent payment certificate.

| certify that the above works were successfully carried out by this Bidder.

(Signature of Biddr)

*Value in KShs using Central Bank of Kenya mean exchange rate at a reference date 7 days
before date of BID opening
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SCHEDULE 6C: SPECIFIC EXPERIENCE

DESCRIPTION OF WORKS NAME OF CLIENT VALUE OF YEAR COMMHTED/
WORKS (KSHS)| REMARKS

Note:Bidders shall attach certified copies of letters of award (for each listed project), certified
evidence for executed works for necompletedprojects e.g copy of recent payment certificate.

| certify that the above works were successfully carried out by this Bidder.

(Slgnature ofBldder) (Date)
*Value in KShs using Central Bank of Kenya mean exchange ratesférence date 7 day
before date of B> opening
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SCHEDULE 7: SCHEDULE OF ONGOING PROJECTS

DESCRIPTION OfF NAME OF | DATE OF DATE OF VALUE OF VALUE PHYSICALLY
WORKS CLIENT COMMENC | COMPLETION| WORKS (KSHS] COMPLETED| COMPLETED
EMENT UP TO DATE | UP TO DATE

% %

Note:1. Bidders shall attach certified copies of letters of award (for each listed project) and any
certified evidence for executed works e.g copy of recent payment certificate.

2. Bidders must indicate all their egoing works as at the time of bidding. Any non
disclosure shall constitute neresponsiveness)

| certify that the above works are being carried out by me and that the above information is
correct.

(Signature oBidder) (Date)
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SCHEDULB: FINANCIAL STANDING

1 Submit copies of audited profit and loss statements and balance sheet for the last five
calendar years and estimated projection for the next two years with certified English
translation where appropriate

2 Give turnover figures for each of the lasto (2) financial years. Quote in millions and
decimal thereof.

Yearl (2018) Year 2(2019)
Ksts. Kshs.
Roadworks
Other civil Engineering works
Other (specify)
Total

SUMMARY OF ASSETS ANABBILTIES OF THE AUDITED FINANCIAL STATEMENTS OF THE
LAST WO (2) FINANCIAL YEARS.

Yearl (2018) Year 2(2019)

Kshs. Kshs.

. Total Assets

. Current Assets

. Bank Credit Line Value
. Total Liabilities

. Current Liabilities

. Net Woth (1-4)

. Working capital (2+3-4)

~N| O O B W N -

@) Name/Address of Commercial Bank providing credit line

(o) Total amount of credit | ine KShs ...
Attach a certified cop of Undertaking of the Bank to provathe credit.

(c) Attach bank statements for the last six (6) months
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SCHEDULE: OTHER SUPPLEMENTARY INFORMATION

Financial reports for the last three years, balance sheets, profit and loss statements,rasdit
reports etc. List them below and attach copies.

Evidence of access to financial resourteemeet the qualification requirements. Cash in hand,
lines of credit etc. List below and attach copies of supporting documents

Name, address, telephone, telex, fax numbers and email of the Bidders Bankers who may
provide reference if contacted by the Contracting Authority.

| certify that the above information is correct.

(To be signed by authorized representative and officially stamped)
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SCHEDULE 1QITIGATDN HISTORY FORM

Information on current litigation in which the Bidder is involved.

OTHER PARTY (IES) CAUSE OF DISPUTE AMOUNT INVOLVED (KSHS)

| certify that the above information is correct.

(To be signed by authorized representative and officially stamped)
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SCHEDULE 11: DECLARATION FORM FOR BANKRUPT OR INSONIYBEBARMENT

Date .

To

The Kenya Urban Roads Authority

P.O Box 41727 00100,

Barbara Plaza Bl&dD, Mazao RoadNairobi,

KENYA.

Ladies and Gentlemen,

The Tenderer i.e. (full name and complete physical and postal address)

civenen....:decl are the foll owing:
a) That I/ We have not been debarred from participating in public procurement by anybody,
institution or person.
b) That I/ We have not been involved in and will not be involved in corrupt and fraudulent
practices regarding public procurement anywhere.
c) That I/ We ae not insolvent, in receivership, bankrupt or in the process of being wound up
and is not the subject of legal proceedings relating to the foregoing.
d) That I/We are not under any ongoing investigation by the Ethics and -Aidrruption
Commission (EACGdr any corrupt and/or economic crimes or practices.
e) That I/ We are not associated with any other Tenderer participating in this Tender.
f) That I/We do hereby confirm that all the information given in this tender is accurate, factual
and true to thebest of our knowledge.
Yours sincerely,

Name of Tenderer

Signature of duly authorised person signing the Tender
Name and Gapacity of duly authorised person signing Taeder
Stamp or Seal of Tenderer
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SCHEDULE 12NTI CORRUPTION DECLARATION / COMMITMENT / PLEDGE FORM

= of Post Office
B e declarethat I/ We recognize that
Pubic Procurement is based on afreeg fair and competiti ve tendering processwhich should
not be open to abuse.

L N B e e .Declare that
I/ We will not offer or facilitate, directly or indirectly, any inducement or reward to any
public officer, their relationsor businessasciates, in connection with tender No.

ceeven.... foOr orin the subsequent performance of the
contract if I/ We am/ are successful.

Designation..........co.vvveiiiieiie e
SONAUre ..o e,

DAl € oo

In case of sub-contracting

Designation..........ccoevvivviii i
Jgnature .....ooiiime

DAt € oo
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SECTIONXII: FORM OF AGREEMENT
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FORM OF AGREEMENT

THI' S AGREEMENT is made on the ... day
between theKENYA URBAN ROADS AUTHORGOFYP. O. BOX 4172700100, NAIROBI,
KENYA hereinafter called "the Employet of the one part and M/s
........................................................................... hereinafter cal
Contractor" of the other part.

WHEREAS the Employer is desirous that certain works should be executed, viz.

PERIODIC MAINTENANCE OF ON BABARACHMENYINKWA BYPASSLOT 44 (HKSII
URBAN AREAJnd has a Contract with the Contractor for the execution completion and
maintenance of such works in the region NOW THIS AGREEMENT WITNESSETH as follows:

In this agreement words and expressions shall have the same meanings as are vegpecti
assigned to them in the Conditions of Contract hereinafter referred to.

The following document shall be deemed to form and be read and construed as part of this
Agreement, viz.:

- The form of bid dated.........c.cccevvviieinnnns

- The Conditions of Contract (FIDIIV) Part 2

- The Conditions of Contract (FIDIC IV) Part 1

- The Special Specification

- The Standard Specifications

- The Priced Bill of Quantities

- The Letter oAward andAcceptance

- Schedulesf Supplementary Information

-The Drawings

-Other documats as may be agreed and listed
All aforesaid documents are hereinafter referred to as "The Contract".

In consideration of the payment to be made by the Employer to the Contractor, the Contractor
hereby covenants with the Employer to execute, complete amintain the works in
conformity in all respects with the provisions of the Contract.

The Employer hereby covenants to pay the Contractor in consideration of the execution,
completion and maintenance of the works the Contract Price at the times andeimmimner
prescribed by the Contract.

IN WITNESS WHEREOF the parties have hereunto set their respective hands on the day and
year first above written.
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SIGNED SEALED AND DELIVERED

By the saicEmployer: PP b - T (R - SO
(Director General, Kenya Urban Roads Authority)
For and on behalf of the said Employer

In the presence of:
(Name and Designation of Witness)
(Signature of Witness)

(Addressofw|tness)

By the said Contractor:
i DAt €
(Signature)
" (Name of the Director)
In the presence of:
(Name and Designation of Witness)
(Slgnatureofwltness)
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SECTIOKIII: FORM OF PERFORMANCE BANK GUARANTEE (UNCONDITIONAL)
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FORM OF PERFORMANCE BANK GUARBRAKUNCONDITIONAL)

To
The Director General,
Kenya Urban Roads Authority (KURA),
P.O. Box 41727 00100

NAIROBI
WHE RE A S ettt ittt (hheT €1 Naft
“the Contractor?”)
has undertaken in pursuance..of...Cobdtract No.
...................... to execute the

PERIODIC MAINTENANCE OF ON BABARARENYINKWA BYPASSOT 44 (KISII
URBAN AREA)

, (hereinafterc al | ed the “Contract?”)

AND WHEREAS it has been stipulated by you in the said Contract that the Contrackor shal
furnish youwith a Bank Guarantee by a recognized bank for the sum specified in the
Appendix to Form of Bid as security for compliance with his obligations in accordance with the
Contract;

AND WHEREAS we have agreed to give the Contractor such a BanarBae;

NOW THEREFORE we hereby affirm that we are the Guarantor and responsible to you on
behalf of the Contractor, up to a total of

ST o T P (amountin figures)

(amount in words)

and we undertake to payment to you, upon your first written demand and without cavil or
argument, any sum or sums within and up to the limits as aforesaid without your needing to
prove or show grounds or reasons ftbre sum specified therein.

We hereby waive the necessity of you demanding the said debt from the Contractor before
presenting us with the demand.

We further agree that no change or addition to or other modification of the terms of the
Contract or of theWorks to be performed thereunder or @y of the Contract Documents
which may be made between you and the Contractor shall in any way release us from any
liability under this Guarantee and we hereby waive notice of any such change, addition or
modification

This Guarantee shall be valid untiBdays after issuing of the Defects Liability Certificate.

AUTHORIZED SIGNATURE THE BANK ...t e e e e e e
Name of Si gnat or y ....................................................................................
Name of bank.
A A A T B S S i e e e e e Dat e
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